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INTRODUCTION 


Kent-Moore ‘‘Rate-Maker’’ special service tools are 

designed in cooperation with product manufacturers 

to insure the proper tool is available for the job. In 

development of these tools many factors are con- 

sidered — 

1. No standard hand tool can perform the job 
properly. 

2. The tool is designed for efficiency. 

3. Parts damage is eliminated through design. 

4. Profit for the service department and assurance of 
a job done right. 


The leading manufacturers are served by Kent- 





Moore’s research design, manufacturing and dis- 
tribution facilities throughout the world. 


The maintenance manuals of this impressive segment 
of American industry, recommend Kent-Moore tools 
to perform service jobs according to factory specifi- 
cations. Complete step by step instructions are 
shown in their manuals. 


All Kent-Moore tools and equipment are thoroughly 
inspected before leaving our plants and each cus- 
tomer is assured of receiving a new tool of equal 
quality and design as that furnished to everyone else. 


Every tool must conform to rigid standards. There 
are no “‘seconds’’ in the Kent-Moore line. 


DOING BUSINESS WITH STD 


HOW TO ORDER To order; all you need is the 
“J”? tool number, your complete name and address, 
then mail or phone to One Place. Service Tool 
Division, Kent-Moore Corporation, 1501 South 
Jackson Street, Jackson, Michigan 49203. Phone: 
517-784-8561, Telex: 517-022-3413. All our tools 
carry a “J” prefix letter and it is very important 
that you use this ‘‘J’’ letter for us to properly identify 
your requirements. 


WHO MAY ORDER ANYONE may order Kent- 
Moore tools direct from Kent-Moore, from any- 
where in the world. 


HOW TO USE CATALOG Our Kent-Moore Serv- 
ice Tool Catalog has been developed to help you 
find the special service tools you need with the 
least amount of effort in the least amount of time. 
If you just know the number of the tool you need, 
refer to the NUMERICAL INDEX contained on 
the PRICE LIST included with this catalog to 
find the page number containing description and 
illustration. Or, if you know the tool number and 
its section of use, refer to the pages listed under the 
INDEX TO SECTIONS there you will find the 
tools you need listed in numerical sequence. 


THOSE WHO ARE ORDERING FOR THE FIRST TIME 


1. Select the tools required. 


2. State quantity, ‘J’? Tool number and complete 
description of each item. 

3. Order on your purchase order, letterhead paper, 
postcard, or use one of the self mailing order 
blanks provided with the catalog. 

4. Be sure you have your complete name, address, 
and zip code number on the order. 


5. Include credit references if open account requested 
(bank plus two trade references). 


TERMS Open Account (Approved credit), C.0O.D. 
or cash (check attached). 


SHIPMENTS Shipment will be made F.O.B. 
Jackson, Michigan. 


TAXES State and local sales and /or use tax will 
be added to order if applicable. 


ROUTING Shipments will be made by any 
method you specify on your order. Here are most of 
the methods you may choose from: 





United Parcel Service (Weight limit 50 Ibs.) 

Parcel Post (Weight limit 40 lbs.) 

Parcel Post Special Handling (keeps package out 
of big city post offices enroute). 

Parcel Post Special Delivery 

Air Parcel Post 

Air Parcel Post Special Delivery 

R.E.A. Express, or Air Express 

Truck (there are a number of Trucking Co’s., 
specify if you have a preference). 

Air Freight 


CUSTOMER SPECIAL SERVICE 
unusual situation regarding: 


A. Emergency Orders—Try to call before 11:00 
A.M.—Jackson, Mich. time (EST) 


B. Service Parts—Prices and Part Numbers of 
service parts or individual tools making up a tool 
set are shown in this catalog and price list. All 
Kent-Moore products are serviced and replace- 
ment items are available from stock. To order or 
obtain price information on unidentified parts, 
please describe the required part as thoroughly 
as possible using whatever tool numbers are 
available and giving use of required item. 


To assist in the 


C. Assistance in Ordering—If you do not know 
what you need, send us as much information as 
possible, like a rough sketch, name of the part 
etc. or phone us. We have five (5) phones with 
personnel ready and willing to help you. 


D. Inquiries—If you need information about orders 
already placed—For advice on ordering—Service 
Parts or General Assistance—contact Customer 
Service Manager—Service Tool Division, Kent- 
Moore Corporation, Jackson, Michigan 49203, 
Phone: 527-784-8561, Telex: 527-022-3413. 


REMEMBER To give us complete ‘Sold To”’ 
address. This is the point you want the invoice sent. 
The complete “Ship To” address. This is the point 
you want the tools shipped. If ‘“‘Sold To” and 
‘Ship To” are same then write in Ship To “The 
Same’’. Be sure and show your purchase order num- 
ber, if you use P.O. No’s. and your complete address 
with zip code number. Please print or type so we will 
not make any mistake, in writing up your name, 
address and tools ordered. Remember—we can give 
far better service if we don’t have to guess. Thank 
you. 


COPYRIGHT © KENT-MOORE CORPORATION 1970 
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SECTIONS 


GENERAL 
Alternator, Generator and 
Starter 
Battery 
Cylinder Head 
Distributor 
Electrical 
Voltage Regulator 
Carburetor & General Fuel 
Engine Oil Filter and 
Signal Switch 
SPECIAL TOOLS 
American Motors 
Buick 
Opel Kadett 
Cadillac 


CLUTCH 
SYNCHROMESH 
American Motors 
FLASH-O-MATIC 
American Motors 
AUTOMATIC 
Dual Range 
Dynaflow 
Powerglide 
Tempestorque 
Roto-Hydra-Matic 
Controlled Coupling 


REAR AXLE SHAFT 


Bearing Removers and Installers 


Seal Removers, Installers, 


Companion Shaft and General 


Bearing and Cup Removers 
and Installers 


DIFFERENTIAL 


Piston Ring Compressors 
Piston Ring Removers 
and Installers 
Valve 
Valve Guide Removers 
Valve Guide Installers 
Valve Guide Reamers 
Valve Lifter Tools 
and Equipment 


Chevrolet 
Oldsmobile 
Pontiac 


Hydra-Matic 
Roto-Hydra-Matic 
Super Turbine 300 
Turbine Type Jetaway 
Turbo-Hydra-Matic 
Opel 3-Speed 


Spacers and Protectors 
Removers and Gauges 


Seal Removers 
and Installers 
Setting Gauges 


ENERGY ABSORBING STEERING COLUMN 
FUNCTION LOCKING ENERGY ABSORBING 


STEERING COLUMN 


CONTROL ARMS (FRONT & REAR) AND BALL JOINTS 
SHOCK ABSORBERS, SHACKLES, SPRINGS 


TIRES & WHEELS 


BODY & TRIM TOOLS 


INSTRUMENT PANEL & WINDSHIELD 


WIPER TOOLS 


Vacuum Systems 
Headlights 


GENERAL 
Air Conditioner 


6 CYLINDER G.M. COMPRESSOR 
5 CYLINDER G.M. COMPRESSOR 


GENERAL 
Press Plate Holders 
Pliers 
Torque Wrenches 
Special Bits 
Torque Wrench Adapters 


Radio—Stereo Tape—Antenna 
Automatic Speed Control Units 
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9856-02 


All automotive engines to 750 Ibs. 
(Does Not Include Adapter Plate) 


The J 5856-02 engine stand is completely 
portable and compact. It is durably con- 
structed of |-Beams and Channels with 
rounded corners to prevent mechanic injury. 
Sturdy casters permit it to be wheeled any- 
where in the shop, and the front casters can 
be locked in position to hold the engine and 
stand securely during engine disassembly. 


The J 5856-02 stand supports the engine 
from the bell housing end making all areas 
completely accessible for service. The engine 
mounting plate can be rotated 360° further 
facilitating service operations, and once 
rotated to the desired position the engine 
can be locked securely for maximum safety. 


J 5856-02 


J 8690-04 UNIVERSAL ADAPTER PLATE. 


A truly unique design in engine holding fixtures, the 
J 8690-04 eliminates the problem of having a series of 
individual plates for each engine. Cast steel arms rotate 
to any combination of engine mounting hole positions 
for fast, fool-proof connection. The design of the J 8690- 
04 incorporates rotating arms which eliminate adapter 
plate obsolescence and provide for future engine de- 
velopment without additional cost. The arms are offset 
so that in most applications the engine may be mounted 
with the fly-wheel in place. 


WRITE FOR SPECIAL BROCHURE ON STD. COMPLETE LINE OF ENGINE STANDS 























The following adapter plates are 
available for the J 21167-02 stand: 


J 6388 

J 7622-01 
J 8198-01 
J 8683 

J 21982 


J 21316-01 Universal Adapter Arms 


J 22846 


21167-02 


Automotive engines and most 2, 4, and 
6 cylinder lightweight diesel engines. 


(Stand capacity— 
1800 Ibs. 24” maximum from flange.) 


(DOES NOT INCLUDE ADAPTER PLATE.) 


The J 21167-02 engine stand is a portable, 
durably constructed stand designed to hold 
both automotive and lightweight diesel 
engines. It is constructed of |-Beams and 
Channels with rounded corners to prevent 
mechanic injury. This stand supports the 
engine from the bell housing end facilitating 
service operations. The engine can be rotated 
360° by means of a worm and pinion gear 
drive mechanism, and then locked securely 
in any desired position for maximum safety. 
Also, the stand itself can be made secure by 
locking the front casters. 





J 21982 





GM 2-71 

GM 4-53 

GM 2-51 & 4-51 

GM 6V-53 

Toro-flow & GM 849 


(except Cadillac 472 & 
500 cu. in. engine) 

lf you have J 8690-04 
you only need to order 

J 00000 spacer 

Engine Stand Adapter 
Plate Kit (Cadillac 

472 & 500 cu. in. engine) 








FEATURED ITEMS 


J 21167-02 


J 22846 


ENGINE STAND ADAPTER 
PLATE KIT 





WRITE FOR SPECIAL BROCHURE ON STD. COMPLETE LINE OF ENGINE STANDS 





FEATURED ITEMS 


THE LISTENER J 23455-01 


BATE: MAKER 












SOUND DETECTOR 


The Detector is the sound detecting device which 
picks up only the sound in the range of 35,000 to 
45,000 cycles per second and converts these ultra- 
sonic sounds into comparative audible sounds and 
meter readings. The readings are transmitted 
through a conveniently located meter at the rear 
of the Detector. Both the audible signal and the 
meter reading can be calibrated independently for 
varied requirements. The Detector is housed in a 
rugged aluminum pistol-type die casting suitable 
where rough treatment is encountered. The 
circuitry is solid-state throughout and power is 
supplied by a standard 9-volt transistor radio 
battery. 





HEADPHONES 


The headphones are invaluable in noisy environments 
as encountered in many service and industrial appli- 
cations. They increase effective sensitivity by sharply 
reducing the intensity of outside interfering sounds. 
They must be used in detecting the audible sound 
when using J 23455-5 Detector. 










TRANSMITTER 





The Transmitter is a device that emits 
ee an ultrasonic sound which is de- 
a tected when using J 23455-5. This 
unit's circuitry is solid-state through- 
out and is powered by a standard 
9-volt transistor radio battery, good 
for over 80 hours of life. 


CARRYING CASE 


A fiber glass constructed carrying case lined with styrafoam to 
protect the complete instrument during transport or storage. 











FEATURED ITEMS 








2. PINPOINT ENGINE LEAKS 





Air leaks are easily located when using the Listener. The By using the specially engineered adapter kit (J 23583) 


















Transmitter is placed in the passenger compartment of the engine oil leaks can be quickly located with the Listener. The 
vehicle and the Detector is systematically moved around the adapter kit enables the technician to lightly pressurize the 
exterior sealing areas. Any airleak in these sealing areas will be engine compartment. Any air escaping from the system will 
heard through the headset as an increase in audible sound or generate an ultrasonic sound which then is easily detected by 
visually as a meter change. The Listener eliminates the guess- the Listener. Typical oil leaks which can be detected in this 
work in detecting air leaks, thus giving your technicians more manner are seals, gaskets, metal porosity and loose or missing 
time to do other service operations. bolts. 


3. PINPOINT WATER LEAKS 


r 


Below is a partial list of vehicle applications in which 
the Listener is helpful in the detection of leaks. The 
Listener also has widespread use in the shop or 
home wherever there is a closed system, vacuum 
or pressure leak. 


Other Potential Leak DetectingApplications 


. Transmissions 

Rear axle assemblies 
Tires 

Air brake systems 

Gas tanks 

Radiators 

A/C condensors 

Heater cores 
Evaporative emissions control systems 
Exhaust systems 

Power brake assemblies 
Air compressor system 
Air ride systems 


1 
2 
3 
4 
5. 
6 
7 
8 
9 


— 
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—_ — 
NO — 


Water leaks can be found by placing the Transmitter in the 
compartment is question. As in the case with air leaks the 
Detector will indicate the location of water leaks by an increase 
in the audible sound or as an increase on the meter. 
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Now you can perform all required carburetor 
settings and adjustments on all carburetors. 


The J 9789-02 Universal Carburetor Gauge Set provides the most convenient 


and economical method of rapidly performing complete and efficient carburetor 
service. 


Easy to use, this set eliminates the need for you to purchase additional gauges 
every time you desire to service a new or different carburetor. 


The J 9789-02 Universal Carburetor Gauge Set consists of the following items : 
.015, .020, .025, .030, .035, .040, .045, .050, .055, .060, .065, .070, .075, .080, 
.085, .090, .095, .100, .110, .120, .130, .140, .150, .160, .170, .180, .190, .200, 
.215, .230, .245, and .260 wire gauges. 


.275, .300, .325, .350, .375, .400, .450, and .500 plug gauges. Also, an adjust- 
able sliding scale for float drop and other measurements. 


e4-.015625 %4-.140625 \%4-.265625 2544-.390625 
Ya —.03125 542 —.15625 %—.28125 134, —.40625 
344-.046875 1f44-.171875 19%4-.296875 21%4-.421875 
Ye 0625 | He — 875 %e—_-# ____.4375 


%4-.078125 1%4-.203125 %4-.328125 2%4-.453125 
%2—.09375 "ha —.21875 14, —.34375 1542—.46875 
%a4-.109375 1%4-.234375 2344-.359375 3%4-.484375 
| es SS ee -5000 





FEATURED ITEMS 


J 23688 Hydro-Spy 
(Battery & Anti-Freeze Tester) 


This tester is designed specifically for rapid and accurate 
checking of anti-freeze protection and battery charge. Only 
a few drops of coolant or battery acid are required to take an 
accurate reading. The Hydro-Spy automatically corrects for 
temperature so there is no waiting until the engine is warmed 
up because it works when the coolant is hot or cold: The 
scales are easily read and the heavy duty die cast body is 
covered with a protective vinyl housing thus providing for 
rugged use. You can even drop it without fear of damage 
since there are no floats or glass tubes to break. 


This complete bending kit includes components required for J 23738 Hand Operated Vacuum Device 
ie’, *'', *e’ and ¥%"’ tubing and comes in its own molded 
carrying Case. 
Bends can be formed with no distortion, collapse or kinking 
of tubing and can be easily formed with one hand. Predeter- 
mined dimensions and angles can easily be formed by follow- 
ing the instructions included with the unit. 


J 23520 Windshield Antenna Tester 


This easily operated device provides a quick, efficient method 
of checking vacuum systems for leaks. J 23738 provides for 
bench checks on valves, switches, diaphrams and other 
vacuum components prior to installation on the automobile. 
Some of the many uses of this tool are listed below: 
1. Check vacuum advancements relative to specifications 
on a component. 
Certain vehicles have the radio antenna incorporated in the Checking vacuum brake units for choke and throttle 
front windshield glass. The recommended way to check the control. 
antenna is to use J 23520 as follows: With the car radio on Tune up vacuum modulator on transimission, checking 
the A.M. Band—Tune the receiver to an open location. Move for leaks and modulation. 
the Tester along the windshield where the antenna is visible. Check operation of C.C.S. units in air cleaner. 


A buzzing will be heard from the radio speaker if the antenna Check out operation of air conditioning and vent doors. 
is working properly. Check vacuum door and trunk locks on previous models. 
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J 23600 Belt Tension Gauge 


The importance of correct belt tension has 
brought about the development of this new 
Kent-Moore Belt Tension Gauge. It gives the 
technician a fast, easy and accurate means 
of checking the tension of compressor, power 
steering, fan and generator belts. 

The J 23600 incorporates new features 
which help the service technician do a correct 
job in less time. A positive stop insures 
accurate readings and repeatability. The use 
of a reset button and lazy hand pointer 
enables the technician to reach awkward 
locations, make a check and remove the 
gauge to make his reading. The all steel 
constructed case makes the gauge rugged 
and durable so that it can withstand the 
punishment it will receive in your service area. 
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J 23400 Electronic Leak Detector 


This Portable Electronic Leak Detector is uniquely designed 
for automotive air conditioning service and specifically 
tailored for the technicians’ easy use. J 23400 is constructed 
of a high impact resistant molded cycolac with a highly 
polished chrome plated finish. The detector operates on a 
new principle of refrigerant leak detection called DIELECTRIC 
DIFFERENTIAL. While sophisticated in name this leak “Gun” 
is relatively simple in function. 

The trigger knob duals as an on-off switch and a calibration 
control. When the detector senses a refrigerant leak, an 
audible signal is emitted. While most leaks will be found 
with the probe positioned on the ‘‘Gun”, the flexible lead 
can be removed and extended up to five (5) feet for locating 
leaks in hard to get at areas. 



















































































J 23500 Portable Air Conditioner 
Service Station (HEATED) 


J 23500 is a compactly styled portable service station of evac- 
uating and charging equipment. It is designed to allow service 
technicians to easily do a first rate job of servicing automotive 
air conditioners. 


This station is equipped with a controlled heated cylinder which 
assures a complete charge into the high pressure side of the com- 
pressor. This feature reduces the charging time considerably and 
enables a complete and accurately measured charge without 
running the car! 


J 23500 service station is supplied with a cylinder pressure gauge 
and a sight glass which is graduated so that compensation for 
refrigerant expansion can easily be made. 


This equipment reduces air conditioner servicing to a simple 
hook-up and manipulation of clearly labelled valves. 


FEATURES 


Vacuum Pump—dquick, efficient, 
durable—pulls practically abso- 
lute vacuum on any car condi- 
tioner, facilitating removal of 
moisture and contamination. 


Control Panel Assembly—com- 
plete with manifold, 500 pound 
and combination low pressure 
vacuum gauges. Five U. S. Rub- 
ber high-strength hoses, quick 
connect adapters, control valves 
and readily visible, compact in- 
structions. Refrigerant Drum 
Adapter—J 8695-18 and Gauge 
Adapters J 5420 and J 9459 for 
Schrader valves included. 


Charging Cylinder—Eliminates 
weighing refrigerant. Completely 
shielded with high strength 
plastic for complete safety. 


Sturdy Construction—Big wheels 
and no slide design make the 
unit completely portable and 
practical. 


J 23510 Portable 
Air Conditioner 
Service Station 
Conversion Kit 


to convert Non-heated 
charging station 


J 22110 Air Conditioner Service Center 


The increased volume of automotive air 
conditioner service work has created the 
need for a faster and more efficient method 
of diagnosing the complete system for maxi- 
mum trouble free-operation. 


The J 22110 Service Center incorporates all 
the desired operational features to make it 
the ultimate in equipment now available to 
the automotive air conditioner service 
industry. 


AIR CONDITIONING CHARGING AND 
EVACUATION SYSTEM: 


Completely controlled from the illuminated 
front panel of the Service Center. 


The gauge manifold system consists of a new 
Teflon seated manifold with 244" Dial Faced 
Gauges. A 0-500 Ib. high pressure gauge and 
a (0-30” mercury vacuum & O-120 p.s.i.) 
Compound Gauge—Both gauges have silicon 
treated movements. 


An accurately calibrated 5 Ib. charging cyl- 
inder with a controlled heating element, 
automatically compensates for refrigerant 
expansion at various pressures. Has easy to 
read 4 lb. graduations. The extra large %” 


Those presently equipped with a J 8393, 
J 8393-01 or J 8393-02 Charging Station 
now have the opportunity to update their 
stations to incorporate the controlled heated 
cylinder features. With this simple to ““‘hook- 
up’ conversion kit you will upgrade your Air 
Conditioning Service capabilities consider- 
ably ! 


diameter charging lines come complete with 
angle adapters. 


e A high nl en single stage vacuum pump 
with vented exhaust is of highest quality. 


COMPRESSOR OIL SERVICE ON 
FACTORY INSTALLED G.M. SYSTEMS: 


J 22110 includes a method to remove, ex- 
amine, and replace compressor oil without 
removing the compressor. The oil charging 
cylinder is graduated in easy to read one ounce 
increments and has a 32 ounce capacity. 


CABINET ASSEMBLY 


The attractive cabinet is sturdily constructed 
of 18 gauge steel 67” high x 35” wide x 36” 
deep—Big 10” rear wheels for complete 
portability to move around shop—gray ham- 
merloid finish—Chrome door latches and 
handle bar—Black control panel with color 
coded knobs. 


The rear of the cabinet has a full length 
piano hinged door to accommodate even the 
largest of refrigerant drums (145 Ibs.) on a 
unique pivoting tank cradle. 


A handy vacuum molded plastic tool tray is 
located below the front controi panel. The 
lower portion of the cabinet provides a 
spacious tool and parts storage area. 
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GENERAL ALTERNATOR, GENERATOR AND STARTER TOOLS 
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BATTERY TOOLS 


J 8047 


ALL—Generators & J 21053 


Starters 


DELCOTRON 
DELCOTRON 
DELCOTRON 


Brush Tension Scale 





Diode Remover J 21154 
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J 21155 


Diode Remover 








Diode Support J 21156 











Jumper Lead J 21157 


J 21501 






Four-Wire Connector 






Diode Test Light & J 23526 


Continuity Checker 





Battery Post & 





Terminal Cleaning ALL J 23686 
Brush 
ASS J 8127 omic iia ‘a ~, J 23688 
J 21890 Battery Tester ALL 4 


CYLINDER HEAD TOOLS 


J 5902-01 


’ J 8087 


Cylinder Hone 
(21%4" to 534") 





ALL 


Cylinder Bore 


Checking Gauge ALL 



















Alternator Output 








Test Adapter DELCOTRON 
Bearing & Snap 

Ring Installer MOTOROLA 
Bearing Remover MOTOROLA 
Front Housing to 

Rotor Installer MOTOROLA 
Snap Ring Remover 

#23—45° (Internal) | MOTOROLA 
Torque Adapter— 

Pulley Retaining Nut | DELCOTRON 
Alternator Diode 

Remover & Installer | 9PFL—1970 
Battery Carrying Tool] Att 
Hydro-Spy ALL 

See page 6 

Carbon Removing i 

Brush LL 
Carbon Removing 

Brush (Aluminum ALL 


Heads) 


ENGINE 














Distributor Cap 
Terminal Cleaner 





Carburetor and 
Distributor Adjusting 
Tool (Includes) 4%” ALL—Delco with 
Key Bit Assy., Screw | Side Opening 

Driver Bit 






ELECTRICAL 


‘ 
Q J 8681 Short Checker J 22516 eee ree Screw AMER. MTRS.— 
J 21264 Transistor Ignition 
Distributor PONTIAC lanes ere r How Plugs) ALL GM 
Alignment Gauge ° g 
J 21350 Spark Plug Terminal ‘ 
: pam | Clip Pliers ALL J 22727 Terminal Remover 
J 21825 Solderless Terminal 
Crimping Tool ALL 


J 22087 14 Ohm Resistor ALL 
J 22973 Thermometer 
Voltage Regulator & ‘ 
Ther-Mac (60° F- Lt 
160° F) 


| J 7090-01 | Fuel Injection _ 
Calibrating Gauge ALL—Fuel Injection 
J 8124-01 
AS AEA J 8328 





















25 Ohm, 25 Watt 
Variable Resistor 


ALL—Delco Dual 
Point Regulator 
















Voltage Regulator 


Gauge Set ALL 











ALL—Transistorized 
Regulators 


Wiring Harness Test 
Adapter 























Bending Tool 
(Choke Rod) 


AMER. MTRS.— 
Carter 
















BUICK, OLDS.—All 
with Rochester except 
Quadrajet 


Blow Gun for 
Port Cleaning 


Bending Tool 


(Choke Rod) ALL 















Carburetor Holding 
Tool (Set of 4) 


Bending Tool 
(Unloader) 


G M—Rochester 


Quadrajet ALL 
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ENGINE 


GENERAL CARBURETOR & GENERAL FUEL TOOLS—(Continued) 


J 8381 





re J 8950-01 
J 9709 


J 9789-01 


a 
: J 10182 

= 
= 


J 10195 


J 10198 — 
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Staking Tool Set 


Gas-Per-Mile Gauge 


Fuel Tank Sending 
Unit Spanner 


Gas-Per-Mile Gauge 














Universal Carbure- 


tor Gauge Set (32 
Wire Gauges .015- 
.260, 8 Plug 
Gauges .275-500, 


Adjustment Sliding 


Float Drop Gauge) 


Main Metering 
Jet Wrench 





Fast Idle Wrench 


Vacuum Piston 
Socket 


Fuel Inlet Seat 
Socket 


Power Valve Socket 


Inlet Valve Plug 


Socket 


Governor Diaphragm 
Gauge 


Hook Ring 


c J 10200-03) Carburetor Tool Kit 









RATE: WAKER 





CHEVELLE— 
1965-68 
CHEV.—1965-66 
CORVAIR—1960-69 






CHEV.—1968 
HOLLEY Models 
2300-4150G 


CHEV.—1968 
HOLLEY Models 
852-885J3J 


HOLLEY Models 
885-1901-2140-4000 
(Center Inlet Model 
4150 & 4160) 


1901 &G 


HOLLEY—All Centri 
Vac Governors 


HOLLEY Models 
2140 & 4000 


HOLLEY 


HOLLEY 









VOLKSWAGEN 


ALL—Holley 
















HOLLEY Models 847, 
1904 & G, 1908, 1909, 
1960, 852G, 885 & G, 


























— 













J 10205-03| Carburetor Tool Kit | HoLLEy 


J 10206 Governor Assembly 


and Adjusting Set | NOLLEY 








ALL HOLLEY Models 


J 10234 Power Valve & Spark | except 847, 1920, 1931, 
Valve Socket 1970, 852G, 885 & G, 

2209, 2300 & G 
J 10235 Vacuum Piston HOLLEY Models 847, 
Puller 852 G, 885 & G, 2209 
J 10236-01| Vacuum Piston HOLLEY Models 847, 


Installer 852 G, 885 & G, 2209 


Vacuum Piston 
Staking Tool 


HOLLEY Models 847, 
852 G, 885 & G, 2209 


J 10237-02 
J 21685 
J 22109 





Carburetor Chain OPEL KADETT— 


1963-67 


Gauge 











Carburetor Needle 
and Seat Tester 


BUIC K—1966.-71 
Quadrajet 








J 22243 Gas-Per-Mile Gauge | ALL cars 
J 22243-80| %” Tube (Inverted 
Flare) Fittings PONTIAC 
Special Adapter Kit 
J 22243-85| 44” Tube (Inverted 
same Flare) Fittings BAIFERSAL 





3%," Hose—Special 


Adapter Kit BUICK— TEMPEST 





J 22243-90 
J 22243-95 
J 22514 
J 22554 








14" Tube (Inverted 
Flare Fittings) 
Special Adapter Kit 


CORVAIR 





EARLY MODEL— 
Rochester Quadrajets 


Bending Tool 





Fuel Tank Sending 
Unit Remover & = 
Installer 





ENGINE 





® GENERAL CARBURETOR & GENERAL FUEL TOOLS—(Continued) 


Fa AMARO, FIRE- 
J 22646 WEVELLEW 1965 69 
J 23346 Fuel Tank Sending EV.—1965-69 
; , K—1964-6 
c- Unit Spanner haa 9 
DS$.—1964-69 
NT.—1964-69 
a“ J 22769 
J 23418 Carburetor Vacuum | BUICK—Rochester 
Break Actuator Carb. 
J 22967-01 
J 23433 
Cadillac) 
J 23443 


J 22973 
ALL GM—1968-71 


J 23180 Gas Tank Ring CHEV.—1969-70 
Expander “B” Cars 


| 
\ 2 J 23309 Vacuum System 
yz Sy Tester CHEV.—1970 
J 9614-01 














Remote Control 
Carburetor Adjusting 
Wrench 






ALL CADILLAC— 
thru 1971 






Needle Valve Seat 
Remover & Installer 








ALL GM—Quadrajet 











Remote Control 
Carburetor Adjusting 
Wrench (Includes 
1A” Key Bit, Screw 
Driver Bit) 









ALL GM—For Air 
Cleaner ‘‘on”’ 
Adjustment (except 












ALL—Dual Carb. 
Systems 


Multiple Carburetor 
Synchronizer 










Ther-Mac 
Thermometer (60° F- 
160° F) 





Fuel Inlet Nut 


Wrench ALL GM—Quadrajets 








J 23738 Hand Operated 


Vacuum Device 


ALL 















Oil Filter Remover ALL—Disposable 


Oil Filter Wrench 

















(2"-4%6") Filters 
_ . il Si i CAD.—1971 we BUICK, CAD., 
A d 2275 7-08| Olt Signal Sarton CORVAIR—All Oil Filter Wrench CHEY., PONTIAC, 
| PONTIAC—All OLDS.—1968-71 






Oil Pressure Sending 
Unit Socket 
(Stoplight Sending 
Unit Socket) 







AMER. MTRS.— 
1966-67 





J 22385 


PISTON TOOLS 

















30 Ib. Piston 
Fitting Feeler and 

Scale (.0015 Feeler 
Size) 


ALL 







20 Ib. Piston 
Fitting Feeler & 

Scale (.0015 Feeler 
Size) 


J 4460 | J 5569 | J 5584 | J 5601 | J 5684 J 6647 | J 8054 | J 8910 |J 9370-01) J 21006 


Tool No. Solid 
J 21158 | J 22095 | J 22562 | J 22666 | J 22748 | J 22965 | J 22966 | J 23197 | J 23503 





Piston Ring Groove 


Cleaner PONTIAC 
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ENGINE : PATE: MATER | 








GENERAL PISTON RING COMPRESSORS—(Adjustable Type) 

















Piston Ring 


Piston Ring 
Compressor 


Compressor CORVAIR 


PISTON RING REMOVERS AND INSTALLERS 











[sie | ame | awa ae | ome |e 






J 23196 
4.165” 


VALVE TOOLS 




















Valve & Clutch 
Spring Tester 






Valve Guide Cleaner 


J 22738-01) Valve & Clutch 
Spring Tester 


ALL 





Valve Spring 


Compressor ALL CARS 


VALVE GUIDE REMOVERS—(Pilot Diameters Represent Approx. Valve Guide I. D. Size) 


DIAMETER APPLICATION 


Buick, Olds, Tempest, Pontiac 308 





a APPLICATION 


Vea Cadillac, Olds 


= 
nes 
° 
+ 


Chevrolet 


J 21280 Corvair 


VALVE GUIDE INSTALLERS—(Pilot Diameters Represent Approx. Valve Guide I. D. Size) 


PIL 
DIAMETER APPLICATION sineren APPLICATION 


J 21753 ¥ American Motors 


J 21754 American Motors 
J 22315 Cadillac 





i J 1429-01 2h, American Motors 


Coe Ge. 
NO N 
a s°2] 
© NSN 
je ; 





— SSS 


American Motors 


f J 5240 23%, 


J 5598 AG 


Chevrolet (Intake) 


ii J 5599 Vig Chevrolet (Exhaust) 





J 8813 Yea 


— ee — 


| 13 





ENGINE 











® GENERAL VALVE GUIDE REAMERS* 





INAL 

SIZE APPLICATION APPLICATION 
J All Cars J Chevrolet 
J All Cars J Chevrolet 
J Chevrolet J Chevrolet 
J Chevrolet, Amer. Motors, Pont., Buick, Olds, Cad. | J Chevrolet 
J Pont., Chevrolet, Amer. Motors, Buick, Olds J Buick 
g Chevrolet, American Motors, Olds., Buick J Buick, Temp. 
J Buick, Chevrolet J Buick 
J Chevrolet Corvair J Corvair 
J Cadillac J Corvair 
J Cadillac J Corvair 
J American Motors J Opel Kadett 
J American Motors J Opel Kadett 
J American Motors J Opel Kadett 
J Pontiac J Buick 
J Chevrolet J 22917-1 Opel Kadett 
J Chevrolet J 22917-2 Opel Kadett 
J Chevrolet J 22917-3 Opel Kadett 
J 


Chevrolet 





VALVE LIFTER TOOLS & EQUIPMENT 


Hydraulic Valve 
Lifter Leakdown 





J 3049 Hydraulic Valve 
ta a asia ALL Tester (Includes one | AtL 
gallonJ 5268 TestOil) 
J 4160 Hydraulic Valve Valve Lifter 
bed Plunger ALL Cleaning Tank ALL 
emover 
Five Gallons of 
J 5268 pe mele te Hydraulic Valve 
yarautic valve ALL Lifter Leakdown ALL 


Lifter Tester Oil 


(Use with J 5790) Test Oil (Use with 


J 5790) 





* J 5830-02 — Valve Guide Reamer Set — Consists of J 5830-1-2-3-4-5 
* J 7049 — Valve Guide Reamer Set — Consists of J 7049-1-2-3-4-5-6-7-8 
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ENGINE  RBATE-MAKER 





| SPECIAL TOOLS american motors 


Over L 
Alum. | Head | Head 
6 6 6 V-8 | V-8 | V-8 | V-8 V-8 | V-8 
196 | 196 | 196 287 | 290 | 304 | 327 360 | 390 


Fast Idle & Unloader Bender 













J 1137 CARTER WCD —————_—____—_ 


J 1388 Carburetor Fast Idle Gauge CARTER WCD ————___________> 


J 5640 Wire Gauge CARTER WCD ———— > 


J 1429-01 Valve Guide Remover & 
Installer— 1955-66 


en ee ee eee NT Oe ee 


\ ee. 


J 5569 Piston Ring Compressor (4”) 


J 5601 Piston Ring Compressor 
(3.75") 




















J 5661-01 Pump Discharge Needle Seat 
Remover 


CARTER RBS 


Valve Guide Reamer— 
.015” 0.S.—1961-64 


J 5830-3 Valve Guide Reamer— 
.030” 0.S.—1961-64 





Hydraulic Valve Lifter 
J 5790 Leakdown Tester (Includes 
One Gallon J 5268 Test Oil) 


J 5830-1 Valve Guide Reamer— 
.003” 0.S.—1961-64 


J 5830-2 





J 5959-4 ‘‘C’’ Clamp w/% Dia. x 8” 


Extension Rod 
















J 6042-1 Valve Guide Reamer 


(.003” O.S.) 








J 6042-4 Valve Guide Reamer 


(.030” O0.S.) 





J 6042-5 Valve Guide Reamer 


(.015” O.S.) 





’ 
i 


| 15 





ENGINE 








SPECIA AMERICAN MOTORS—(Continued) 
Over; L 
Alum. | Head | Head 
6 6 6 V-8 | V-8 | V-8 | V-8 V-8 | V-8 
S PRPE ELT astslaslels 360 | 390 
Piston Ring Rem. & Installer 
(4%6") 


Piston Ring Rem. & Installer 
(4") 


Cam Lobe Lift Indicator x 


J 7135 





J 8032 






J 8056 


J 8520 





———— 


: SP 6) J 9163 Front Cover Crankshaft 


Seal Installer 


Front Cover Crankshaft 
Seal Remover X 
& Pinion Oil Seal Remover 


= (oe J 9233 





8) J 9256 





Front Cover Crankshaft 
Seal Remover 


DELCO ee eee 










J 9600-2 Diode Installer-Alternator 


UY ee gO 8 a nS od 





J 9614-01 


J 9717-1 Diode Remover 


J 9717-2 Diode Support Lo) —————— ee 





J 9782-1 Jumper Lead DELCOTRON ——_______—_—_————_—_— 


J 9782-3 Adapter (4-Wire Lead) DELCO ———————— 


fl) \ 
ALEPELERETETEVE] EE 


haan mannanions J 9789-01 Carburetor Gauge Set ALL CARBURETORS ——————___"__> 


nth 





J 10174-01 Carburetor Main Jet Remover ALL HOLLEY & AMER. MTRS. 2100 & 6200 ——————__> 
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SPECIAL TOOLS AMERICAN MOTORS—(Continued) 


Over 
~~ oe Head 
360 
ap J 10184 Needle Seat Remover & CARTER WCD & AMER. MTRS. 2100 & 6200 —————> 
Installer 


= eae) Power Valve Socket (Small) /~#———— CARTER WCD & AMER. MTRS. 2100 & 6200 ——————> 
ate Carburetor Power Valve Socket ~——____————- 2300 -4160-4150 HOLLEY —————————____> 
Fn Power Valve Piston Remover 1909 & 2209 HOLLEY ————_—____——>- 
—— Vacuum Piston Installer 1909 & 2209 HOLLEY ———__________»- 
Vacuum Piston Staking Tool 1909 & 2209 HOLLEY ——______“» 
Needle Remover & 1309 HOLLEY ——————_——_——_—_— > 

Staking Tool 
CARTER WCD EXCEPT 1966 —————_—__ > 


== 
== 
2) 
T_T 
— EET EL 
‘f 
ww 
aa 





























Diode Continuity Test Light ALL ALTERNATORS —————————_> 


1" Float Level Gauge 





Cylinder Head Torque Wrench 
Adapter 


J 21053 Alternator Output Test ALL ALTERNATORS ——\—————_——_> 
Adapter 
J 21154 Bearing Installer MOTOROLA ALTERNATOR ——WHW\—————_> 


J 21155 Bearing Remover MOTOROLA ALTERNATOR —————__ > 
J 21156 Front Housing To Rotor MOTOROLA ALTERNATOR ————————_~ 
Installer 














ENGINE 





© SPECIAL TOOLS american motors—(continued) 


Over; L 
Alum. | Head | Head 
6 6 6 V-8 | V-8 | V-8 | V-8 V-8 | V-8 
196 | 196 | 196 287 | 290 | 304 | 327 360 | 390 


ad 
21157 


Snap Ring Pliers MOTOROLA ALTERNATOR —————————_~- 






21202 Pump Installer & Step-Up CARTER RBS ———————————— 


Rod Retainer Installer 


Rear Main Bearing Oil Seal ALL 
Installer 1956 


Rear Main Bearing 
Oil Seal Installer 





21309 


21315 


21753 Valve Guide Installer 





21754 Valve Guide Installer 





21791 Vibration Damper Remover 


Piston Pin Remover & 
Installer 


21872 


21881 Cylinder Head Bolt Wrench 





meemannomaer cesses 


=" 
coonaronmnamnee, 
= 


Oil Inlet Tube Installer 


21884 Hydraulic Tappet Remover 


21931-01 


— a 
————s 
Valve Spring Compressor 


22248 Timing Case Cover Alignment 


Tool & Seal Installer 


22516 Starter Pole Screw Wrench— 


1968-70 





22533 


Timing Chain Cover 
Seal Installer 
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SPECIAL TOOLS american motors—(Continued) t 
Over; L 
Alum. | Head | Head 
6 6 6 V-8 | V-8 | V-8 | V-8 V-8 | V-8 
196 | 196 | 196 287 | 290 | 304 | 327 360 | 390 
J 22534 Valve Spring Compressor 
Piston Ring Compressor 
(4.08”) 
J 22967-01 | Carburetor and Dist. Adj. 
Tool 













~< 








| a Ge J 23194 Piston Pin Remover & X 
. me rr ey Installer 
J 23196 Piston Ring Remover & X 
Installer (4.165”) 

| J 23197 Piston Ring Compressor X 
{i (4.165”) 

: 

H 

i 

i] 
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ENGINE 





J 129-2 Valve Guide Reamer—"42" 







Sapam oem J 267 Valve Guide Reamer 







269 


: 


Valve Guide Installer 







\ 


1218 


BESO? 


3049 





Valve Lifter Remover 








3455 Cylinder Head Guide Stud Set 













4160 Hydaulic Valve Lifter Plunger 
Remover 


5154 Timing Cover Oil Seal Installer 


a | 5184 Generator Brush Tension Scale 


5239 Connecting Rod Bolt Guide Set 


5240 Valve Guide Installer 


f | 


5268 Hydraulic Valve Lifter Test Fluid 
(Use w/J 5790) 1 Gallon 






5584 Piston Ring Compressor 35%” 






5601 Piston Ring Compressor 334” 









5684 Piston Ring Compressor 414” 


2/0] 0) =f 


5715 Rocker Arm Stud Reamer 
(.003” O.S.) 


| 
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SPECIAL TOOLS BUICK—(Continued) 


L-6 | V-6 V-8 | V-8 V-8 | V-8 | V-8 V-8 
250 | 198 300 | 340 364 | 400 | 401 455 





5821 
5830-1 
5830-2 


5830-3 
— 5830-4 
J 

























6047-03 
6647 
6880 
6978-04 
8003 
Se 
| } J 8062 









J 
J 
J 
J 
J 
J 
J 
J 
J 





Distributor Wrench 















Hydraulic Valve Lifter Leakdown 
Tester (Includes One Gallon J 5268 
Test Oil) 


Valve Lifter Cleaning Tank 


Valve Guide Reamer (.003 O.S.) 


Valve Guide Reamer (.015” O.S.) 


Valve Guide Reamer (.030”0.S.) 


Valve Guide Reamer (.010 O.S.) 


Rocker Arm Stud Reamer 
'(.013” O.S.) 


Piston Pin Installer Tool Set 


Piston Ring Compressor (372”) 


Rocker Arm Stud Installer 


Vibration Damper and Crankshaft 
Gear Remover 


Valve Guide Reamer .375 


Piston Ring Compressor (Adjustable) 


Valve Spring Compressor 





V-8 
430 


















ENGINE 





@SPECIAL TOGLS suick—(continued) 
= 

= 

: 

Valve Guide Reamer '142" 

= 

= 

= 

: 





Carbon Removing Brush 









Carbon Removing Brush 
(Aluminum) 






Valve Guide Installer 











Connecting Rod Bolt Guide Set 





Piston Pin Installer 






Piston Ring Compressor 314” 











Valve Guide Reamer .010 O.S. 






Support (Piston Pin) 






Pilot (Piston Pin) 






Remover and Installer (Piston Pin) 









Distributor Shaft Pilot Bearing 
Remover (Use with J 7004-1) 





Fo 






Piston Ring Compressor (4%.¢") 












Piston Ring Compressor (454") 
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ENGINE 





L-6 | V-6 V-8 | V-8 | V-8 | V-8 | V-8 | V-8 V-8 | V-8 
250 | 198 300 | 340 | 350 | 364 | 400} 401 430 | 455 


Rear Oil Seal Installer 


J 21742 Timing Cover Alignment Gauge 


(Early 1968) 


J 22197-6 Vibration Damper Installer 


(Cap Screws—2 required) 


J 22197-7 Vibration Damper Installer (Body) 


J 22197-11 | Vibration Damper Installer Fingers 


(2 required) 










~ J J 22197-13 | Vibration Damper Installer 
-; Hardware Kit 


J 22549-2 


Vibration Damper Driver 
(Use with J 22197-6, -7, -11, -13) 











J 22612 Valve Guide Reamer (.006” O.S.) 


J 22694 Spark Plug Socket (5%” Hex) 


J 22775 Oil Filter Wrench 


J 22891 


Valve Spring Compressor 


J 22902 Piston Ring Remover & Installer 


J 22965 


Piston Ring Compressor (35}{4") 


J 22966 


Piston Ring Compressor (4%4") 


J 23042 Timing Cover Aligning Arbor 


(Late 1968-70) 





ENGINE 

















rus J 3936-03 Piston Ring Groove Cleaner 


J 5902-01 Cylinder Hone 23” to 534" 








Piston Ring Compressor 
(Oil Filter Remover) 


. J 8056 


Valve & Clutch Spring Tester 


J 8062 Valve Spring Compressor 





J 8080 Main Bearing Shell Remover 
J 8087 Cylinder Bore Checking Gauge 
J 8089 Carbon Removing Brush 


Valve Guide Reamer (.003” O.S.) 


Valve Guide Reamer (.006” 0.S.) 


Valve Guide Reamer (.010” O.S.) 


Clutch Pilot Bearing Installer 


Crankshaft Oil Seal Installer 


Clutch Pilot Bearing Remover (Use with J 7004-1) 


ENGINE 





Engine Drain Plug Wrench 
(12mm Hex Key) 







Cylinder Head Bolt Serrated Wrench 12mm 14” Drive 







Valve Guide Reamer (.004” O.S.) 







Valve Guide Reamer (.006” O.S.) 







Valve Guide Reamer (.0118” O.S.) 







Timing Cover Seal Installer 






Rear Main Seal Installer and Protector 









Timing Chain Oil Deflector 







Serrated Wrench 8mm 34” Drive 







Serrated Wrench 10mm 14" Drive (Head Bolts) 







Engine Holding Fixtures (Kadett Models) 





Engine Holding Fixture (Opel GT) 


Piston Pin Remover & Installer Set 








ENGINE 





Valve Lifter Remover Sa xX 


aT 3049 
———— 3062 Valve Stem Guide Remover Sa 
— «3 
sondh tees 3211 Water Pump Impeller Remover el 


SF 3224 


Connecting Rod Bolt Guide Set i X 
Hydraulic Valve Lifter Plunger Remover a X 


Piston Ring Compressor (4”) efef | 
Valve Guide Reamer (.003 O.S.) 


iy 4160 


5569 


5830-6 


Valve Guide Reamer (.006 O.S.) 


5830-7 Valve Guide Reamer (.013 O.S.) 


5892-1 Valve Spring Compressor 


6535 Valve Guide Installer Spacer Block (Use with J 22315) 





Water Pump Shaft Support Fixture 


\2)) 
Le” 6855 


| } 8062 





Valve Spring Compressor X 

t= Rear Main Bearing Shell Remover X 
FF 

Cx J 8390-04 Piston Pin Remover & Installer X 
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ENGINE | RATE: MAKER, 





| —' J 9718 Water Pump Hub & Bearing Installer & Spacer 


} J 9388 14mm Spark Plug Adapter (Valve Holding) X X 5 












| Hits om J 9789-01 Universal Carburetor Gauge Set (32 Wire Gauges Between 

if bbendnbagdonnens -015 & .260. Plug Gauges .275-.500 Adjustment Sliding X 

| _syeeveedt tty Drop Float Gauge) 

| CP ai] i] J 21052-01 | Harmonic Balancer Remover & Installer X 
J 21054 Camshaft Bushing Remover & Installer X 
B J 21150-01 | Timing Gear Cover Oil Seal Installer & Support 
J 21757-01 | Oil Signal Switch Wrench X 
J 22095 Piston Ring Compressor 4.129” Pf fap 
| J 22315 Valve Guide Installer (See J 6535) 

J 22646 Carburetor Adjusting Tool X 
J 22748 Piston Ring Compressor 4.300” (Solid) X 
J 22765 Valve Spring Compressor X 
J 22769 Float Needle Seat Remover and Installer X 
J 22770 Front Cover Oil Seal Installer Pf] fa X 











ENGINE 









J 22794 Spark Plug Port Adapter 


J 22825 Engine Support Fixture 





J 22902 Piston Ring Remover and Installer 414” 


J 22903 Piston Ring Remover and Installer 45." 


II) 


m 


J 22908 Block Reconditioning Tap '-16 Thread X X 


J 23675 Water Pump Service Set X 





CHEVROLET 


J 358-1 Press Plate Holder 


J 971 Camshaft Gear Remover 


J 1619 Crankshaft Sprocket & Propeller Shaft 


Bearing Puller 





——— > | J 4628 Flywheel Housing Dowel Pin Remover 


Flywheel Housing Alignment Checking Fixture PE] | dehy |. 





| J 4656 





| J 4822 


J 5239 
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PATE: MATER 








SPECIAL TOOLS CHEVROLET—(Continued) 


—_ 
wo 


4 






















30 Lb. Piston Fitting Scale & Feeler 
(.0015 Size) 


<< 


Piston Pin Assembly Tool 


Crankshaft Gear Installer 


~< 


Valve Guide Installer (Intake) 


| aim) | J 5598 
| 
| 
| mmm =| J 5599 
| 
i ————— | J 5600 
Set) | J 5715 
mes) | J 5801 
J 5802-01 
J 5825 
J 5830-02 


CS ane me 
Ce eee a aon D 
Eee 
— Sac 
—————SSaaaeS 
| KF J 5892-1 
——_, ——_—_9 


Valve Guide Installer (Exhaust) 


Valve Guide Remover 


Rocker Arm Stud Reamer (.003 O.S.) 


~< 
, 6 hOU 


Rocker Arm Stud Installer 





Rocker Arm Stud Remover 





* 


Crankshaft Gear Puller 


~< 


Valve Guide Reamer Set See page 14 


~ 


Valve Spring Compressor 


x< 


Rocker Arm Stud Hole Reamer .382” 


J 6036 
| J 6098-01 
: z a sean 


il sa) 


»< 


Camshaft Bearing Remover & Installer 


~< 
- 6h 


Connecting Rod Bolt Set 





mm 


i 29 








ENGINE 





Rocker Arm Stud Remover 





Rocker Arm Stud Installer 





Piston Pin Remover & Installer 






Rear Pinion Bearing Remover 
(Use with J 358-1) 














Valve Guide Reamer Set See page 14 





7811 





Valve Spring Compressor 






(=p. 7825 Air Cleaner Filter Checking Gauge ALL ENGINES WITH PAPER AIR FILTERS ——> 


Cylinder Head Bolt Wrench 
34" Double Hex— 1” Drive 
Piston Ring Remover & Installer 37% 283 
307 
J 8032 Piston Ring Remover & Installer 4 302 
327 
[ 


8004-01 





8020 


8021 


= 
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ENGINE RATE: MATER, 





SPECIAL TOOLS CHEVROLET—(Continued) 





Cylinder Bore Checking Gauge 


Carbon Removing Brush 


Valve Guide Cleaning Tool 


Crankshaft Gear Puller 


Stud Installer Set 


Piston Pin Remover & Installer Pilot 


eee) \ 





Piston Ring Compressor (Adjustable) 


Carbon Removing Brush (Aluminum Head) 


Oil Suction Pipe Installer 


Cam Lobe Lift Indicator 


Piston Ring Compressor (314”) 








Piston Ring Installer (414”) 





os 
= 


Piston Pin Remover & Installer Set 





Distributor Shaft Pilot Bearing Remover 
(Use with 4,”—18 Thread Slide Hammer) 
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Distributor Shaft Pilot Bearing Inst. & Rem. 






Vega 
2300 194 


ALL CAST IRON ———>> 









ENGINE 








SPECIAL TOOLS CHEVROLET—(Continued) 


In- Vega 
Line 6, 2300 194 


21280 Valve Guide Remover 





21281 Valve Guide Installer See page 13 





Saas SS 21282 Valve Guide Reamer See page 14 


21283 Valve Guide Reamer See page 14 


: 


21308 


, 


Cylinder Head Fin Cleaning Tool 


ee a 21318 Valve Guide Reamer (3'42”) 


21505 Water Pump Hub Locating Gauge 


21742 Timing Cover Alignment Gauge & Seal Installer 


21757-01 | Oil Signal Switch Wrench 





21768 Flywheel Housing Seal Installer 


22102 Crankcase Front Seal Inst. & Cover Aligner 





22144 Oil Inlet Tube Installer 





J 22162 Universal Fan Hub Locating Gauge 





rio ey w J 22197 Universal Vibration Damper Holder 


J 22249 Piston Ring Remover & Installer (3'%¢") 
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ANCINT PATE- MAKER. 





SPECIAL TOOLS CHEVROLET—(Continued) 


In- Vega 
Line 6 2300 409 


_—_ 
wo 





J 22250 Piston Ring Remover & Installer (44%4”) 





J 22395 Corvair Head Resurfacer 
J 22775 Oil Filter Wrench 
J 22894 Blower Bearing Remover 





ip J 23587 Lifter Adjusting Wrench 


J 23591 Camshaft Remover & Installer 
J 23592 Valve Spring Compressor 
J 23624 Oil Pump Seal Installer 


J 23625 Rear Main Oil Seal Installer 
fp 
AA J 23627 Connecting Rod Inserter 











_-. J 23042 Timing Cover Seal Aligner & Installer 
(whe & wy ji] ] 
\gre J 23523 Harmonic Balance Remover & Installer 

ees a 





| J 23590 Air Line Adapter (Valve Spring Compressor) 






4 


x< 


=< 


~< 


J 23638 Camshaft Bearing Remover & Installer 


| J 23654 Timing Belt Tensioning Adapter 
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ENGINE 





® SPECIAL TOOLS otvsmosue 


V-8 | V-8 | V-8 V-8 
371 | 394 | 400 455 


Valve Guide Remover 






267 


| 


3049 Valve Lifter Remover xX 



















3062 Valve Guide Remover 


5154 Extension Housing Oil Seal Installer 


— 


5158-02 Valve Guide Remover & Installer Set 





5239 Connecting Rod Bolt Guide Set 


5515 Piston Feeler (.0015”) & 20# Fitting Scale 





See) | J 5715 Rocker Arm Stud Reamer .003 O.S. 


Se 5830-1 Valve Guide Reamer .003 O.S. 


5830-2 


Valve Guide Reamer .015 O.S. 


5830-3 Valve Guide Reamer .030 O.S. 


5892-1 Valve Spring Compressor 





SS 6036 Rocker Arm Stud Reamer .013 O.S. 


| 


6305-01 Connecting Rod Guide Set 


ii 





6647 Piston Ring Compressor 37% 
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SPECIAL TOOLS OLDS MOBILE—(Continued) 


> J 6880 Rocker Arm Stud Installer 
CYDCTSH J 7541 Valve Spring Compressor 
ae @ J 7583 Front Cover Camshaft Seal Remover 
‘2 oO J 7584 Front Cover Crankshaft Seal Installer 
J 8021 Piston Ring Expander 37,” 
| Ep = | » 8753 Timing Case Cover Oil Seal Installer 
Vif J 8754 Piston Pin Remover & Installer 
B= J 8807 Crankshaft Oil Seal Installer 
— lo J 8810 Camshaft Gear Remover 
| | cae 
J 8822 
| el J 8880 Valve Rocker Arm Stud Installer 
i 
Gp J 9534-01 Distributor Shaft Pilot Bearing Remover 
(Use with J 6125) 
| 
Ga Ss 9535 Distributor Bushing Installer 
i 
= J 21174 Drain Plug Socket Wrench (34” Drive) ET ey 
JAI J 21662 Pan Removal Block Kit 
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Connecting Rod Bolt Guide Set (Pair) 











ENGINE 





wo < 
= co 
>< 
S co 
>< 
&h co 


~x< 






J 22227 Camshaft Gear Removal Plate 


bad 


J 23042 Timing Cover Seal Installer & Aligner 








PONTIAC 
V-8 
455 
Valve Guide Remover 
Valve Lifter Remover X 
Hydraulic Valve Lifter Plunger X 
Remover 
Connecting Rod Bolt Guide Set X 


Piston Feeler (.0015) and 20 Lb. Scale 
Piston Ring Compressor 414” 

Valve Train Gauge 

Rocker Arm Stud Reamer .003 O.S. 
Valve Stem Seal Installer & Tester 


Hydraulic Valve Lifter Leakdown X 
Tester (Includes One Gallon 
J 5268 Test Oil) 
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ENGINE 








SPECIAL TOOLS pontiac—(continued) 


| V-8 | V-8 | V-8 V-8 | V-8 
370 | 389 | 400 428 | 455 


Valve Guide Reamer Set X 
J 5830-1 .003” O.S., J 5830-4 .010” O.S. 

J 5830-2 .015” O.S., J 5830-5 .020” O.S. 

J 5830.3 .030” O.S. 


<a 5830-02 





Rocker Arm Stud Hole Reamer 
.013 O.S. 


 ———— 
[ — = —— — } 
Faent) | J 6036 


i oC ovaue 6173-01 Camshaft Bearing Remover & 


Installer 


tt vanes - 


CG & 


6301 Rocker Arm Stud Installer 









J 6305-01 Connecting Rod Guide Set 





6324 Valve Train Gauge 


6384 Valve Spring Compressor 


6392 Rocker Arm Stud Remover 


a 
©) 


i 


6471-4 Camshaft Remover (Use with 5%” x 
18 Slide Hammer) 


6621 Valve Guide Reamer '42 .005 O.S. 


6647 Piston Ring Compressor 372” 





6880 


6901-03 











PATE- MATER, ENGINE 


® SPECIAL TOOLS eontiac—(continuea 


: 


Piston Ring Remover & Installer 4144” 


7117 










@z 7588 Rear Main Bearing Oil Seal Installer 
Ox 8021 Piston Ring Remover & Installer 37.” 
e 8037 Piston Ring Compressor (Adjustable) 
<a 
8062 Valve Spring Compressor 


8101 Valve Guide Cleaning Tool 





8358 Carbon Removing Brush 
(Aluminum Only) 





Oil Suction Pipe Installer 


nnn 8369 






yi ———| J 8753 Oil Deflector Seal Installer 


and Expander 
Gitef 8754 
C= 8807 


Piston Pin Remover & Installer 





Rear Crankshaft Seal Installer 











‘ Se 8813 Valve Guide Installer 


8814 Valve Guide Reamer 1142” 


@ 
| 


8894 Camshaft Bore Plug Installer 
(Rear Pinion Bearing Installer) 





V-8 | V-8| V-8 V-8 | V- 
370 | 389 | 400 428 | 455 
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ENGINE 








SPECIAL I OLS PONTIAC—(Continued) 


V-8 V-8 | V-8 | V-8 V-8 | V-8 
215 370 | 389 | 400 428 | 455 


Rocker Arm Stud Installer 





8927 





iii 8928 Valve Train Gauge 







| 
— [= 
\ 


8929-01 


i 


Valve Spring Compressor 






Distributor Shaft Pilot Bearing 
Remover (Use with J 6125) 


8934 


\ oe 


9534-01 







Piston Pin Remover & Installer 








Distributor Shaft Pilot Bearing 
Remover (Use with J 6125) 







Distributor Shaft Pilot Bearing 
Installer & Remover 


9535 







0 eae 5 





21054-1 Handle (Camshaft Bushing Remover 


& Installer) (Use with J 21473-1) 







J 21147 Timing Chain Cover Oil Seal Installer 










| 21473-1 | Camshaft Bushing Remover & 
Installer Adapter (Use with J 21054-1) 


Water Pump Hub Locating Gauge 





| —$—$—$—$—— | J 21505 
| 


21742 Timing Cover Alignment Gauge 








Rocker Arm Stud Reamer .4365” 


Crankshaft Front Cover Oil Seal 
Installer 


a —s ————e — 
- - —_— 


22126 







22232 


22260 
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ENGINE 





6 V-8 | V-8 | V-8 V-8 | V-8 
250 370 | 389 | 400 428 | 455 


| J 22261 Camshaft Oil Seal Remover 





















J 22262 Camshaft Oil Seal Installer 





J 22263 Valve Spring Compressor 


J 22264 Distributor Drive Shaft Bearing & 


Seal Remover (Use with J 6125) 





J 22267 Distributor Drive Shaft Bearing & 
—_— O Seal Installer 


) J 22278 Air Line Adapter-Valve Spring 
Compressor (Use with J 8929-01) 


J 22284 Slide Hammer Adapter (Camshaft 
Remover—Use with %” x 11 
Slide Hammer) 


J 22325 Rear Main Crankshaft Bearing 
Cap Installer 


J 22330 Valve Seal Installer & Tester 
J 22562 Piston Ring Compressor 37342” 
J 22563 Piston Ring Remover & Installer 32342” 


J 22775 Oil Filter Wrench 





J 22902 Piston Ring Remover & Installer 414” 


J 23042 Timing Seal Installer & Aligner 
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J 23342 Rocker Arm Stud Installer 





a 
BOLO UOOL 











X 


428 | 455 


V-8 | V-8 


fs] /E/ laa a ale 

370 | 389 | 400 
UE: 

a EEL ELLE ee de 
ELLE ee 









Lifting Fixture 


is 


(B J 23343 Rocker Arm Stud Installer 
» | J 23515-02 Eng 





ZO 


é 
é 
< 
2 
© 
Y) 
| 
S 
~ 
el 
= 
rr 
Qa 
oH 


FALE PENTA RAAT DAT AL ORION , oes 


REST OO ER OT AOR TE RS fT EE nT Ae tg re me 


ap ep Don Ra O  a P NN R A AE L  O ——— - 
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TRANSMISSION 








TRANSMISSION HOLDING FIXTURES 













J 7896-01 
J 6115-02 | J 22240 Corvair 
American Motors Front Wheel Transmission Used with J 3289-20 Base 
Flash-O-Matic Used with J 3289-20 Base i 


Cadillac & Oldsmobile 


a + 


J 8763-0: 








All Hydramatic Super Turbine 
J 21533 & Opel Automatics 
J 3289-20 All Synchromesh Used with J 3289-20 Base 
Base & Screw Assembly Used with J 3289-20 Base 


J 22719 


Adapter— 


J 23541 Used To Adapt 
Holding Fixture J 5856-02 Engine Stand 


J 6638 ‘oT ‘esiom Held: 
Chevrolet Turboglide Power Glide Fixtures J 8763-02 & 


Use with J 3289-20 Base Use with J 3289-01 J 22240 


EE J 21714 Clutch Aligning OPEL KADETT— 
Arbor Thru 1970 1.1 Liter 

J 21746 Clutch Pedal Spring AM. MTRS.—1963-66 
Remover & Installer | w/synchromesh 
Clutch Gauge 10-50-80 with 232 

=~] ioe 

J 23330 Clutch Lever 

ome Height Tool AM. MTRS.—All 




















Clutch Finger 
Setting Gauge 






ALL—Borg and Beck 
Clutch 





AM. MTRS.—1958-66 
50-06: V-8 63-66: 
10 V-8 













Clutch Shaft Aligner 




























AM. MTRS.—1963-67 
10 Heavy Duty 
1966-67 :01—4 Speed 


Clutch Pilot Bearing 
Puller 


Clutch Alignment 


HEV.—All 
L Arbor 


C 
OLDS.—All 








Clutch Pilot 
Bushing Driver 


















Aligning Tool Clutch Corv. 1960-68 Arbor 15 & 1.9 Liter 









Clutch Pilot 
Bearing Remover 
(use with J 2619-01) 








AM. MTRS.—1963-65 
01-10 (1956) 
1965-70: 199-232 






Clutch Aligning 
Arbor 
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TRANSMISSION 





| SYNCHROMESH american motors 










| J 1434 Transmission Guide | 4) )_ with 7/16-14 : J 21568-01| Transmission AM. MTRS.— 
i —=——- Pins (Pair) Thread Thrust Yoke Vigtae 
) / 
| J 2040 Transmission AM. mTRS1956.70 | <== | J 21617 | Clutch Aligning An. 
Thrust Yoke T96H . Arbor 01-10 (195.6) 


) 
1965-68 (199-232) 





AM. MTRS.— 


— 1963-68: 10 H 
J 22056 — Aligning Duty 1966-67 D1 


4 Speed 
1967-68: 10-50-80 






= " . 7 
| [St J 4830-02 | Transmission Rear | yy wrps—i960-70 
| —=S=S Seal Remover 3 & 4 Speed 
| 


(290-343) 
| (Roe, J 5589 Countershaft AM. MTRS.—1966-70 22538 Reverse Gear AM. MTRS.— 
d Loading Tool 4 Speed Trans. Housing Bushing 1966-68: 4 Speed 
| Remover & Installer| “/290 Engine 


= 


22656 Transmission AM. MTRS.— 


1964-70 
Thrust Yoke 01-10-50-70-80 T9 6 J 


J 5875 Front Clutch Spring 
Gy) pone | Compressor AM. MTRS.—All 





J 6652 Transmission oa Lei poo ‘ 22697 Transmission Rear os a 
Thrust Yoke 10-50-80 (327) Bearing Installer oi gee a0 
1957-64.80 
| mo J 6654-01 Lhe dl 1955-66: 10-50-80 SS— 22978 | Countershaft aw. MTRS.~ 
| u (327) j 370 TL 
| 1966-71; 4 Speed Loading Tool 1968-70 T-14 é 
1967-71: 3 Speed 
mie 
— 65; 01 (6 cyl 
J 8157 Transmission Front | j9¢4-¢6: 10 ¢e oy 22979 Countershaft tiie 
Bearing Puller 1965-66: 10-50-80 Loading Tool 1968-70 T-15 





(232-287) 
1969-70; 01 (199) 


| 

| —-— J 8698 Gear Shift Lever AM. MTRS.—with 22994 
| Alignment Ainsworth Column 

| 


Mainshaft Pilot & AM. MTRS.— 
Support 1968-70 T-14 & T-15 





J 9617 Rear Oil Seal 


23330 Clutch Lever Height AM. MTRS. 
Installer 


Gauge Thru 1969 


ve 
au 


J 9618 Extension Housing | AM. MTRS.— 


: Std. & Flash-0-Matic 
Bushing Remover 1962-68: 01 


& Installer 3 Speed Trans. 





| SYNCHROMESH GENERAL MOTORS—ALL DIVISIONS 


; ; J 1126 
Snap Ring Pliers 


Transmission CHEV.—Std. 3 Speed 


j BUICK—Std. 3 Speed 
a Stud PONT.—1958-71 . 


ALL GM—3 Speed 


tt 
A ie 















Transmission 
Clutch Gear Nut 
Retainer Wrench 
(1%") 


CHEV.—All Std. 

3 Speed & Overdrive J 1453-01 | Speedometer Drive 

+ NT.—1958-68 Gear Press Plate CHEV.—1965-68 
L 

BU 


(Use with J 358-1) 


Mi 


> 


Se) 


DS.—1958 & Up 
ICK—3 & 4 Speed 






: . : BU., PONT., OLDS. 
Shift Rail Rotating | 3 speeq—ail forward 


Pliers speeds synchronized 





Transmission 
Clutch Gear & 
Bearing Puller 


CHEV.—AII 3 Speed 
Trans. and Overdrive 
Thru 1957 


J 3049 


: 
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| 





J 4830-02 


5589 
5590 


o/77 


5778 
J 5814-01 


5859 


6123-01 


8760-01 


8864 







PATE-MAKER 


Transmission 
Mainshaft Rear 

Bearing Snap Ring 
Remover 


Extension Housing 
Bushing & Oil Seal 
Remover (Use with 
% x 11 Slide 

Hammer) 


Countershaft Gear 
Alignment Tool 


Transmission Front 
Bearing Installer 


Countershaft Gear 
Alignment Tool 


Transmission 
Extension Housing 
Bushing Remover 
& Installer 


Speedometer Gear 
& Rear Bearing 
Remover & 
Installer 


Extension Housing 
Oil Seal Remover 
(Use with %"”—18 
Slide Hammer) 


Speedo Gear 
Remover 





Extension Housing 
Bearing Remover 
& Installer 


Extension Housing 
Bushing & Oil Seal 
Installer 


Release Bearing 
Seal Installer 






Press Plate 
Mainshaft Assembly 


Speedo Gear 
Remover 


Transmission Seal 
installer 






















































CHEV.—1949-54 
(3 Speed) 













PONT., OLDS., BU. 
1966-70—3 & 4 Speed 








CHEV.—4 Speed Thru 
1965— PONT. 1958-65 







CHEV.—1955-71 
Corv.—1962-69 


DS.—1964 
EV.—Std. 3 Speed 
NT.—Std. 1958-65 
1C K—1964-65— 
peed 





OL 
CH 
PO 
BU 
3$ 


CHEV.—1955-71 











CHEV.—1955-71 
PONT.—1964-71 
TEMP.—1963-71 












CHEV.—1955-62 
2 Speed Trans. 












OLDS.—3 & 4 Speed 
up to 1968 





CHEV.—1955-57 
Pont.— 1968-70 
4 Speed 


NT., OLDS., BU. 


PO 
3 & 4 Speed—1966-71 





0 PEL—Thru 1971 
1.1 Liter 






BUIC K—1968-71 








UIC K—1964-66 
p 
LDS.—1965-68 





B 
4 
0 
3 


BUICK SPEC.— 
1961-64; 40-41-43: 

1965—46 Series 1966: 
3 & 4 Speed 






























































J 9578-01 


== 


J 21684 
= J 21708 























TRANSMISSION 






Sychronizer 
Remover & 
Installer Pliers 


Transmission Front 
Bearing Remover 


Countershaft Gear 
Alignment Tool 


Clutch Drive Shaft 
Bearing Remover 
(Use with J 358-1) 


Countershaft Gear 
Alignment Tool 


Extension Housing 
Bushing Remover 
& Installer 


Speedometer Gear 
Remover 


Speedo Gear 
Installer (Main 
Shaft Bearing 
Installer) 





Transmission 
Housing Fixture 
(Use with J 3289- 
20) 





Shift Linkage 
Positioning Gauge 





Shift Linkage 
Positioning Gauge 





Countershaft Gear 
Alignment Tool 





Shifter Fork 
Alignment Gauge 





Bearing Press Plate 





Clutch Gear Ball 
Bearing and 


Speedometer Gear 
installer 

































OPEL—Thru 1971 
1.1 Liter 


CHEV.—9161-63 
CORV.—1960-68 
TEMP,—1961-63 
(4 Speed) 


BUIC K—1961-63 
40-41-43— 1965-46 


TEMP.—1961-63 


BUIC K—1962-63-65 
4 Speed 
F-85— 1962-63 


BUIC K—1962-63 
Series 44-46-47-48 
F-85—1962-67 


BUICK—1964-70 
43-44-46-48, 1964; 
40-41-47, 1965; 45-49 


OLDS.—1966-1968 
3 Speed 


ALL 


BUICK—1964 
40-41-43 
OLDS.—1964 
3000-3200 Series 


OLDS.—1964 
3300 Series 


CHEV.—3 Speed 
Heavy Duty 
Warner 1966-71 
OLDS.—1964-68 


BUIC K—1964; 40-41 
43-44-46-47-48 


OPEL KADETT— 
All Thru 1971 


OPEL KADETT— 
Thru 1971—1.1 Liter 


aes 


Pea ead 


@ 1} | of || | 


DE Ae CESARE wt US 


eet = 2a 
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TRANSMISSION 


BATE: MAKER, 


SYNCHROMESH GENERAL MOTORS—ALL DIVISIONS—(Continued) 


S| J 21709 


J 21715 







Shift Lever Lock 
Cap Remover & 
installer 


OPEL KADETT— 
Thru 1971—1.1 Liter 





J 22379 





OPEL KADETT— ‘i 
All—Thru 1971 —— 
CHEV.—Vega 2300 





Detent Pin Plug 
Remover (Use with 





Countershaft Gear 
Alignment Tool 


Countergear Needle 
Bearing Loader 





OLDS.—1966-71 
4 Speed 

PONT.—1966-71 
4 Speed Muncie 


OPEL KADETT— 
Thru 1971 1.1 Liter 


J 21892 











J 7004-1) 





J 22414 
eo — 
ZO _ 
— 





Guide Pin 
(2 required) 


Countershaft 
Aligning Tool 


OPEL KADETT— 


F. B. Warner 
Thru 1971 


3 Speed 1967-1968 





CHEV.—Vega 2300 
OPEL—1968-71 
1.5 & 1.9 Liter 


Extension Housing 


Needle Bearing 
Oil Seal Installer 


Loader 


OPEL KADETT— 
Thru 1971 


Transmission 
Output Shaft 


BU., OLDS., PONT. 


1967-70—3 Speed Mainshaft Assembly 





. OPEL—1968-71 
Bearing Remover & | Ji tormar speeds Tool 1.5 & 1.9 Liter 
Installer Heavy Duty 

BU., OLDS., PONT. J 22922 Transmission 
Countershaft Gear | 19¢3_79— Aji forward Extension Housing | 9P&t—1968-71 
Alignment Tool speeds synchronized e USING | 1.5 &1.9 Liter 
Heavy Duty Seal Installer 


Shift Lever EV.—Vega 2300 
EL—1968-71 


& 1.9 Liter 


Reverse Idler 
Shaft Remover 


Positioning Gauge 


OLDS.—1965 


PONT.—1968-71 
3 Speed Synchronized 


J 22923 
J 22926 
J 22929 





Speedometer Driven 

Gear Pin Remover EL—1968-71 
(Use with J 7004-1 | Peis tite 
Slide Hammer) 


Press Plates (Use 
with J 6407) 





Speedometer Driven 


Countershaft Gear Gear Remover & 





OLDS.—1965 PEL—1968-70 
Alignment Tool 3 Speed Installer (Use with rs R19 Liter 
J 7004-1 Hammer) 
wee | J 21985 Speedometer Drive J 22934 Clutch Plate 
RENEE ES CCRT : fe —| -] 
Sees | wid Removing RLBSi-o & 5 Spee aw | Aligning Arbor P5819 Liter 


X 


\ J 22246 


J 22239 








PONT.—1966-71 
Heavy Duty 3 Speed 
OLDS.—1966-68 
Heavy Duty 3 Speed 
BUIC K—1966-68 
Heavy Duty 3 Speed 


Detent Pin Installer 


Counter Gear Shaft 


CHEV.—Vega 2300 











Transmission Rear 


BUICK—1966 3 Speed : 
1 Oil Seal Installer 


967-71 3 & 4 Speed 
EV.—1966-71 


— 
all. CHEV.—Vega 2300 
H 
& 4 Speed 
LDS.—1966-71 
Speed 
0 
& 


Alignment Tool 


NT.—1966-71 
4 Speed 


c 
Countershaft Gear , 
3 

P 

3 





Clutch Ball Stud 


Adjusting Gauge CHEV.—Vega 2300 











PATE: WATER. TRANSMISSION 





© ELASH-O-MATIC american morors 
(>—=0— J 2619-01 | Slide Hammer (54" x 18 Thread) 


with 42”—13 Adapter 


8641 Solenoid Wrench—1)," 
(1957-61 All; 1962-65 80 V-8; 
1963-65 10 V-8) 





: ion Housina Oil Seal R 8773 Vacuum & Solenoid Control 
3—p | 42623 | Cad? only) (Use with Sex 1 Adjusting Kit (All 1957-61; All 
RES 16 Slide Hammer) 1962-65 (287-327) 80 V-8; 


1963-65 10 V-8) 


Transmission Rear Oil Seal Remover 
(Use with 5” x 11 Slide Hammer) 
(1967-70 Aluminum Case J-5) 


—_x ._| J 4830-02 9617 Rear Oil Seal Installer (1965-70 


Alum. Except 1965-66 10-50-80) 


9618 Extension Housing Bushing 
Remover & Installer— 1968-70 
(Aluminum) 


J 5864 


Dial Indicator Support Shaft 





9620 Front Clutch Annular Piston & Seal 
Installer— 1962-67 (6 cyl.) 


J 5875 Front Clutch Spring Compressor 
1957-70 





ane 


J 5880-01 | Front Band Adjusting Tool 
1957-70 


9621 Rear Clutch Annular Piston & Seal 
Installer— 1962-67 (6 cyl.) 





J 5886-01 |- Rear Clutch Spring Compressor 
1957-70 


Seawe 


9639 Torque Wrench Adapter— 1962-67 
(Aluminum) 


9640 Extension Housing Bushing 
Remover & Installer (Use with 






J 5907-3 Pressure Gauge Hose (Use with 


J 6840-1) J 8092 Handle) 1962-66 Aluminum 
(except 01); 1964-66 232-287; 
1968-70 Cast Iron 
J 6069 Front Oil Seal Installer (Use with 9644 Throttle Rod Parking Brake Shaft 


Pin Remover— 1962-65: 01-10 


J 8092 Handle) (1957-61 All) (6 cyl.); 1965: 80 (6 cyl.) 


21005-01) Front Pump Oil Seal Installer 


J 6115-02 1963-70 (Cast Iron) 


Transmission Holding Fixture 


oe 
6S 

=> 
ay 














21054-2 | Case Rear Bushing Remover & 
Installer (Use with J 8092) 
1967-70 (Aluminum) 


J 6494-17 | Case Front Bushing Remover & 
Installer— 1957-70 (Cast Iron) 


J 6655 Rear Band Adjusting Torque 
Wrench Extension— 1957-61 


21126 Oil Seal Ring Locking Tool 
(1962-63 All) 





21984 Front Pump & Rear Housing Seal 
Installer— 1958-70 (Cast Iron); 
1965-66: 10-50-80 (6 cyl.) 


J 6840-1 Pressure Gauge (0-400 lbs.) 


(Use with J 5907-3) 





22182 Pump Front Bushing Remover & 
Installer (Use with J 8092) 
1967-70 (Aluminum) 


So J 8092 Driver Handle (threaded type) 


J 8400-11 | Pump Rear Bushing Installer & 
Output Shaft Bushing Installer 
(Aluminum Case) 


22205 Front Pump Oil Seal Remover 
1964-70 
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TRANSMISSION PATE: HATE, 





J 22538 Reverse Gear Housing Bushing 
Remover & Installer— 1966-70 
(Cast Iron) 


| 

| 

| 

| 

| lg J 22574 Rear Case Bushing Remover & 
7 Installer— 1966-70 (Aluminum) 











J 23335 Pump Front Bushing Remover & 
Installer (M-11 & M-12 1967-69) 
(Use with J 8092) 

J 23336 Adapter Plate Bushing Installer 
(M-11 & M-12 1967-69) 
(Use with J 8092) 

J 23499 Solenoid Checking Fixture 
1967-70 All 





J 22698 Rear Band Adjuster—1957-70 All 





Extension Housing Oil Seal 
Remover (Use with %" x 11 
Slide Hammer) 


saa fe J 1354 Rear Bearing Retainer Oil Seal 
Replacer 


tee | J 1693-02 | Front Servo Adjusting Gauge Rear Servo Spring Compressor 


i 

| = J 2170 Front Cover Oil Seal Installer 
| 

| fe J 2174 Rear Clutch Hub Retainer Bracket Reverse Piston to Drum Installer 
‘ 

| 

it 

‘| ? J 2187 Front Planet Carrier Assembly -— 

| oy cider Rear Servo Gauge 

i 

I J 2544-01 | Linkage Adjusting Pin oll Bushing Driver Set 

i exch ) | J 2587 Mainshaft End-Play Guide 


I DYNAFLOW—BUICK 


i J 2590-02 | Clutch Spring Compressor 

i] —t 1961-63; Series 40-41-43-44- 

i ~« 46-47-48 

i | >—0=0— r Slide Hammer (%" x 18 Thread 
| Gir J 2649-01 with 14” x 13 Adapter) 


Governor to Sleeve Aligning Gauge 














Stator Remover & Installer 
(1961-63; 44-46-47-48) 


Input Shaft Bearing Remover 
(1961-63; Series 44-46-47-48) 
(Use with 4%2”—13 Slide Hammer) 























TRANSMISSION 





5899-01 | Converter Cover Clearance Gauge 


J 9153 .025” Feeler Gauge 
(1961-63; 44-46-47-48) 


(1961-63; 40-41-43) 


J 9154 Front Pump Bushing Remover 
(Use with J 7079-2 Handle) 
(1961-63; Series 40-41-43) 


5907 Pressure Gauge Set (9-ft. hose) 


0-300 P.S.I. 





J 9155 Front Pump Bushing Installer 
(Use with J 7079-2 Handle) 
(1961-63; 40-41-43) 


6586 Oil Delivery Sleeve Remover & 


Installer (1961-63; Series 40-41-43) 


6964-01 


Front Pump Oil Seal Installer 
(1961-63; 44-46-47-48) 


J 9157 Converter Clearance Gauge 
(1961-63; 40-41-43) 





Bed 7004 


Front Pump Assembly Removers 


J 9167 Transmission End Play Clearance 


(Pair) (1961-63; 40-41-43) Gauge (1961-63; 40-41-43) 











J 9199 Pump to Housing Alignment Guide 


7079-2 (1961-63; Series 40-41-43) 


Driver Handle (Non-threaded type) 





J 9313 Belleville Spring Centering Tool 


8092 (1961-63; 40-41-43) 


Driver Handle (Threaded type) 


ober \ 


8117 Output Shaft Remover (Use with 
J 2619-01 Slide Hammer) All 1960 
(1961-63; Series 40-41-43) 


J 21301 Converter Pump Bushing Installer 
(1963) 


J 21302 Converter Pump Bushing Remover 
(Use with 3%” x 16 Slide Hammer) 
(1963) 


8864 Rear Transmission Seal Installer 


(1961-63) 


Th EN 
aa 


J 21469 Transmission Case Bushing 
Installer & Remover 
(Use with J 8092 Handle) 


9152 Front Pump Seal Installer 


(1961-63; Series 40-41-43) 





POWERGLIDE—CHEVROLET (Cast Iron & Aluminum) 





sa er eisat Mauls Ftc rit Stud Se 
ye 3365 Servo Ring Compressor (1950-61) ipoan End Clearance Gauge 
il laa oe ron Pamp rv 
| sila arene f ja et alli AN Servo Band Adjusting Wrench 


SUS SENT MOORE ATE. WAKER, | 





4 AUTOMA TIC POWERGLIDE—CHEVROLET (Cast Iron & Aluminum)—(Continued) 


| —, ,—, | J 4599 _| Planet Pinion Pin Assembly Tool 
iy ee Flywheel Housing Dowel Pin Reamer 
| (.421”) (1950-57) 


J 7782 Clutch Spring Compressor 
Adapter Plate 






J 8039 Snap Ring Pliers 





1 2 © J 4656 Flywheel Housing Alignment J 8364 Rear Thrust Washer Selector 

4 macecnsnememeninnns saeco Checking Fixture (1950-57) Gauge Support and Extension 
d 

: ba 

; i= J 5133 Clutch Spring Compressor J 9538 Planet Pinion Assembly Tool 

i sates (1962-63) 

Ht NW 

4 

j > ; ; Front Pump Slide Hammer Adapter 
4 J 5154 Transmission Housing Extension J 9539 4 : i 

| | Oil Seal Installer Sie Haranert —— 


J 9543 Vacuum Modulator Wrench (1”) 





———-¥ J 5382 Torque Converter Cover Bushing 
Qa installer (1953-61) 
To J 5384 Converter Assembly Holding Tool 
| (1953-61) 
} Gr) J 5390 _| Stator Race Installer (1953-61) 
| ——— J 5403 Accumulator Retainer Pliers 
| << poe | (421 Internal) 

J 5778 Extension Housing Bushing 

Remover & Installer 

i wx, | J 5814-01 | Speedometer Gear & Rear Bearing 
i 39 —— Remover & Installer 
| 
ii gb J 5906 Throttle Lever Positioning Gauge 
| Oy (1953-61) 
I 

w——~ | J 6793 Front Pump Oil Seal Remover 
(1953-61) 
i ==) J 6839 Front Pump Oil Seal Installer 

J 7079-2 Driver Handle (Non-threaded type) 
—Pte J 7674-01 | Vacuum Modulator Wrench (.899”) 


tee FAN ett Acs 


J 9546 Clutch Drum Bushing Remover & 
Installer (Chevy Il—1962 and up) 





J 9549 Converter Holding Strap \ 
(Chevy ll—1962 and up) 


J 9557 Transmission End Case Bushing 
Remover & Installer 
(Chevy Il—1962 and up) 










J 9560 Planet Pinion Assembly Tool 
















J 21848 Powerglide Low Band Adjuster 


(1962 and up) 





J 21867 Transmission Pressure Gauge & Hose 


J 23327 Clutch Spring Compressor 
(Use with J 23466 Adapter) 





J 23466 Clutch Spring Compressor Adapter 
(Use with J 23327—Pont. 1970 
M-35 Trans.) 


J 23541 Transmission Holding Fixture 
(Use with J 3289-01) 
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TRANSMISSION 





® AUTOMA TIC POWERGLIDE—CORVAIR 


J 3289-20 7782 Brake Piston Spring Compressor 


Holding Base (Use with J 7896-01) (1962 and up) 


7896-01 | Transmission Holding Fixture 


J 5133 (Use with J 3289-20 Base) 


Clutch Spring Compressor 





p—ec= | J 6585-01 | Transmission Front Pump Assembly 


Remover (Pair) (1960-62) 8360 Transmission Bushing Installer Set 


J 7079-2 Installer Handle 


(Non-threaded type) 





8365 Manual Valve Lever Gauge 


2619-01 | Slide Hammer Assembly (54" x 18 


Thread—includes 42” x 13 Adapter) 





7079-2 21026 Rear Bearing Retainer Bushing 


Driver Handle (Non-threaded type) | installer 










7896-01 | Transmission Holding Fixture 


(Use with J 3289-20 Base) 


21033 Extension Housing Oil Seal Installer 
(Use with J 7079-2 Handle) 


21034 Stainless Steel Quick Couple 
Clamp—Clutch Piston Compressor 


: \ 
\ 


8092 Driver Handle (Threaded type) 


Stator Oil Seal Installer 


8364 Rear Thrust Washer Selector 


Gauge Support and Extension 21093 Front Thrust Washer Selector Gauge 





21094 Low Sun Gear & High Clutch Flange 


Manual Valve Positioning Gauge Bushing Installer (Use with J 8092) 


Fal 8365 


21095 Turbine Shaft Bushing Installer 
(Use with J 8092) 


Converter Hub Bushing Installer 


8400-1 


Converter Holding Tool 


= |: o183 


(Use with J 8092) 


21098 Front Pump Bushing Installer 


9538 Planet Pinion Assembly Tool (Use with J 8092) 





9546 Clutch Drum Bushing Remover & 


Installer 21198 Converter Holding Tool 
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SISSON DRE | RATE-MAKER 





- AUTOMATIC temrestorave—tempPest 1961-1963—(Continued) 


J 21199 Converter Remover J 21263 Needle Bearing Remover 


J 23327 Clutch Spring Compressor ; 


Low Servo Valve Installer (Use with J 23466 Adapter) 


A>/ J 21237 


Clutch Spring Compressor Adapter 


Needle Bearing Installer 
(Use with J 23327) 


(Use with J 8092) 





aceasta ies itt a Ae GE Sect age eh Dha adv Le ON he 
A Et ANT ANTE ITU, EE | ENN ed Rt BN SS as “! 


ROTO-HYDRA-MATIC—Model 240 Oldsmobile 1961-64 except 1964 F-85 and Jetstar 88 
J 8614-01 | Transmission Companion Flange 
Clutch Spring Compressor 
(Used with J'6129 & J 2164) LE Se ayes Seen 


j ; J 8760-01 | Speedo Gear Puller Adapter 
Extension Housing Oil Seal Installer Fal (Use with J 6123-01) 


6122-01 | Exhaust Valve Spring Retainers 
(Pair) 


J 8763-02 | Transmission Holding Fixture 
Speedo sania & Rear Pump Remover (Use with J 3289-20 Base) 
J 8768-01 | Reverse Cone Puller 


J 8828 Front Pump Oil Seal Protector 


J 4670-01 


5154 


it 
<3 


: 


2 







Cs 
Cs 


J 8761 Front Pump Oil Seal Installer 





6123-01 


6125 Pump & Support Assembly Remover 
(Pair) (54s’—18 Thread) 


He 


6126 Dial Indicator Support Fixture 


(Use with J 6135) 






1-04, 6129 Reverse Clutch Spring Compressor J 8843 Reverse Clutch Inner Oil Seal 
(Use with J 4670-01 & J 21664) Protector 
6133 Rear Oil Pump Bearing & Speedo . . oT: 
—] aa J8871 | Tru-Arc Piters #2, 90° Tip 
6135 Rear Unit Clutch Retainer : oT: 
—, (Use with J 6126) J 8872 pee yee #4, 90° Tip 
AC 8001 Dial Indicator Set J 8873 Tru-Arc Pliers #5, 90° Tip 
C= j (Internal) 
—— 8591 Yo Allen Wrench with %" Drive J 8874 %" Drive Socket—with 
Socket 6" Clutch Head 
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(Continued) 


C> J 21664 


CONTROLLED COUPLING HYDRA-MATIC—MODEL 315 
Olds 1956-60—Cadillac 1956-64—Pontiac 1956-64 


.) A UTOMA 7/C ROTO-HYDRA-MATIC—Model 240 Oldsmobile 1961-64 except 1964 F-85 and Jetstar 88 







Compressor Adapter (Use with 
J 4670-01 & J 6129) 






Guide Pin Set (Pair) 
















J 6126 Dial Indicator Support Fixture 


Clutch Spring Compressor 
(Use with J 6135) 


(Use with J 6129 & J 21664) 


#22 Tru-Arc External Snap Ring 


Pliers 6127 Mainshaft End Play Checking Fixture 


u\ 
af 


6129 Reverse Clutch Spring Compressor 


Extension Housing Oil Seal Installer (Use with J 4670-01 & J 21664) 















Universal Pressure Checking 
Gauge Set (9 Ft. Hose) 
0-300 P.S.I. 


6133 Rear Oil Pump Bearing & Speedo 
Gear Installer 


Al 
ai 


6135 Rear Unit Clutch Retainer 


#24 External Tru-Arc Snap Ring 
(Use with J 6126) 


Pliers 


6282 Front Unit End Play Checking 
Fixture 


co 6342-01 | Vacuum Throttle Check Clamp 


7026 Flywheel Housing Oil Seal Installer 
& Staking Tool 


Clutch Unit Holding Fixture 


* 





Flywheel Rear Housing Oil Seal 
Installer 





ae 
a 
Elie 
eI 
==) 
<a) 





Flywheel Housing Oil Seal & 
Bushing Protector 


ap 









Drive Flange Retainer 7027 Flywheel Housing Support 


7073 Air Plug Checking Set 





Front Unit Coupling Cover Remover 








Exhaust Valve Spring Retainers 


(Pair) 7577 Reverse Piston Inner Seal Pilot 


Accumulator Cover Remover & 


Installer 8001 Dial Indicator Set 






Pump & Support Assembly 


8059 Snap Ring Pliers—External 
Remover (Pair) (546”—18 Thread) 


Parallel Jaws 


Y 
u 
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TRANSMISSION RATE: MAKER, 





i U 7, CONTROLLED COUPLING HYDRA-MATIC—MODEL 315 
i A TOMA IC Olds. 1956-60—Cadillac 1956-64—Pontiac 1956-64—(Continued) 


J 8092 Driver Handle (Threaded type) oO J 21664 Vigeol ase with 


J 8124-01 | Oil Passage Checking Blow Gun— 
Air Hose Adapter 








part 





ROTO-HYDRA-MATIC—Model 375 Olds. 1961-64 All except 1964 F-85 & Jetstar 88 
Pontiac 1961-64 All except Star Chief, Bonneville, Tempest 


J 2619-01 | Slide Hammer Assembly (%" x 18 . ; 
Gp —-0=9 Ss with 16" x 18 Adapter) J 8001 _| Dial Indicator Set 


J 4670-01 | Clutch Spring Compressor 


(Use with J 6129 & J 21664) 


: , ; Xs J 8762 Pump & Rear Bearing Retainer 
Extension Housing Oil Seal Installer Oli Seal Remover 


J 8761 Front Pump Oil Seal Installer 


aes re 


. — we Ie —— att el PMA Sesh ait ogee ee. 
a a ce nr tr eS TE lh RICA AR LOT LL IEA ISON INOS AS 





J 5154 


areca 






















J 5907 Universal Pressure Checking Gauge 


J 8763-02 | Transmission Holding Fixture 
Set (9 ft. Hose) 0-300 P.S.|I. 


(Use with J 3289-02 Base) 


J 6122-01 | Exhaust Valve Spring Retainers 


(Pair) J 8766 Reverse Clutch Oil Seal Protector 


J 8767 Reverse Clutch Outer Seal Protector 
J 8768-01 | Reverse Cone Puller 
(Use with J 6125) 


J 8828 Front Pump Oil Seal Protector 





J 6123-01 | Speedometer Gear & Rear Pump 
Remover 





J 6125 Pump & Support Assembly 
Remover (Pair) (*1+”—18 Thread) 


J 6126 Dial Indicator Support Fixture 
(Use with J 6135) 





J 6129 Reverse Clutch Spring Compressor 


J 8845 Rear Bushing Remover (Use with 
(Use with J 4670-01 & J 21664) 


%" x 11 Slide Hammer) 


J 6133 Rear Oil Pump Bearing & Speedo 


Ci) |) 2865 Input Shaft End Play Checking 
Gear Installer 


Adapter 


1 | 
Ub 


J 6135 Rear Unit Clutch Retainer 


(Use with J 6126) Tru-Arc Pliers #2, 90° Tip (External) 


- ee 


J 6407 Press Plate Holder 





Bl 
0 
ee) 
~“ 
oy 
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TRANSMISSION 





AUTOMATIC ROTO-HYDRA-MATIC—Model 375 Olds. 1961-64 All except 1964 F-85 & Jetstar 88 
Pontiac 1961-64 All except Star Chief, Bonneville, Tempest—(Continued) 


SS J 8873 Tru-Arc Pliers #5, 90° Tip (Internal) J 8938 Guide Pin Set (Pair) 
eset 


q ie oe J 8874 %6" Clutch Head Drive with J 21664 Compressor Adapter (Use with 
— ¥%." Drive Socket J 4670-01 & J 6129) 


» J 8904 Speedo-Gear Remover & Installer 
\ My 





(Use with J 6407) 


SUPER TURBINE 300—BUICK 
TURBINE TYPE JETAWAY—OLDSMOBILE 
TURBO-HYDRA-MATIC—PONTIAC 


J 2590-02 | Clutch Spring Compressor (Buick) J 8092 Drive Handle (Threaded type) 


| 
| 








J 8433 Speedo Gear Remover (Use with 


J 3289-20 | Base & Screw Assembly 
J 21427-01) (Pontiac) 


(Use with J 8763-02) 


J 4670-01 | Forward Ciutch Spring Compressor 
(Use with J 6129 & J 21664) (Olds.) 

J 4880 #22 Tru-Arc Snap Ring Pliers, 
External (Buick & Olds.) 

J 5154 Extension Housing Oil Seal 
Installer (Olds., Pontiac) 

J 5586 External Vacuum Grip Snap Ring 
Pliers (Buick & Olds.) 

J 5907 Universal Pressure Gauge 
(0-300 P.S.1. with 9 ft. Hose) 

J 6125 Pump & Support Assembly 
Remover (Pair) (Olds., Pontiac) 
(/."—18 Thread) 

J 6129 Forward Clutch Spring Compressor 
(Olds.) 


J 7004 Slide Hammers—Front Pump 
Assembly Remover (Pair) (Buick) 
(3%4."—16 Thread) 

J 8001 Dial Indicator Set (Olds.) 





J 8591 74." Allen Wrench Socket (%" Drive) 


J 8763-02 | Transmission Holding Fixture 
(Use with J 3289-20) 


J 9534-01 | Distributor Shaft Pilot Bearing 
Remover (Planet Carrier Bushing 
Remover) (Use with J 7004-1) (Olds.) 


REIL ban 
aE) ae 


J 9578-01 | Speedo Gear Remover (Buick) 





J 9717-2 Shifter Shaft Seal Installer (Olds.) 


J 21359 Pump Oil Seal Installer 
(Buick, Olds.) 


J 21361 Check Valve Seat Remover(Use with 
¥4" x 16 Thread Slide Hammer) 


J 21366 Converter Holding Strap (Buick) 


J 21368 Pump Body & Cover Alignment 
Band (Olds., Buick) 
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TRANSMISSION 








AUTOMA 7/C SUPER TURBINE 300—BUICK TURBINE TYPE JETAWAY—OLDSMOBILE 


TURBO-HYDRA-MATIC—PONTIAC—(Continued) : 
— 


o5 Sa J 21465-01 
— 


J 21470 
J 2590-02 


Bro J 2619-01 






Converter Leak Test Fixture 





J 21547 Modulator Valve Spring 
—— —, Compressor (Buick) 


Converter Stator & Turbine 
End Play Checking Fixture 
(Buick, Pontiac, Olds.) 





J 21558 Check Valve Installer (Buick, Olds.) 












Speedo Gear Installer J 21654 Converter Holding Tool (Olds.) 







Transmission Bushing Service Tool 


J 21664 Compressor Adaptor (Use with 
Set (Buick, Olds.) 


J 4670-01 & J 6129) 













J 22269-01 | Low Servo Cover Remover & 


Rear Oil Seal Installer installer (Buick, Olds.) 












J 223531 Clutch Head Screw Driver Adapter 
(1967 Buick/Auto. Cruise 
14" Bit—14" Dr.) 


Speedo Gear Remover (Pontiac) 
(Use with J 8433) (Buick) 







J 22976 Governor Bore Bushing Installer 


Bushing Service Set Tool Set 








Speedo Gear Installer (Buick) J 23327 Reverse Clutch Spring Compressor 






? \\ 


TURBO HYDRA-MATIC 350—CHEVROLET, OLDSMOBILE, PONTIAC, BUICK 






J 7004 Slide Hammers (Pair) (for pump 


Clutch Spring Compressor (Buick) body removal) (34" x 16 thread) 











Slide Hammer (%%" x 18 with 


I" x 13 Adapter) J 8092 Driver Handle (Threaded type) 







J 8763-02 |Transmission Holding Fixture 


Transmission Holding Fixture Base (Use with J 3289-20) 










Extension Housing Seal Installer 


J 9534-01 |Output Shaft Bushing Remover 
(Chevrolet) 


(Use with J 7004-1) 









External Vacuum Grip Snap Ring 


Pliers Pump Oil Seal Installer 









Extension Housing Bushing Installer 
(Chevrolet) 


Fa J 21366 Converter Holding Strap (Buick) 






Com 
NO 
— 
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TRANSMISSION 





TURBO HYDRA-MATIC 350—CHEVROLET, OLDSMOBILE, PONTIAC, BUICK 
AUTOMA TIC (Continued) 


— a 


Ci ) - 
| Lf [| : 


Governor Bore Bushing Installer 


J 21369 Tool Set 


Converter Leak Test Fixture 





21424-7 | Stator Shaft Bushing Installer 


(Front) (Use with J 8092) 


Bushing Service Tool 
(Use with J 8092) 


21424-9 | Extension Housing Bushing 
Remover & Installer 


(Use with J 8092) 


Accumulator Cover Remover & 
Installer 





in i i i 


21426 


Extension Housing Oil Seal Installer 
(Olds., Buick, Pontiac) J 23071 


Band Apply Pin Gauge 





Le te 


Driver Handle Extension J 23103 Output Shaft Yoke Seal Remover & 


| = 21465-13 
(Use with J 8092) ja installer (Olds., Buick, Chevrolet) 





21465-15 | Stator Shaft Bushing Remover 
| =" (Use with J 8092) J 23112 Pump Check Valve Seal Installer 
| 
| = 21465-17 | Converter Hub Bushing Remover & 
| i) Installer (Use with J 8092) J 23134 Pump Check Valve Seat Remover 


(Buick, Olds., Pontiac) 


J 23327 Clutch Spring Compressor 
(Chevrolet, Olds., Pontiac) 


Direct Clutch Accumulator Piston 
Compressor 


wo) 21885 


22269-01 


ee ee ee eee ee eee 


on 
NO 
WwW 
Ww 
N 
Se) 


Direct Clutch Bushing Installer 
(Use with J 8092) (Chevrolet) 


Direct Clutch Accumulator Piston 
Remover & Installer 





TURBO HYDRA-MATIC 400 & 425—CADILLAC, CHEVROLET, OLDSMOBILE, 
PONTIAC, & BUICK 


J 5207 #25 Internal Snap Ring Pliers 
Clutch Spring Compressor (Buick) Sa For Pump Shaft Bearing Retainer 
= Remover & Installer 


J 5384 Converter Assembly Holding Tool 
(Use with J 21366) (Chevrolet) 


J 5403 Snap Ring Pliers for Low Band 
Drive Valve (#21 Internal) 


2590-02 










3289-20 | Base & Screw Assembly 


(Use with J 8763-02) 










Internal Snap Ring Pliers— 
Tru-Arc #5 (Cadillac) 










J 4670-01 | Clutch Spring Compressor J 5586 Snap Ring Pliers—External 
(See J 6129) (Cadillac, Chevrolet, Vacuum Grip 
Olds., Pontiac) (Buick, Pontiac) 
: . . = J 5590 Transmission Front Bearing 
J 5154 Extension Housing Oil Seal Installer 390 Installer (Chevrolet) 
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TURBO HYDRA-MATIC 400 & 425—CADILLAC, CHEVROLET, OLDSMOBILE, 
_ AUTOMATIC 


PONTIAC & BUICK (Continued) 
1 (; . 
. © J 6116-01 
| 
a 
| j— 
i 









—_ 


Universal Pressure Gauge Set 


9640 Extension Housing Bushing 
(0-300 P.S.I.) 9 ft. Hose 


Remover & Installer (Buick) 









Clutch Unit Holding Fixture 


(Cadillac, Chevrolet) 21028 Speedo Gear Installer (Pontiac) 







Pump & Support Assembly Remover 
(Pair) (Cadillac, Olds., Pontiac) 
(%6"—18 Thread) 


21359 Pump Oil Seal Installer 
(Buick, Cadillac, Olds.) 










Rear Unit Release Spring 
Compressor (Cadillac, Olds., 
Pontiac) 





21360 Check Valve Seat Installer 








Rear Oil Pump Bearing & Speedo 
Gear Installer (Pontiac) 


J 21361 Check Valve Seat Remover 
(Use with 34" x 16 Slide Hammer) 












Front Pump Assembly Remover 
(Pair) (Buick) (34”—16 Thread) 


21362 Forward & Direct Clutch Inner 
Seal Protector 






21363 Second Clutch Inner Seal Protector 


Dial Indicator Set (Buick, Cadillac, Olds.) 










ele 
vi 





Snap Ring Pliers—External Parallel 


21364 Support Adapter (Cadillac, 
Opening Jaws 


Chevrolet, Olds., Pontiac) 






21366 Converter Holding Strap (Buick, 


Driver Handle (Threaded) Cadillac, Chevrolet, Pontiac) 







He 
vi 


Crankshaft Gear Puller (Used to 


21367 Rear Sprag Installer 
Pull Speedo Gear) (Chevrolet) 


(Cadillac, Pontiac) 







Oil Passage Blow Gun—Air— 


21368 Pump Body & Cover Alignment Band 
Hose Adapter 


(Buick, Cadillac, Olds., Pontiac) 















Speedo Gear Puller 
(Used with J 21427-01) 
(Buick, Cadillac, Chevrolet, Pontiac) 


21369 Converter Leak Test Fixture 
(Buick, Olds.) 


a 21370-4 | Band to Apply Pin Gauge 
(Used with J 21370-6) (Cadillac) 
21370-5 | Band to Apply Pin Gauge 
—=- (Used with J 21370-6) (Buick, 
Cadillac, Chevrolet, Olds., Pontiac) 


21370-6 | Band Body Arm Assembly 
(Used with J 21370-4, -5, -7, -8) 
(Buick, Cad., Chev., Olds., Pontiac) 








Transmission Holding Fixture 
(Use with J 3289-20 Base) 










Front Pump Slide Hammer Adapter 
(Pair) (Use with J 6125) 
(Chevrolet) (#4”—16 Thread) 













Speedo-Gear Remover (Use with 
J 21427-01) (Buick) 






ag 








TRANSMISSION 





PATE-MAKER 


PONTIAC & BUICK (Continued) 


—_—_—__———s 
—————ss9 


AUTOMATIC 


a J 21370-7 
J 21370-8 
eo J 21371 
oe J 21409 
Ci J 21464 
a2 
3° J 21465-01 
cS co 
—— 
G4 | J 21477 


Band to Apply Pin Gauge 
(Used with J 21370-6, -8) 
(Toronado, Eldorado) 


J 21885 


eS 


Band to Apply Pin Selector Plate 
(Used with J 21370-6, -7) 
(Toronado, Eldorado) 


21904 





Converter Stator & Turbine End-Play 21972 


Checking Fixture (Buick, Olds.) 





Forward & Direct Clutch Outer Seal 22182 


Protector (Buick, Olds.) 





Speedo Gear Remover 22240 


(Used with J 8433) (Buick, 
Cadillac, Chevrolet, Pontiac) 


| 
| 
| 
| 


Extension Housing Oil Seal Installer 22241 


(Buick, Cadillac, Chevrolet) 





! | 


O 


Bushing Service Set 22269-01 





Oil Cooler Pipe Wrench 22719 


(Cadillac, Pontiac) 





EeEe=, | J 21654 Converter Holding Tool (Olds.) 22731 
cin ——{ } 

(rn. | J 21661 Speedometer Drive Gear J 22743 
cm ——|) Remover Bolts 


Compressor Adapter (Used with 22825 


J 4670-01) (Cadillac, Chevrolet) 


J 21664 
\ 
— 
— J 21795-01 
| <= J 21795-4 
Bey J 21797 


Gear Unit Holding Tool 
(Used with J 7004-1) (Buick, 
Cadillac, Chevrolet, Olds., Pontiac) 


— 


22976 


Thumb Screw (Used with 
J 21795-01) (Cadillac) 


— 


23093 





Speedometer Drive Gear Bolts 


(Used with J 21427-01) (Cadillac) 23327 





TURBO HYDRA-MATIC 400 & 425—CADILLAC, CHEVROLET, OLDSMOBILE, 


Control Valve Accumulator Piston 
Installer (Buick, Cadillac) 


Speedometer Gear Removing Bolts 
(Use with J 8433) (Pontiac) 


Extension Housing Bushing 
Remover & Installer (Olds.) 


Extension Housing Bushing 
Remover & Installer (Chevrolet) 


Transmission Holding Fixture (Used 
with J 3289-20 Base or Used with 

J 22719 & J 5856-02 Engine Stand) 
(Toronado, Eldorado) 


Forward Clutch End Play Checking 
Tool (Toronado, Eldorado) 


Accumulator Piston Remover 


Holding Fixture Adapter (Used to 
adapt J 22240 to J 5856-02 
Engine Stand) (Toronado, Eldorado) 


Oil Cooler Pipe Wrench 
(Pontiac Tempest 1967-68) 


Transmission Holding Bracket 
(Used with J 8763-02) 
(Toronado, Eldorado) 


Engine Support Fixture (Eldorado 
1967-70; Toronado 1966-70) 


Governor Bore Bushing Installer 
Tool Set 


Center Support Locating Tool 


Reverse Clutch Spring Compressor 
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TIS | KENT-Moc RATE: MAKER, 








AUTOMA TIC OPEL 3-SPEED AUTOMATIC TRANSMISSION 


J 2590-02 | Clutch Spring Compressor —— J 21369 Converter Leak Test Fixture 
| J 3289-20 | Holding Fixture Base | See | eee eee 
! (Use with J 8763-02) oer 
. (Use with J 8092) 








ZA ses Aligning Pin (/.—18) (2 required) J 21426 Extension Housing Seal Installer 
Universal Pressure Gauge Set J 21465-17| Converter Housing Bushing 
(9 ft. Long) 0-300 P.S.|I. Remover & Installer 





; , i= J 23075 Servo & Third Clutch Piston 
J 6459 Torque Wrench (0-50 in. Ibs.) Spring Compressor 
J 7004-1 Slide Hammer (Use with J 23129) ; 
(34"”—16 Thread) J 23080 Second Clutch Piston Seal Installer 
, ime | J 23082 Converter Housing to Oil Pump 
J 8058 Torque Wrench (0-50 in. Ibs.) a | Aligning Tool 
J 8059 External Snap Ring Pliers— > J 23085 Oil Pump Hub to Second Clutch 
Parallel Opening Jaws Gauging Tool 
J 8092 Driver Handle (Threaded type) J 23100 Vacuum Modulator Wrench 134" 
J 8400-1 Cape Chisel (Reaction Sun Gear J 23129 Converter Housing Seal Remover 
Drum Bushing Remover) (Use with J 7004-1 Slide Hammer) 
J 8763-02 | Transmission Holding Fixture 
(Use with J 3289-20) 
J 21359 Converter Housing Seal Installer 













J 23130 Bushing Service Tool Set 
(Use with J 8092) 
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AXLE 





REAR AXLE SHAFT BEARING REMOVERS AND INSTALLERS 


a fall em 
| 

| aGh? CAD.—All thru 1969 
> J 5746 

| 

| Zs J 6257 

| GC. 

 & 

| 

, — 

> 
| 

S a 







Axle Shaft Bearing 

& Oil Seal Installer 

(Used with PONT.—1964-70 
J 8092 Handle) 


J 21491 Wheel Bearing & im 
dis, Oil Seal Installer Bee cert nate 
j CHEV.—1964-70 
a ce BU.—1968-70: 43-44 
“C"’ Axle 
Handle) 


J 21684 Axle Shaft Bearing | opet KADETT— 
Installer thru 1970 


Axle Bearing 
Cup Remover 












Axle Shaft Bearing 
Remover & Installer 





Axle Shaft Bearing 
Installer 








1962 
V.—1955-60 


BU.— 
CHE 
PONT.—1961-63 





Axle Shaft Bearing 
Retainer Ring 

Installer (Used with 
J 6407 Holder) 














J 21721 Axle Shaft Bearing 
Remover (Used OPEL KADETT— 
with J 8805-01) 


BU.—1963 
CAD.—1957-71 


ALL GM 
CHEV.—1957-64 


DS.—1957-60 
NT.—1957-70 






















J 21843 Drive Spindle 
Flange & Bearing CORVAIR—1965-68 
Installer 


Axle Shaft Bearing 
Remover 


~ 








J 21858 Axle Bearing 
Remover (Used PONT.—1965-70 
with J 6407) 


Axle Shaft Bearing 
and Retainer Ring 
Installer 


PONT. —1970 


J 22813-01| Axle Shaft Bearing | “C” Axle 
& Seal Remover fared yg 70: 43-44 
(Used with CHEV. ies 2300 
J 2619-01) OLDS.—1968 
“C'’ Axle 
| a : J 





Axle Shaft Bearing 
and Retainer Ring 
Installer (Used with 
J 6407 Holder) 


— Sa. ae 






OL 
PO 






























Axle & Pinion 
Bearing Remover 
(Used with 

J 358-1 Holder) 


Axle Shaft Bearing 
Remover (Used 
with J 2619-01) 





0 PEL—1968-70 
Big Axle 





CORVAIR—1965-67 












Axle Shaft Bearing 
Remover Adapter 





BU.—1961-64: 40-41; 


Axle Shaft Bearing 
1961-68: 43: 


Installer (Used 0 PEL—1968-70 










































| j 1965-70: 44-45: : Big Axle 
| Veareess 1968-70: 46-48-49 with J 8092) ? 
BU.—1961-64: 40-41 
Axle Shaft Bearing ca 
& Retainer Installer | 1963.79: 44 23119-01| Axle Shaft Bearing | o.ps. vista 
(Used with F-85—1961-63 Remover CRUISER—1969-70 
J 6407 Holder) 0 PEL—1968-70 
1.5 & 1.9 Liter 
BUICK—SPECIAL 
: Axle Shaft Bearing | sxYLARK 
Axle Shaft Bearing | 0LDS.—1961-67 SPORTS WAGON— 
Remover F-85196! -6/ Remover 1969-71 
:; 57-6 
Axle Shaft Bearing Y 11—1962-64 Axle Shaft Bearing cap.—1971 





Remover Plate & Remover 


Axle Bearing & 
6) Retainer Ring 
Installer (Use CHEVY I1—1962-63 
| with J 358-1) 
_ 


— J 9739 
ae 8 
Sa J 21022-02 


AIR—1960-64 
.— 1961-63 





Axle Shaft Bearing 
Remover 


J 23469 Axle Shaft Bearing 
Remover PONT.—1970 


Axle Shaft Bearing 
Remover 


OLDS.—1970-71 
Small Shaft 














Axle Shaft Bearing 
& Retainer Installer 
(Used with 

J 6407 Holder) 






BU.— 1963-64: 44-47 
1963-67: 46-48 
1965-70: 45-49 
1968: 43-44-45 










Axle Shaft Bearing 
Installer (Used 
with J 358-1) 


BU.—1970 Estate 
Wagon 








TEMP,.—1963-70 
F TREBIRD—1967-69 
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J 23674 Axle Shaft Bearing 


Remover 


J 23689 Axle Shaft Bearing 


& Seal Remover 


Axle Shaft Seal 
Remover 


J 943 


Axle Shaft Seal 
Installer 


J 5818 






Axle Shaft Seal 
Remover (Used with 
J 2619-01 Hammer) 


J 8119 








Axle Shaft Seal 
Installer 


J 8610-01 







J 9430 Axle Shaft Seal 


Installer 







J 9431 


Axle Shaft Seal 
Installer 





J 9740-01 | Axle Shaft Seal 


Installer 


J 21010 Axle Shaft Seal 


Remover 


J 21011 Axle Shaft Seal 


Installer 


J 21051 Axle Shaft Bearing 


& Seal Installer 


J 21128 Axle Shaft Seal 


Installer 





d Z2ii29 Axle Shaft Seal 


Installer 
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OLDS., CHEV. & 
PONT.—1969-71 
Large Shaft 


BU.—1971 
PONT.—1971 
CHEV.—1971 
814” & 8%” Ring 
Gear ‘‘C”’ Lock 





SEAL REMOVERS, INSTALLERS, 







$.—1937-67 


OLD 
PONT.—thru 1970 
TEMP.—1964-68 


PONT.—1955-63 


BU.—1968-70 
CHEV.—1957-70 


OLDS.—1961-63 


BU.—1961-63: 40-41- 
43-1963: 44-46-47-48 







AMER. MTRS.— 
1961-64: V-8; 
1964: 10 (232) 


AMER. MTRS.— 
1961-68: 01; 61-64: 
10 (195.6); 64-68: 









BU.— 1963-64: 44-47 
1963-65: 46-48 
1965-67: 45-49 
TEMP.—1964-65 


CAD.—1963-69 


CAD.—1963-69 


PONT.—1964-68 


BU.—1964-67: 40-41- 
43-44-45; 1964-65: 
46-48 

OLDS.—1964 
TEMP.—1966-70 
FIREBIRD—1967-69 





OLDS.—All thru 1962 














10 (232); 65: 10 (199) 












J 23690 


Axle Shaft Bearing 


Installer 





BU.—1971 
PONT.—1971 
CHEV.—1971 
844” & 8%” Ring 
Gear ‘‘C’’ Lock 


SPACERS & PROTECTORS 


J 21491 


21788 


21796 


21837 


21842 


21871 


22679 


J 22680 


J 22749 


22892 


23389 


23693 


Axle Shaft Bearing 


& Seal Installer 





Axle Shaft Seal 
Installer 


Axle Shaft Seal 
Installer 


Drive Spindle Inner 


Seal Installer 


Drive Spindle Outer 


Seal Installer 


Axle Shaft Seal 
Installer 


Axle Shaft Seal 
Installer 





Axle Shaft Seal 
Installer 


Axle Shaft Seal 
Installer 





Axle Shaft Seal 
Installer 


Axle Shaft Seal 
Protector 





Axle Shaft Seal 


Installer 





OLDS. F-85—1968 
*0"" Axie 
BU.—1968: 43-44 
meget? Axle 
CHEV.—1964-68 


AMER. MTRS.— 
1965-68: 10-80 
(287-290-327 -343) 


PONT.—1965-70 


CORVAIR—1965-68 





CORVAIR—1965-68 
OLDS.—1965-70 


OLDS. F-85—1968 


OLDS.—1968 Estate 
Wagon 


BU.—1967 


BU.—1968-70: 
46-48-49 


CAD.—1970: 
697 & 698 





OLDS.—1965-70 


UDB 


RPATE- MAKE. AXLE 


® y 


REAR AXLE SHAFT REMOVERS & GAUGES 


) 
| 
Axle Shaft End J 21831 Drive Spindle 
4 
| Play Gauge amer.mtTrs.—al | (—@ ¢—€ Remover (2 Req’d) | CORVAIR—1965-68 
| 
J 21836 Drive Spindle 
AMER. MTRS.—All fenag — spacer Selector C ORVAIR— 1965-68 
auge 

OPEL—All thru 1971 {A ¥ GaSe “dian ia CORVETTE—1963-71 


J 21781 
J 22399 































Axle Shaft Remover 


Axle Shaft Remover 
(Used with 
J 2619-01 Hammer) 









Axle Shaft Remover 
(Used with 
J 2619-01 Hammer) 










PINION COMPANION SHAFT AND GENERAL 


CHEV.—1955-64 


RV AIR—1960-68 
M P.—1963 









Pinion Holding 
Wrench 


AMER. MTRS.— 
1965-66: 10-80 
(232-287-327) 


Companion Flange 
Deflector Installer 





Drive Pinion 
Wrench 






OPEL KADETT— 


thru 1971, 1.1 Liter 


ho ‘ 0 
Pinion Turning Tool | 7, 


C 
T 


























| 
| mil pe ae J 22535 | Pinion Holding Tool | o.ps.—1965-71 
| 8614-10 | Companion Flange Pinion Driver 


Holder OLDS.—1965-71 







































































| a 
| , 
| 5 J 9458 Companion Flange J 22575 Companion Flange | AMER. MTRS.— 
) 
’ 
| = Ta J 21044-01 | Companion Flange | 
Holder Remover ee : 
J 22932 Pinion Holding 0 PEL—1968 -71 
sae Adapters (Set of 2) | CAD.—1963-71 
| ; C$ (Used with Wrench 1.5 & 1.9 Liter 
J 8614-01) 
boss AMER. MTRS,— _ 
J 21581 Pinion Holding 1965-10 (199). J 22937-01 | Pinion Barrel 0 PEL—1968 -71 
1964-68: 01 i 1.5 & 1.9 Lit 
Wrench 1964: 01 (1956) Spline Remover iter 
i BU.—1964-65: 46-48 — 
1 ee ne J 22938-01 | Pinion Barrel oPEL—1968 -71 
: Pp 1965: 45-49 Spline Installer 1.5 & 1.9 Liter 
(2 Req’d) 1968-70: 46-48-49 
J 21697-01 |Companion Flange |opEL KADETT— ——, J 23311 Pinion Guide Pins | caDd.—1970 
Nut Wrench thru 1971, 1.1 Liter (3 Required) 
ateidilidiagss ae cetpe con,” OPEL KADETT— J 23320 _| Pinion Assembly 
Preload Adjusting thru 1971. 1.1 Liter Holdi , CAD.—1970 
Nut Wrench 2 olding Fixture 
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<< 
J 23324 Pinion Assembly a 











J 23413 Torque Multiplier 
Puller Link CAD.—1971 


BEARING AND CUP REMOVERS AND INSTALLERS 


J 
J 


©6O 










Rear Pinion Bearing 
Installer (Used with 







ALL—Spicer 23 CHEVY II—1962-65 







CHEV.—1964-70 PONT.—1963 
J 8092 Handle) Light Duty 7818 Rear Pinion Bearing oN hha 


Installer (Used with | 1961-64: 10 (195.6) 
J 8092 Handle) 1966 : 10 (199) 

OLDS.—1963-64 
0 PEL—1968-71 
1.5 & 1.9 Liter 






Rear Pinion Bearing 
Remover (Used with 
J 358-1 Holder) 





CHEV.—1946-50 


@ 













Rear Pinion Bearing 
Cup Installer 
(Used with 

J 8092 Handle) 


Rear Pinion Bearing 
Remover (Used with] CORVAIR—1960-65 
J 358-1 Holder) 





AMER. MTRS.— 
1958-65: V-8 
1964: 10 (232) 












a 
























3243 Front Pinion 
ow Bearing Cup ace. zed. CORVETTE—1963-71 
AMER. MTRS.— 
& Installer sare V-8 1965-68: 10-80 
(Use with J 8092) 64: 10 (232) Rear Pinion Cup (232-287-327) 
Installer (Used with BU.— 1961-63: 
40-41-43 
J 8092 Handle) 1968 “C”” Axle 43-44 
_ ; CHEV.—1964-70 
Rear Pinion Bearing | cHEv.—1964-70 Heavy Duty 





OLDS.—1961-71 










Installer Light Duty 







CAD.—1970 
BU.—1961-62: 
44-46-47-48 
1968-70: 46-48-49 
OLDS.—1957-64 
PONT.—1957-64 
TEMP.—1964-70 





NZ, 


J 7817 


Sa : OLDS.—1961-71 
Rear Pinion Bearing| Bu.—1961-63: 


Cone Installer 40-41-43 © 
(Used with J 6407) | 170370: 43-44 


F-85—1961-68 
PONT.—1965-70 
AMER. MTRS.— 
1965-68: 10-80 
J 8611-01 | Front Pinion Cup eee eS 
Installer (Used with | ,, 4) 42. .. om 
40-41-43: 1964: 44-46 
J 8092 Handle) 1965: 47-48 :1968-70 
“Cc” Axle 43-44 
OLDS.—1965-71 
0 PEL—1968-69 
1.5 & 1.9 Liter 
CAD.—1970 


: -85—1961-68 
J 8612 Rear Pinion Bearing BU 1961.63. a 
40-41-43; 1968- 
ala “CO” Axle 43-44 
J 8855 Front & Rear 
Pinion Bearing TEMP.—1961-65 
Cup Remover 
J 8894 Rear Pinion Bearing 
Installer (Use with | TEMP.—1961-63 
J 8092 Handle) 
J 8898 Pear Pinion Bearing 
Cup Installer MP.—1961-63 
(Used with ites 
J 8092 Handle) 


Front Pinion 
Bearing Cup 
Installer (Used with 
J 8092 Handle) 

























Rear Pinion Bearing 
Installer (Used with 
J 6407 Handle) 


BU.—1961-70 
Upper Series 
1968-70: 43-44-45 
















Rear Pinion Bearing 
Installer (Used with 
J 6407 Holder) 














DS.—1957-65 


OL 
PONT.—1959-70 









Rear Pinion Bearing 
Remover (Used with 
J 358-1 Holder) 






CHEV.—1957-70 
CORVAIR—1960-65 












Front Pinion 
Bearing Cup 
Installer 







CORVETTE—1968 
1963-71 Heavy Duty 


















BU.—1964: 40-41 
1964-70: 43-44-45 
CHEV.—1962-70 












Front Pinion 












Light Duty 
Bearing Installer OL DS.—1964-65 
(Used with AMER. MTRS.— 
J 8092 Handle) 1961-68: 01 





1961-64: 10 (195.6) 
1965: 10 
TE MP.—1964-70 











' : PATE- MAHER, AXLE 


J 21493-01)| Rear Pinion Bearing 
Remover 


Front Pinion Bearing| ,p¢) xapett— 
Cup Installer (Use {thru 1970, 1.1 Liter 
with J 8092 Handle) 



























































BU.—1964-70: 
40-41-43-44 
OLDS.—1964-68 
Lower Series 
TEMP.—1964-70 





AMER. MTRS.— 
1961-68: 01 

1961-64: 10 (195.6) 
1965: 10 (199) 


J 9349 Rear Pinion Bearing 
| Cup Remover 

(Use with 

J 8592 Handle) 


9350 Rear Pinion Bearing 
Cup Remover 

(Use with 

J 8592 Handle) 


AMER. MTRS.— 
1961-64: V-8 
1964: 10 (232) 


“| & 





9351 Front Pinion sire. ThE -— ? 
_) Bearing Cup feetae Oh lh ei Bearing) ope, KaDETT— 


J 8592 Handle) 1965: 10 (199) with J 8092 Handle)| 


9352 Front Pinion 
Bearing Cup 
Remover (Use with 
J 8592 Handle) 





Pinion Bearing Cup 
Remover & Installer 
(Used with J 358-1) 


AMER. MTRS.— 
1961-64: V-8 
1964: 10 (232) 


OPEL KADETT— 
thru 1970, 1.1 Liter 





9745 Rear Pinion Bearing 
Cup Installer 

(Used with 

J 8092 Handle) 


BU.— 1963-67: 46-48 
1963-64: 44-47 

1968-70: 43-44-45-49 
OLDS.—1963-71 
PONT.—1965-70 


Rear Pinion Bearing] AMER. MTRS.— 
Cup Remover 1965-68: 10-80 
(Use with J 8092) _ | (232-287-327) 





BU.—1963-70: 46-48 
1963-64: 44-47 
1965-70: 45-49 
PONT.—1963-70 
OLDS.—Upper Series 
1963-71 


PONT.—1965 


CHEV.—1965 with 
HD Axle 
CORVETTE—1963-71 





Front Pinion 
Bearing Cup 

Remover (Use 
with J 8092) 


AMER. MTRS.— 
1965-68: 10-80 
(232-287-327) 


9746 Rear Pinion Bearing 
Remover 











oe © 





Rear Pinion Bearing 
Remover (Used 
with J 6407) 


9765 Rear Pinion Bearing 
Cup Remover 
(Used with J 8092) 










CHEV.—1965-70 
Heavy Duty 


x 











9771 Rear Pinion Bearing 
Remover (Used 
with J 358-1) 


Rear Pinion Bearing 
Remover 







CHEV.—Vega 2300 
OPEL—thru 1970 









9772 Rear Pinion Bearing 
Cup Installer (Used 


with J 358-1) 


CHEV.—1965-70 
with HD Axle 
CORVETTE—1963-71 


Rear Pinion Bearing 
Remover 







CHEV,—1968-70 
Light Duty 











































TC: 


21022-02 | Front Pinion OLDS.—1967-70 
i TEMP,—1964- ini : 
ere halal FIREBIRD 1967-69 ‘rl ea Bearing si estas 
J 6407 Holder) 1964-70: 43-44 
91023 Front Pini Inner & Outer 
ront Pinion Bearing C CAD.—1970 
Bearing Remover TEMP.—1963 “ean (Use with | 1971—Inner 
(Use with J 6407) J 8092 Handle) Only 
21037 Front Pinion J 23671 Outer Pinion 
Bearing Cup Bearing Cup CAD.—lat 
oo , Installer (Used TEMP. 1963 Remover (Use with | 1970 & 7} ; 
with J 8092) J 8092 Handle) 





SEAL REMOVERS AND INSTALLERS 















Pinion Oil Seal 
Installer 


J 5395-01 $.—1953-64 


LD 
ONT.—1957-63 





0 
P 


WJ f ‘ é} J 8448 a Seal CORVAIR—1960-67 
are J 9233 Pinion Oil Seal ——— 
t= Remover 1967-71 








CORVAIR—with 
Automatic Trans. 
TEMP.—1961-63 
21 Series 


J 8340-01 | Pinion Adjusting 
Sleeve Seal Installer 


Vf 
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MAHER 


SS 


J 21698 Pinion Oil Seal OPEL KADETT— 
Installer thru 1971 
J 22362 Pinion Oil Seal AMER. MTRS.— 
Aligning Tool 1966: 10-50-80 
— : BU.—1971 
J 22388 Pinion Oil Seal CHEV.—1971 
Installer OLDS.—1966-71 
PONT.—1971 
— . AMER. MTRS.— 
TEMP.—1963 J 22661 Pinion Oil Seal 1967-69: 10-50.80-01 
Installer V-8 
PONT.—1970 
net 
-e . HEV.—1968-70 
Spacer OLDS.—43-44 Series 
BU.—1968-70 
“Cc” Axle 
— : > a : CHEV.—1968-70 
Pinion Oil Seal CAD.—1963-69 > J 22804-2 | Pinion Oil Seal Light Buty 
Installer Spacer Pont. F. B.—1970 
CHEV.—1968-70 
J 22836 Pinion Oil Seal OL DS.— 1968 
F-85—‘‘C”’ Axle 
Installer PONT.—1970 
“Cc” Avie 
J 22931 Pinion Oil Seal 0 PEL—1968-71 
Installer 1.5 & 1.9 Liter 
J 23318 Pinion Oil Seal 
Pinion Oil Seal CHEV.—1964-68 
Installer Light Duty 





PINION SEAL REMOVERS AND INSTALLERS—(Continued) 
















Pinion Oil Seal 
Protector 






| set J 9347 AMER. MTRS.— 
1961-68: 01 














J 9348 Pinion Oil Seal 


Installer 


AMER. MTRS.— 
1961-68: 01 





BU.— 1963-70: 46-48 
1962-64: 44-47 
1965-70: 45-49 






















| J 21005-01| Pinion Oil Seal 


installer 





J 21024 Pinion Oil Seal 
Installer (Used 
with J 8092) 





J 21072 Pinion Oil Seal 
Protector 








J 21113 





ini TEMP.—1964-65 
J 21128 Pinion Oil Seal BU.—1965.71.- 


installer 
TEMP.—1963 


a . OLDS.—1963-67 
Pinion Oil Seal PONT.—1963-70 
TEM 


Installer P.— 1966-70 





J 21197 Pinion Oil Seal 
Installer 





J 21285-01 





J 21468 
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PINION SETTING GAUGES—American Motors Pinion Setting Gauge Chart * 


1967 1968 1969 thru 1971 
10-50-80 10-50-80 


10-50-80 10-50-80 


1965 1967 1968 
Upper Upper Upper & Lower 
Series Series Series Series 


| J 5647-9 


1959 thru 1964 


J 5223-4 
Shaft 


J 5223-5 
Disc—2 Req. 


eee eee, ee eS eee Ss ee ey ee. 


10-80 


J 5223-14 
Bar Screw 





J 5223-20 


Gauge Block 
Assy. 


J 5223-23 


: 10-50-80 
Disc—2 Req. 


Se ae ee ee EE eee eee eee ee Se ee 





10-50-80 








J 6381-2 
Disc—2 Req. 






01 





bas 


— 






1971 
Upper & Lower 
Series 






1970 
Upper & Lower 
Series 


1969 
Upper & Lower 
Series 





; 





Gauge Block 
Assy. 


J 5647-34 
Adapter 





J 5647-35 
Adapter 







*For complete tool to service all American Motors Axles order Part No. J 5223-03. Continued) 


**For complete tool to service all Buick Upper Series axles prior to 1968 and all Buick Standard Axles through 1970 
order Part Number J 5647-06. 
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RATE: MAKER, 

























1964 1965 1966 1967 1968 1969 1970 1971 
Upper Upper Upper Upper Upper & Lower | Upper & Lower | Upper & Lower | Upper & Lower 
Series Series Series Series Series Series Series Series 
| J 5647-36 
i La paginas Gauge Plate 
X 






J 5647-38 
Gauge Assy. 


| J 5647-37 
| Pilot 
' 







J 5647-40 
Disc—1 Req. 







~< >» 


J 5647-41 
Disc—1 Req. 







>< 


J 5647-42 
Disc—1 Req. 







J 5647-44 
Gauge Plate 







J 5647-45 
Gauge Plate 







J 5647-46 
Disc—1 Req. 







bas 


J 5647-47 x 
Gauge Plate 
J 8619-10 y 


Disc—1 Req. 


J 8619-12 
Pilot Washer 


Screw 


**For complete tool to service all Buick Upper Series axles prior to 1968 and all Buick Standard Axles through 1971 
order Part Number J 5647-06. 
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~< 











a Po 








PINION SETTING GAUGES—Buick Lower Series Pinion Gauge Chart* 


J 8619-1 
Body 


J 8619-2 
Gauge 
Block 


J 8619-10 
Disc See 
J 5647-06 
on —_ 67 
J 8619-11 or 
1968 thru 1970 
Regular Buick 
Axle Pinion 

















Gauge 
Plate 


Setting 
J 8619-12 
Washer 
5 8619-13 
Screw 
SETTING GAUGES—Buick Lower Series Pinion SETTING GAUGE—Opel Kadett Pinion Gauge 


Gauge Chart (1968-70)—For “C”’ Axle Only** Setting Chart*** 





















(6) J 5647-37 J 21691-1 ¥ 
Vy Pilot Body 
J 5647-41 J 21691-2 
“hall Gauge X 
Disc ron 
J 8619-1 J 21691-4 x 
Body Gauge Plate 
J 8619-2 
J 21691-5 
Gauge Block : X 
J 8619-13 J 21691-6 X 
Screw Body 
J 8619-14 J 21691-7 X 
Gauge Plate Hardware Kit 
J 8619-15 
Disc 


*For complete tool to service all regular Buick Lower Series Axles 1964 thru 1967 order Part Number J 8619-03. 
**For complete tool to service all Lower Series ‘‘C’’ Axles order individual pieces as shown in chart. 


***For complete tool to service all Opel Kadett Axles order Part Number J 21691-01. 


ALL 1.1 Liter 1968-71 
1968-70 Thru-1971 1.5 & 1.9 
Liter 





FF SPT 


SR EPR SE 





SS ee ao 


ih 





*For complete tool to service ali Chevrolet Axles order Part Number J 6266-07. 
**For complete tool to service Chevrolet Vega Axles order Part Number J 23597 
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J 6266-5 
Gauge Plate 





Camaro 


1967-70} 1971 


J 6266-9 
Body 


J 6266-15 
Gauge Spacer 





J 6266-17 ‘ 
Stud 










J 6266-18 
Cylinder Adapter 





J 6266-19 
Gauge Assembly 


J 6266-25 


Adapter 








J 6266-27 . 
Body 


J 6266-31 
Barrel Adapter 
2 Req. 


J 6266-52 
Gauge Plate 


J 6266-53 
Gauge Plate 


J 6266-54 
Gauge Plate 


SETTING GAUGE—Chevrolet Vega 2300 Pinion Setting Gauge Chart ** 


J 23597-1 
Body & Pin Assembly 


J 23597-3 
Gauge Plate 





J 23597-4 
Disc (2 Req’d) 


J 23597-5 
Pilot 











VEGA 2300 








; 














PINION SETTING GAUGES—Oldsmobile Pinion Setting Gauge Chart * 


J 8619-1 
Body 


J 8619-2 


J 8619-10 


Olds., F-85 Olds., F-85 Olds., F-85 Olds., F-85 


J 8619-11 
Gauge Plate 


J 8619-12 
Washer 








J 8619-13 
Olds., F-85 Olds., F-85 Olds., F-85 Olds., F-85 


Screw 





Olds., F-85 


J 21777-2 


Gauge Plate Olds., F-85 Early Olds., 


F-85 





J 21777-3 
Disc 


J 21777-8 
Pilot 
Washer 






=) 
Bot 
Toronado Toronado 


*For complete tool to service all 1965-71 Oldsmobile Axles order Part Number J 21777-200. 


J 21777-10 


J 21777-11 
Disc 


J 21777-12 


Disc 





J 21777-13 
Screw 


1971 


Cutlass 
Olds 


Cutlass 
Olds 


Cutlass 
Olds 


All 


Olds., F-85 Olds. Olds. 


Olds. 


Toronado 


(Continued) 
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= 


a  S 


: 





AXLE 





| PINIO SETTING GAUGE—Oldsmobile Pinion Setting Gauge Chart *—(Continued) 


J 21777-21 Cutlass 
Gauge Plate Olds 





| J 21777-22 
Disc—2 Req. 


J 21777-23 
i Gauge Plate 













| J 5647-37 J 21777-3 
Pilot Disc (2 Req’d) 
J 8619-13 J 21777-23 






Screw Plate 







| J 21777-1 
Body 





SETTING GAUGE—Pontiac, Pontiac Tempest and Firebird Pinion Setting Gauge Chart * 


J 8619-1 
Body Temp. 





J 8619-2 
Gauge Block 


J 8619-10 Non ‘‘C’°>B&O 
Disc—2 Req’d **C’’ Lock G & K 





J 8619-11 
Plate 





*For complete tool to service all 1965-71 Pontiac Axles order Part Number J 21777-250. 
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PINION SETTING GAUGE—Pontiac, Pontiac Tempest and Firebird Pinion Setting Gauge Chart *—Cont. 


eo 





eS) ee | ee 





J 8619-12 F.B. 8% 
) Wa clawr Temp. Temp., Pont. Pont. 81-87, 
| 
| a i J 8619-13 F.B. 8% 
Stud Temp. Temp., Pont. Pont. 814-87, 
: 
| 
J 21777-1 F.B. 8% 
Body Temp., Pont. Pont. 84-87% 


J 21777-2 
Plate 


J 21777-3 

yf 
J 21777-8 
Pilot Washer | 


J 21777-26 Non ‘‘C’’ B&O 
Plate ““C’’ Lock G & K : 


Temp., Pont. Pont. 87% | 





ws eS eo ee eee ee ee ee eee ee 





“For complete tool to service all 1965-71 Pontiac Axles order Part Number J 21777-250. 


DIFFERENTIAL TOOLS 


Se ee 






























v= -. i pers 



















= J 270-22 iapthiior tiles ‘ ALL—Spicer 23, 44 J 5292-01 ane Bearing ee 
“Cham with J 8092) ; nstaller— 
Adjusting Nut CORVAIR— 1960-64 J 6552-02 | Side Bearing 7 
Wrench patie, tees q =< Boo Remecer BU.—1963-65; 44-49 
F-85—1961-65 





i 


AMER. MTRS.— 
1955-67: 01 
1955-64: 01 (195.6) 
1965-67: 10 (199) 









Pinion Differential 
Bearing Adjusting 
Sleeve Wrench 


























Side Bearing 
Installer 






CORVAIR—1960-68 












































Differential Carrier Side Bearing F-85—1961-63 

Holding Fixture CORVETTE— Installer Adapter BU.—1961-63: 

(Used with thru 1971 (Used with 40-41-43 . | 

J 3289-20 Base OLDS.—1960-68 J 22588-02) ll lala : 

Assembly) ql 

2 * ” Base Assembly for Axle Housing 

ase Assembly use wi Holding Fixture SPEC.—1961 
(Part of J 3289-01) | } sega) 009-01" Adapter (Use F-85—1961-68 
J 7896-01, J 8763-02 with J 3289-01) 
ia 

J 5231-01 | Axle Housing CHEV., AMER. Side Bearing nowt aileneoae 

Spreader sh eal iain Installer—Right TEMP.— 1961-63 


(Used with J 8092) 


72 








J 8902 


Side Bearing 
Adjusting Nut 
Wrench 


8903 Side Bearing 
Pre-load & Back- 


lash Checking Tool 


8980 Side Bearing 
Installer—Right 
(Also Speedo 


Gear Installer) 


9537-02 | Side Bearing 
Installer (Used 


with J 8092) 


9742 Side Bearing Cup 
installer (Used 


with J 8092) 


9743 Side Bearing 


Supports (pair) 


9744 Side Bearing 


Support Remover 


21028 Side Bearing 
Iinstaller—Left 
(Also Speedo 


Gear Installer) 








21322-01/)| Ring Gear & Case 
Remover (Used 
with 54” x 11 Slide 
Hammer) 


(See J 22584) 






21683 Side Bearing Puller 
Adapter (Used 


with J 22588-02) 







21695 


— 


Side Bearing 
Installer (Used 
with J 8092) 


Positraction Coil 
Spring Compressor 


21752 








21784 Side Bearing 


Installer 





21991 Carrier Bushing 


Remover 











Left Hand Bolt and 
Sleeve Set (Use 
with J 21322-01) 


22042 
















































DIFFERENTIAL TOOLS continued) 


22166 Side Bearing 
Installer (Used 


with J 8092) 






TEMP.—1961-63 
TEMP.—1961-63 
TEMP.—1964-68 


BU.—1964: 40-41-43 
1965-67 : 43-44 
CHEV.—1964-70 
Light Duty 


22175 Side Bearing 


Installer 





J 22311 Positraction Spring 


Compressor 





22539 Side Bearing 
Installer (Used 


with J 8092) 


22584 Ring Gear & Case 
Bearing Installer 
(Used with 


J 21322-01) 


BU.— 1963-64: 44-47 
1963-65: 46-48 
1965: 45-49 


5 







BU.— 1963-65: 46-48 
1963-64: 44-47 
1965: 45-49 


22588-02| Side Bearing 


Remover 





22761 Side Bearing 


BU.— 1963-65: 46-48 
1963-64: 44-47 
1965: 45-49 


installer (Used 
with J 8092) 


22771 Side Bearing 
Installer (Used 


with J 8092) 


TEMP.—1964-68 


BU.—1964: 40-41 
1964-65: 43-44 
1968-71: 43-44-45 
OLDS.—1961-71 
PONT.—thru 1971 





22779 Side Bearing 
Preload and 


Backlash Gauge 






22888 Side Bearing 


OPEL KADETT— 
Remover 


thru 1971 


22888-9 | Side Bearing 
Remover Adapter 


Plugs 





OPEL KADETT— 
thru 1971 





22888-01)| Side Bearing 
Remover Adapter 
Plugs (Consists of 
J 22888 & 


J 22888-9) 





CHEV.—1964-67 
Dana 
CORVETTE— 
1963-67 Dana 









AMER. MTRS.— 
1965-68: 10-80 
(232-287-327) 


22907 __—| Side Bearing 


Remover 










VETTE—1965-70 


R 
By — 1965-10 22919 
E 


Side Bearing 


VELLE—1965-70 Installer 


Co 
CH 
CH 
CHEVY I1—1965-70 


22939 Side Bearing Puller 





OLDS.—1965-67 
PONT.—Late 1965-68 


Leg (Used with 
J 22588-02) 







































BU.— 1966-67: 
46-48-49 


BU.—1961-63: 
40-41-43 
CORVAIR—Late 
1964-68 
OLDS.—1961-65 


CORVETTE—1966-71 
Eaton Unit 


Posi-Traction: 
Left Side 


OLDS.—Late 1966-67 


BU.—All 
OPEL—All 


OLDS.—1967-71 
BU.—1967: 44-45 
Both Sides; 1968-70: 
Right Side Only 
1971:B, C, K, P axles 


BU.—1966—Late 
1967-68: 46-48-49 
1968-70: 43-44-45 
Left Side Only 


CHEV.—1968-69 





CHEV.—All 
PONT.—All 
OLDS.—All 
AMER. MTRS.—All 


OLDS.-F-85—1967 


EL—1968-71 


OP 
1.5 & 1.9 Liter 


OPEL—All thru 1971 





RPATE-MAHER AXLE 
DIFFERENTIAL TOOLS—continued 


J 22962 Left-Hand Bolts for 
: geo ppt BU.— 1968: 43-44-45 J 23372 a ia CAD.—1970 -71 
; with J 21322-01) 
we J 23310 J 23398 Aeiestine Nut —— 

























Thrust Washer 
Aligning Pin 





CAD.—1970-71 





J 23316 Ring Gear Guide Pin : J 23406 Cone Remover 
al (3 Required) SS, | Adapter CAD.—1970-71 
J 23317 _| Differential Bearing Jf 23409 _| Dial Indicator 
or Cone Installer SW Extension Set CAD.—1970 -71 
















= J 23322 Straddle Bearing J 23598 Side Bearing 
Ne al Installer CAD.—1970-71 Remover Plug VEGA 2908 
Side Bearing vren 208 


Installer 


J 23323 “pened Bearing J 23610 


J 8753 














Timing Case Cover 


N.— 1966-69 Seal Installer TORON.—1966-71 


il | Remover RO 
Oil Sea _ DOR.—thru 1971 





TO 
EL 





(Used with J 8092) 






















SS J 2619-01 | Slide Hammer J 9745 Rear Pinion Race 
| (>—0=0— i” x 16 Thread with | [PRO8 ie) Installer (Used TORON.—1966-71 
_ with J 8092) 


Yo" x 13 Adapter 






























Lid J 3289-01 | Holding Fixtures ; 
“er . (Used with J 22296)| ELDOR thru 1971 kash See | SORE ESC | Tino -deeart 
WA 
; : J 21022-02 | Front Pinion 
& de J 8001 Dial Indicator Raa tee SS Bearing Installer | TORON.—1966-71 
centile (Used with J 6407) 










J 21470 Output Shaft 
Bearing Installer 


Driver Handle 
(Threaded type) 






ON.—1966-71 


. — o 
DOR.—thru 1971 TORON.—1966-67 







J 21579 


~_ _— 
Ca — 


Axle Shaft Remover 
(Used as Pinion 
Bearing Preload 
Tool) (Used with 
J 21777-13) 













Puller (See J 22227, 
J 22229, J 23345) 






N.—1966-71 


R.—thru 1971 N.—1966-71 


TORO 
ELDOR.—thru 1971 
















Pinion Setting 
Gauge Body & TORON.—1966-71 
Pin Assembly 


Front Pinion Outer 
Race Installer 






RON.—1966-71 
DOR.—thru 1971 










Pinion Setting 
Gauge Plate (Used | TORON.—1966-71 
with J 21777-1) 


Companion Flange 
Holder & Remover 






RON.—1966-71 
DOR.—thru 197] 





J 8614-01 
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ae: 





RATE- MAHER, 


FINAL DRIVE DIFFERENTIAL TOOLS—continued 


Pinion Setting J 22230 
Gauge Disc (Used TORON.—1966-67 
with J 21777-1) 
Pinion Setting J 22231 
Gauge Disc (Used 
with J 21777-1) 
Pinion Setting J 22236 
Gauge Screw (Used 
with J 21579) 

J 22237 
rammee 1OEY _ 

TORON.—1966-67 


N.— 1966-71 
R.—1967-71 


















Differential Side 
Bearing Installer 
(Right) (Used 

with J 8092) 


J 21777-11 
TORON.—1966-71 















Differential Side 
Bearing Installer 
(Right) (Used 

with J 8092) 


21777-12 





TORON.—1966-71 


21777-13 Pinion Oil Seal 


ON.—1966-71 
Protector 


R 
DOR.—1967-71 





TO 
EL 



















Hub Remover 
Spacer Set 


21777-22| Pinion Setting 


Gauge Disc TORON.—1969 













C.V. Joint End 
Plate & Dust Boot 
Retainer Installer 


22193 C.V. Joint Protector 


Support Blocks TORON.—1966-67 





— 


22196-01| Axle Housing 


Spreader Spanner Wrench 


TORON.—1966-67 





Differential Adapter 
Plate (with Screws) 
(Used with 
J 3289-01) 















22198 Axle Housing Seal 
Installer (Right) 


(Used with J 8092) 






TORON.—1966-71 








22199 Axle Housing Seal 


Installer (Left) 
(Used with 
J 8092-01 Handle) 


Front Pinion Outer 

Race Remover 

(Used with J2619-01| TORON.—1966-71 
Slide Hammer) 

Pinion Assembly 

Remover & Torque | TORON.—1966-71 
Wrench Adapter 

Rear Pinion 

Bearing Installer TORON.—1966-71 

(Used with J 6407) 

rome | _ 


Differential Side 
Bearing Removing 

Adapters (Used with 
J 9746 & J 8433) 


Front Pinion Outer 
Race Installing 
Guide (Used with 
J 8092 & J 8458 
Installer) 








N.— 1966-71 


RO 
DOR.—1967-71 TORON.—1966-71 





OD _ 












22201 
TORON.—1966-71 








22208 Pinion Bearing 


Preload Gauge Set TORON. 1066-71 







22209 Ring Gear 


Installing Studs TORON.—1966-71 


























Planet Gear 
Loading Tool 


22210 Side Bearing 


Shim Remover TORON.—1966-71 









- J 22609 | Output Sh 
| ia J 22212 | Pinion Seal Installer ‘ panrine & Sling TORON.— 1966-67 
Installer eee 
| 22227 Front Pinion J 22716 Clamp Tightening 
Bearing Remover _| TORON.—1966-71 Wrench (Band-it | TORON.— 1368-71 
| \ (Used with J 8433) Type Clamp) | 











Differential Side 
Bearing Remover 
with Pilot (Used 

with J 8433) 


Differential Side 
Bearing Remover 


(Left) TORON.—1968-71 


fe J 22229 


75 


J 22756 
TORON.—1966-71 

















RATE-VAKER, 
a 

FINAL DRIVE DIFFERENTIAL TOOLS—continued 
Output Shaft 

Bearing & Slinger 

installer 
Differential Side ; 
rapes J = lees ‘eeen wees J 23345 i Bearing 
with J 8092) 
Differential Side ; 
(Right Side) reken, ei J 23692 ecu Remover 
(Used with J 8092) 
Carrier Holder 7 


PROPELLER SHAFT 


J 4174 


J 21980 Propeller Shaft 
Coupling Installer 


J 22760 


Right Hand Output TORON.—1968-71 
Shaft Seal Installer | 6) 59" ~1968.71 


(Used with J 8092) 





J 22811 





J 22812 










J 22822 













Universal Joint 
Bearing Cap 
Remover 


CAD.—thru 1969 
OLDS.—1949-67 
PONT.—1960-67 


““U’’ Joint Trunnion 
Seal Installer 











J 8853 Bearing Cap 
Remover Adapter 


(Used with J 9522) 


‘““U’’ Joint Trunnion 
Seal Installer 






BU.—thru 1971 












Torque Tube 
Bearing & Deflector 
Installer 


J 8905-01 | Propeller Shaft 


Alignment Set 





CAD.—1959-63 
















BU.— 1961-64: 40-41 
1961-68: 43-43-48-44 
1965-69: 45-49 


Propeller Shaft 
Alignment Set 


Propeller Shaft 
Coupling Remover 


my AAO J 8973-04 
MT TTT 















J 9522 Propeller Shaft 


Service Tool Set 








BU.—AIll Series 
thru 1970 


9 oes "1 
Aan 


J 9522-3 Spider Press 












Adapter for C.U. Aton ieit J 22271 Propeller Shaft 
Joint (Part of CAD.—1971 Center Ball Seal 
J 9522) PONT,—1971 Installer 






J 9738 Propeller Shaft 
Seal Installer 


C.V. Lube (U-Joint) 
Adapter 





J 22513 
J 22910 Power Train 
inclinometer 


J 22910-1 | Power Train 





BU.—1961-64: 40-41 
1961-65: 43-44 
1965-70: 45-49 


J 21007 Center Bearing 
Installer 












BU.—1961-70: 
43-44-46-48-49 





mr J 21009 Propeller Shaft 







a Center Bearing ye il Inclinometer 
Lock Nut Wrench CAD.— 1958-68 






PONT—1958-63 







AMER. MTRS.— 
1963-64: 10 (195.6) 
1965: 10 (199) 







# | J 21135-01/| Propeller Shaft 
Coupling Remover 


J 21136 Propeller Shaft 
Coupling Installer 





J 23498 Universal Joint 
Inclinometer 

J 23694 Propeller Shaft 
Seal Installer 






AMER. MTRS.— 
1963-64: 10 (195.6) 
1965: 10 (199) 










































AXLE 


CAD.—1968-69 
ELDOR.—1968-69 
TORON.—1968-69 


ELDOR.—1969-71 


ELDOR.—1971 
TORON.—1971 






CHEV.—1964-65 


CHEV.—1964-65 


OPEL—thru 1971 


AMER. MTRS.— 
1965-66 : 10-80 (232) 


AMER. MTRS,— 
1965-66 : 10-80 (232) 


BU.— 1966-68 : 45-49 


BU.—1966-70: Series 
45-46-48 


PONT.—1968 -71 


AMER. MTRS.— 
6601 (V-8); All 1967-71 


BU.— thru 1971 


BU.—1971 
OLDS.—1971 
PONT.—1971 
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STEERING : : IRE RATE: MATER 








1 STEERING STEERING WHEEL PULLERS AND TENSION SCALES 


| Steering Gear 
Tension Scale ALL CARS 
(0-47) 


CHEV.—1964-71 
CHEVY II—1962-71 
CORVAIR—1960-71 


J 5178 


Steering Wheel 


Tension Scale ALL CARS 
0-154 

















AM. MTRS.—AlI:01 


5290 1957-62 :10-80 


Steering Wheel 
Puller 


Steering Wheel 
Puller 


8129 


Steering Wheel 
Tension Scale ALL CARS 
0-157 








Steering Wheel 
Puller 


Steering Wheel PONT.—All 
Puller 

| 

q 

Steering Wheel 

{ : Puller 


J 8992 Shift Linkage F-85—1961-63 
Locating Fixture BU.—1961-63 





AMER. MTRS.— 
Steering Wheel 1963-69: 10-80 


Puller 1964-69 :01 


21232-01 


OPEL KADETT— 


21686 thru 1971 


Steering Wheel 
Puller 








Tenis MTRS.— 

; : 2 

Pivot Pin Remover |cCHEV.—1966 
Tilt & Tel.) (See BU.—1964-66 

t A.C.) )¢ CAD.—1965-66 
pre et OLDS.—1964-66 


PONT.—1964-66 
FORD—1965-67 





21854-01 


AMER. MTRS.— 
Turn Signal Cover 1964-66: 10-80 
: BU.— 1963-64 :47 
Remover & Shift 1963-65 :44-46-48 
Tube Remover 1965 :45; 1966:49 
(Tilt) CAD.—1963-64 
OLDS.—1963-66 
PONT.—1963-66 
FORD—1965-67 


J 21180 


AMER. MTRS.— 


Steering Column 1964-66 


: ; CAD.—1964-66 
Holding Fixture BU.—-1964-66 


(Tilt & Tel. Std.) OLDS.—1965-66 
PONT.—1964-66 


21970 





CAD.—1965-69 
Spring Compressor | 9; ps — 1966-69 


(Tilt & Tel.) CHEV.—1966 


AMER. MTRS.— 22191 


Lipa ee . 
: BU.— -64:4 
Spring Installer 1963-65 :44-46-48 
(Tilt) 1965:45: 1966 :49 
CAD.—1963-64 
OLDS.—1963-66 
PONT.—1963-66 
FORD—1965-67 





J 21181-01 


22192 Upper Cover 
Remover & DS. —19 
Installer (Tilt&  |°°~ 


Tel.) 


ra 


22207 Shift Tube 
Remover (Tilt & OLDS.—1966 


Tel.) 


J 21347 


Turn Signal & 
Shifter Tube CHEV.—1963-65 
Remover (Tilt) 





22598-01 


Upper Cover 

Remover (Use with | o4p _ j965. 
1 6125) (See CAD.—1965-66 
E.A.C.) 


|) J 21352 Wheel Cover CAD.—1963-64 


Installer (Tilt) 





22708 Directional Signal AMER. MTRS.— 


Cover Remover 1964-66 :10-50-80 
(Tilt & Tilt & Tel.) | CHEV.—1963-66 


AMER. MTRS.— (See E.A.C.) FORD—1965-67 


Upper Cover 1964-66 
Installer (Tilt & | BU.—1964-66 


TY | J 21853-01 





Tilt & Tel.) (See | GAti."Natts 
E.A.C.) FORD—1965-67 


OLDS.—1964-66 
PONT.—1964-66 





y 





IF 








= PATE-WAKER, ¢ E DoLs STEERING 


» ENERGY ABSORBING STEERING COLUMN 


sag wre 
J 22573 Steering Column : 
Holding Fixture fee te 
ca fee 
J 21853-01 PONT.—1967-68 


Remover (Use with| oLps.—1967-68 
J 6125) (Tilt & PONT.—1967-68 
Tilt & Tel.) sil ial 
G re, rea 
Ss 967-69 
J 21854-01 J 22599 Lock Nut Socket .— 1967-68 
| : EV.—1967-68 
(Tilt) DS.—1967-63 
NT.—1967-68 
J 22549 


J 22635 Lock Shoe & AMER. MTRS.— 

Release Lever Pin | py) \967-6¢ 

Remover & CAD.—1967-68 

Replacer (Tilt & oe etic 
Tilt & Tel.) PONT.—1967-68 

As J 22551 J 22686 Upper Bearing —1967-68 
i C4 Spacer (Tilt & Tilt AE igehee 
pr & Tel.) NT.—1967-68 

J 22568 


J 22701 Neutralizer Switch | poy7 1967-69 
Gauge Set , 
J 22708 Upper Cover a 
Remover (Tilt) CHEV,—1967-68 
J 22569 
J 22572 










AMER. MTRS.— 
1967-69 

BU.— 1967-68 
CAD.—1967-68 
CHEV.—1967-68 
OLDS.—1967-68 
PONT.—1967-68 













Upper Cover 
Installer (Tilt & 
Tilt & Tel.) 














AMER. MTRS.— 
1967-69 

BU.— 1967-68 
CAD.—1967-68 
CHEV.—1967-68 
OLDS.—1967-68 
PONT.—1967-78 










Pivot Pin Remover 
(Tilt & Tilt & Tel.) 














AMER. MTRS.— 
1967-69 
BU.—1967-68 
CAD.—1967-68 
CHEV.—1967-68 
OLDS.—1967-68 
PONT.—1967-68 
CHRYS.—1967 










Shift Tube Installer 
(Tilt & Tilt & Tel.) 


































AMER. MTRS.— 
19 

















Shift Tube BU.—1967-68 

Remover (Tilt & CAD.—1967-68 
: CHEV.—1967-68 

Tilt & Tel.) OLDS.—1967-68 


PONT.—1967-68 
CHRYS.—1967 





AMER. MTRS.— 
1967-69 
BU.—1967-68 
CHEV.—1967-68 
OLDS.—1967-68 
PONT.—1967-68 











Lower Shift Levers 
Lash Adjuster 
(Std.) 














AMER. MTRS.— 
1967-69 
BU.—1967-68 
CAD.—1967-68 
CHEV.—1967-68 
OLDS.—1967-68 
PONT.—1967-68 










Snap Ring 
Remover & 
Installer (Std.) 












J 23056 Neutralizer Switch | TEmMp.—1968 
Gauge Set FIREBIRD—1968 





AMER. MTRS.— 
1967-69 
BU.—1967-68 
CAD.—1967-68 
CHEV.—1967-68 
OLDS.—1967-68 
PONT.—1967-68 















Shaft Bowl Bearing 
Installer (Std.) 
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STEERING 
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J 5787 


J 5813 














J 1614 
J 5754 


J 5755 





















J 5822 
J 6219 







Steering Gear 


Pivot Pin Remover 
(Tilt & Tilt & Tel.) 


Spring Compressor 
(Tilt & Tel.) 


Lock Plate 
Compressor (Tilt 
& Tel.) 


Shift Tube 
Remover (Tilt & 
Tilt & Tel.) 


Shift Tube Installe 
(Tilt & Tilt & Tel.) 


Pitman Bushing 
Driver 


Steering Gear 
Mainshaft Bearing 
Cup Remover 


Steering Shaft 
Worm Bearing Cup 
Installer 











Pitman Shaft 
Packing Retainer 
Protector 









Pitman Shaft Seal 
Installer 


Steering Gear 
Mainshaft Bearing 
Cup Remover (Use 
with 2619-01) 


Pitman Shaft Oil 
Seal Installer 














































AMER. MTRS.— 
1958-68 
10-80; 1970-71 All 























ALL GM—1969-71 
AMER. MTRS.— 
1970-71 


ALL GM—1969-71 


ALL G@M—1969-70 









ALL GM—1969-71 
AMER. MTRS.— 
1970-71 


ALL GM—1969-71 
AMER. MTRS.— 
1970-71 


MANUAL & POWER STEERING GEAR 







CHEV.—1964-71 
Standard Steering 
CHEVY I1—1962 
CORVAIR—1962 
PONT.—1949-71 


BU.— 1960 
PONT.—1955-67 
AMER, MTRS.— 
1958-67 :10-50-80 
1968-70 All 


AMER. MTRS.— 


1958-63 


BU.—1960 
CHEV.—1955-71 
Standard Steering 


CHEVY II—1961-63 
CORVAIR—1961-63 


PONT.—thru 1971 


BU.— 1955-60 
CHEV.—1955-61 
Standard Steering 
PONT.—thru 1963 


CHEV.—1955-61 
Standard Steering 
PONT.—thru 1965 





CAD.—All 
CHEV.—1968-71 
SPEC.—All 



























BU.—1961-63; 44-46 
47-48 
CHEV.—2955-71 





J 23074 


J 23131 


J 23193 


J 23653 


6278 


6657 


7133 


7170 


7171 


8810 


8811 


8987 


9225 


mn 
S 
= 
= 
— 
S 
= 
re 
5 
= 
= 
> 
m 
> 
WY 
> 
> 
_ 
By 
w 
By 
2 
= 
> 
W 
~ 
> 
= 
= 
> 
S 
S 
S 
= 
2 


Steering Column 
Holding Fixture 
(All) 


Upper Steering 
Lock Plate 
Compressor 
(Standard & 
Tilt Column) 


Lock Nut Socket 
(Tilt Column) 


Lock Plate 
Compressor (All) 


Pitman Shaft 
Bearing Remover 
& Installer 


Pitman Shaft 
Needle Bearing 
Remover & 
Installer 


Pitman Shaft 
Bushing Remover 
& Installer 





Steering Shaft 
Bearing Cup 
Installer 


Pitman Shaft Seal 
Installer 


Pitman Shaft 
Bushing Remover 
(Use with J 8092) 


Pitman Shaft Seal 
& Upper Worm 
Bearing Installer 
(Use with J 8092) 


Pitman Arm Nut 
Wrench 


Pitman Shaft Seal 
Installer 











ALL GM—1969-71 
AMFR. MTRS.— 
1970-/1 


ALL GM—1969-70 
AMER. MTRS.—1970 


ALL GM—1969-70 


AMER. MTRS.— 
1970-71 
ALL GM—1971 


AMER. MTRS.—1971 


OLDS.—1956-71 
CHEV.—1964-71 
PONT.—1956-71 


BU.—1961-71 
CAD.—1963-71 


AMER. MTRS.— 
1968-70 All, 1958-67, 
10-50-80 


AMER. MTRS.— 
1968-70 All, 1958-67, 
10-50-80 


AMER. MTRS.— 
1968-70 All, 10-50-80 


BU.—1961-71 
OLDS.—1961-71 


BU.—1961-71 
OLDS.—1961-71 


BU.—1961 with 
Power Steering 





CHEV.—1961 





GEA Ft_-;continued) 


J 22407 












Pitman Shaft 
Bearing Installer 
(variable ratio) 


Pitman Shaft 
Bushing Remover 
& Installer 


=—\ | J 9226 





CHEVY I1—1962-63 







Pitman Shaft 
Needle Bearing 


J 23645 





Pitman Shaft Seal 


BU.—thru 1971 
Installer 





Installer (Use with 
J 7079-2) 
















J 21712 Steering Gear 
Pinion Mounting 


Sleeve 






OPEL KADETT— 
thru 1971 





Cah 








STEERING LINKAGE 


AMER. MTRS.— 
J 3295 Steering Arm Ball 1959-67: 10-50 J 9280 Steering Linkage 
A -71 All 
A Stud Remover Bo 186s eaTeaR Grease Gun 
J 9280-5 Suspension Joint 
J 5504 Pitman Arm Puller | 94 9S.—thru 1970 Grease Gun Tip 


BU.—thru 1971 (Use with J 9280) 


J 21687 Relay Rod and Ball 


Stud Remover 


AMER. MTRS.— 


Pitman Arm Puller 1964-71 


J 5566-04 
J 6632 
J 8990-01 


J 9172 


CHEV.—1955-71 
CHEVY I1—1961-71 
CORVAIR—1960-71 
CAD. ELDORADO— 
1968-71 


J 21930 Tie Rod End Pulle 


Pitman Arm Puller 





Steering Linkage & 
Ball Joint Puller 





CAD.—1961-71 J 22292-01 


Linkage Puller 








AMER. MTRS,— 
1964-71 
CAD.—1961-71 
PONT.—1958 -71 










Pitman Arm Puller 






fe 


POWER STEERING 









CHEV,—1959-68 Piston Ring 


Spanner Wrench 


= | 


- J 5176-01 Power Steering 
; ‘d Checking Gauge 






Compressor (3%) 





con — 


G M—thru 1971 











) 0-2000 Ibs. (See 
) TSA an st C2408) J 6217 Valve Connector 
Seat Installer 
eo, | J «5188 Valve Cover Seal | ALt—with Saginaw 
| Installer Power Steering Pump 

J 6221 Adjuster Plug 





Pump Shaft 
Bearing Installer 


PONT.—AIll Roto 
type pumps 





Bearing Remover 
& Installer 





eh | J 5440 




















STEERING 


OLDS.—1969-71 
CAD.—1966-71 

CHEV.—1969-71 
PONT.—1969-71 


VEGA 2300 


CAD.—1961-71 


CAD.—1967-71 


OPEL KADETT— 
thru 1971 


CAD.—1961-71 


ELDORADO—1967-71 


TORONADO— 
1966-71 


BU,—1956-58 
CAD.—1956-58 
CHEV.—1955-61 
OLDS.—1956-58 
PONT,—1956-58 


AMER. MTRS.— 
1964-71 

BU.—All thru 1971 
CAD.—All thru 1971 
CHEV.—AIll 
CHEVY II—1962-71 
OLDS.—1957-71 
PONT.—1956-71 


BU.—1961-71 
CAD.—1956-69 
AMER, MTRS.— 
1964-71 
PONT.—1956-71 
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STEERING 


































































































































































































































































CHEV.—1961-63 
BU.—1961-71 8818-01 Pump Shaft Seal CHEVY I1—1962-63 
CAD.—All thru 1971 Installer F-85—1961-63 
; CHEV.—1963-71 BU.—1961-63 
! a ' J 6222 Adjuster Plug Seal | F-85—1965-67 
— Protector mae 
| - ; AMER. MTRS.— 
{ Ee aaa J 8841 Pump Shaft Oil —_| 1960.67 
Seal Installer (6 cylinder) 
W/Thompson Pump 
q AMER. MTRS.— 
J 7141 Adapter for : 1960-71 
a= J5176-01 Power | POXT—1958-65 48842 | Pump Shaft Oi | (Shiner Thompson 
| Steering Gauge ca! Remover pine. 1965 V-8 Eaton 
qj BU.—1961-71 
i : 46-48-49 J 8937 Power Steerin CHEV.—1961-63 
| J 7576 pack Tinton CHEV.—Truck 1971 Ball Seat Remover CHEVY II-1962-63 
| nstaller PONT.— 1959-71 % inataltar PONT.—1962-65 
the ah 
V.—1963- 
BU.—1961-71 J 8947 Telfon Seal TEMP.— 1964-71 
| : ene ia = Went 
| . V.—1959- MERC.—19 
! J 7624 Bearing Pre-Load nag gh 
| : PONT.—1959- 
i Spanner Wrench AMER. rags 
FORD MERC.— J 9152 Oil Pump Seal BU. SPEC.—1961-63 
1965-67 Installer 
: J 7715 Pressure Gauge J 21000 Power Steering 
: (2000 Ibs.) (Part | ALL GM—thru 1971 Pump Oil Seal CAD.—1963-66 
; my, of J 5176-01) Protector 
a ; J 21001 Power Steering 
—— J 7728 Pump Shaft Oil BU.—1961-71 . 
» ania CAD.—1959-71 Pump Oil Seal sida 
—— me Seal Installer installing 
J 8524 Bearing Remover | ey¢y — 1960-71 J 21239 Pump Pulley CHEV.—1967-71 
& Installer Remover 
— dé 22551 Pitman Shaft 
eines J 8642 Pump ShaftSeal |i. Bearing Remover | Amer. MTRS.—’ 
Protector All V-8 —* & Installer (Use =| 1964-71 All 
) with J 8092) 
AMER. MTRS.— 
Pull wie 1964-71 All 
J 8646-02 | Pump Pulley 1960 -71 =— | J 21552 Rack Piston Arbor | BU.—1961-71 
Remover (6 cylinder) CAD.—1959-69 
W/Thompson Pump PONT.—1959-68 
OLDS.—1959-68 
; AMER. MTRS.— : 
J 8647 Pump Shaft Oil 1960-61 J 21553 Pitman Shaft Seal | amer. mtrs.— 
Seal Remover oe W/Thompson Installer 1964-71 All 
ump 
; AMER. MTRS.— 
J 8648 Pump Shaft Oil adam J 21554 Adjuster Plug Seal | 1964-71 ail 
| Seal Installer 01-10 W/Thompson Installer FORD—1965-67 
| Pump W/Saginaw Gear 
| 
AMER. MTRS.— 
| J 8649 Pump Shaft 1960-71 J 21567 Pressure Gauge & AMER. MTRS.— 
| 6 cylinder) > - 
Support W/ Thompson — Hose Assembly 
, 
AMER. MTRS.— : 
a J 8659 Outlet Valve Conn. | 1960-71 J 21883 Steering Pump CAD.—thru 1971 
Seat Remover (6 cylinder) Pulley Puller 
W/Thompson Pump 
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STEERING 








J 22326 Power Steering _joee. ‘ 
Checking Gauge | Temp.—1966-71 , (ee. | cnee cane 
Adapter (Use with | 0LDS.—1967-71 ' if 
J 5176-01) CAD.—thru 1971 nstaller 

J 22616 Power Steering J 23452 Power Steering AMER. MTRS.— 
Pump Shaft Seal | Cf0—lSe7 77 Pump Seal 1965-71 
Protector Installer Eaton Pump 

\ 


I TE I eae 


a2 


Pe ee 














SUSPENSION 
CHASSIS ¢ WHEELS 























q 
{ J 5680-01 
| c— 5s5]| J 5888 
fs} | J 6446-01 
| —) J 6627 
| : J 7052 
| : 
| 
J 7167-01 
J 8806-01 
— 
GSO 9 J 8999-04 
a7 


= = J 9231-01 Caster Camber 
Adjusting Wrench 
(134", 2" sq. drive) 
J 9447 Front Suspension 
Ratchet Wrench 
| J 9502-01 Front Upper 
Control Bushing 
Remover & 
Installer Set (In- 
cludes J 9502-3) 
| J 9502-3 ‘‘C’’ Washer 
Upper Control Arm 
Bushing (Part of 
J 9502-01) 
J 9514 Lower Control Arm 
Spacer 


Front Suspension 
Bushing Installer 
Set 






Steering Knuckle 
Spherical Joint 
Remover 





Upper & Lower 
Control Arm 
Bushing Remover 
& Installer 








Upper Control Arm 
Spreader 







Ball Stud Remover 


Front Suspension 
Service Set 





Ball Joint Installer 





*Part of J 21474-01 Set. 
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Crow Foot Adapter | cap — 1968-69 
(134", 12" sq. drive) 


Ball Joint Remover 





CONTROL ARMS (FRONT & REAR) 






CHEV.—1964-70 
CHEVY Il—1964-70 
CORVAIR—1964-68 





PONT.—1968 
TE MP.—1958-68 
VAUX.—All 











CHEV.—1958-70 
CORVAIR—1960-64 
PONT.—1961 


PONT.—1958-70 


OLDS.—1961-71 
Bu.— 1961-71 
PONT.—1969-71 


CAD.—1961-71 


CAD,—1961-67 
















AMER. MTRS.— 
1962-67: 10-80 


TE MP.—1962-70 


OLDS.—1965-67 
CHEV.—1964-70 
PONT.—thru 1970 


CHEVY IIl—1962-70 


OLDS.—1962-67 











AND BALL JOINTS 


S68 


= 
(= 
NO 
ray 
. 
~J 
= 
= 


| 


“WAKER 


J 9519-01 


J 9568 


J 9584 


J 9656 


J 9669 


J 9670 


J 21027 


J 21058 


J 21240 


J 21474-01 


*J 21474-2 


*J 21474-3 


*J 21474-4 


*J 21474-5 











— 
& 





CHEV 1968-71. 

Ball Joint Remover! oLps_—i964-69 
Installer BU.—1963-71 

& Installe 41-43-44-46-47-48-49 

PONT.—1967-71 










Upper Control Arm — 
Bolt Holder OLDS,—1962-63 


Control Arm 
Bushing Remover 
& Installer Set 
(Use with J 21894) 


PONT.—1965-70 


Ball Joint Stud 
Remover (%¢-18 
Thd.) 


AMER. MTRS,— 
1964-71 


dr Upper AMER, MTRS.— 
data iam 1965-69:10-50-80 


Special Chassis 
Lubricant Gun 
(Blue) 


AMER. MTRS,.— 
1962-63 
10-80, 1964-70 All 


Rear Axle Control 
TEMP.—1963 


AMER, MTRS.— m 


1970-71 
CHEVELLE—1964-70 
CHEV.—1964-70 
CORVAIR—1964-69 
CHEVY I1—1964-70 


Arm Bushing Re- 
mover & Installer 


Lower Control Arm 
Bushing Tool Set 


Lower Ball Joint 
End Play Checking 
Gauge 


BU.—1961-71 
AMER. MTRS,— 
1970-71 


Control Arm Bush- 
ing Service Set 





Rear Upper & 





Lower Control ae 
Arm Spacer 
Rear Upper & PONT.—1964-70 
“plata! cigs Arm g H EV.— 1964-70 
ushing Remover .—1964- 
i iostatine FIREBIRD—1967-69 
OLDS, —1960-71 
Screw Assembly PONT.—1964-71 
TEMP,—1964-71 
OLDS,—1964-71 
PONT,—1964-71 
TEMP,—1964-71 
CAD.—1964-71 
OLDS; 1964-71 
Rucerver PONT.—1964-71 
TEMP,—1964-71 








SUSPENSION 
CHASSIS ¢ WHEELS 





© CONTROL ARMS (FRONT & REAR) AND BALL JOINTS _ continues 


J 21878 
J 21894 
J 9584) 
J 22175 Lower Control Arm |oyey.—1965-71 
Bushing Receiver 
J 22222 Control Arm Bush- |e, porapo— 
ing Remover & 1967 -71 
installer Set (Use = 
with J 21474-3-5) : 
DORADO— 
J 22234 Front Knuckle 167-88 
Seal Installer 1966-67 ae 
C) J 22269-01 | Front Upper 
| Control Arm Bush- |o,maro—i970 
ing Remover & 
Installer 


J 22323 








Lower Control Arm 
Spacer (Use with 
J 9519-01 & 

J 21058) 











*jJ 21474-6 Remover & 
Installer Carrier 


Bushing 







CHEV.—1967-71 
OLDS.—1964-71 
PONT.—1964-71 


VAIR—1965-68 
V.—1965-70 


















Lower Control Arm 









*J 21474-8 Lower Control Arm | cHEV.—1966-71 OLDS.—1970-71 
Fromt& Rear oieeviieen, «| 2, LD Piatoreea (ERATE He 
Bushing Remover TEMP. — 1964-71 SY = 










CHEV.—1964-71 

*J 21474-12 | Space-Lower OLDS.—1964-71 

i PONT.—1964-71 

| vonire TEMP.—1964-71 















| *j 21474-13 | Installer Lower a Or ice 
: Control Arm Bush- PONT.—1964-71 
ing Rear Front TEMP.—1964-71 
















*J 21474-15 | Adapter-Rear PONT.—1965-67 
- | TEMP.—1965-67 
Control Arm bush PHEV ~196h89 






ing Receiver 









J 21474-16 | Rear Control Arm | 2409-12269 
Bushing Receiver | TEMP.—1965-67 























J 21474-17 | Rear Control Arm 
Bushing Receiver 


Lower Control Arm 
Bushing Set 


; ELDORADO— | 

J 22517-01 | Torsion Bar Lo 
OR -- i 

Unloader 1066-71 | 

) 


DS.— 1966-69 


_ i L 
PONT.—1965-67 HEV.—1967-70 


0 
Cc 







| J 21482 Front Upper CHEV.—1964-70 
PONT.—1967-68 
ep cain FIREBIRD—1967-68 













J 21613 Front Suspension 
Lower Control Arm 
Front Bushing 
Service 


PONT.—1964 





















AMER. MTRS,— 


B ud 
all Stud Remover | ete OL ie7671 All 


(6-20 Thd.) 


a J 21628 


J 21690 











Lower Control Arm 
Ball Joint Remover 
& Installer Sleeve 
(Use with J 9519- 
01) 


le J 21830 Rear Suspension 


Control Arm 
Bushing Set 










BU.—1967-71 li 


OPEL KADETT— PONT,—1967-71 i 


thru 1970 










CHEV.—1965-70 
CORVAIR—1965-68 










J 21844 Torque Arm 
Bushing Installer 





CORVAIR—1965-68 






i 
J 22545 Rear Control Arm i 
Bushing Installer |0L9S.—1966-70 i 
Receiver ; 
J 22610 Spherical Joint | 
pherical Join _ i 
jean Bond Installer ‘sean i 
Adapt. 14” Drive 
(34" double hex 
i 
Jj 22717 Lower Control Arm CHEV.—1967-69 
1 asia) Stake Remover ‘ 
i 
J 22780 Ball Joint Remover F.B.— 1967-70 i 
& Installer \ 


J 22618 Upper Control Arm 
Torque Wrench 

socket) 

J 22668 | Rear Axle Bushing Amer. mTRs.— , 

Service Set 1967-69 | 

J 22818 Control Arm Bush- ae i 

=) ing Receiver (Use lama C i 

with J 21474) : 

i 

*Part of J 21474-01 Set. 4q 





J 21859 Drive Spindle 
Flange Remover 





CORVAIR—1965-68 









J 21876 Front Suspension 
Lower Control Arm 
Bushing Set 






CORVAIR—1965-68 






G 
as 
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SUSPENSION 


CHASSIS «© WHEELS 


















J 22899 Front Upper 
Control Arm 


Bushing Receiver 


J 23415 Chamber Adjusting 
PONT.—1968-69 CAD.—1970 
? Wrench (114") 





J 23473 Upper Control Arm| AMER. MTRS.— 


: 1970-71 
Bushing Remover | 9) ps —1970 all 


& Installer “C” Axle 









Front Knuckle 
Outer Seal Installer 


J 23114 ELDORADO— 


1969-70 





J 23514 Front Upper 
ing Remover & 
Installer 






Front Knuckle 
Inner Seal 
Installer 


J 23115 






ELDQRADO— 
1969-70 





ELDORADO—1971 


J 23402 TORONADO—1971 


J 23705 Upper Rear Control 


Lower Ball Joint OPEL— thru 1970 
Arm Spacer 


Checking Gauge 




























Rear Spring 
Bushing Remover 
& Installer 


J 6840-01 Air Suspension 
Pressure Gauge 


(0-400 Ibs.) 


CAD.—All 
AMER. MTRS.—AIl 
Flash-o-matic 


CHEV.—1967-70 


















6874-01 Front Coil Spring 


Compressor 


Front Coil Spring 
Compressor 


V.—1958-63 


: _ - 
EV. 11—1962-63 TEMP.—1964-67 












CH 
CH 



















CAD.—All with air 







Automatic Level 


J 22695 














6888 Valve Core ide 
Remover & OLDS.—All with air Control Pressure | pont.—1967-70 
Reni ride Gauge Assembly 
epiacer PONT.—All with ai (Part of 22124) 
ride 
Front Coil Spring CHEVELLE 1967-70 
Qo 7592-01 | FrontCoil Spring | pont—1958-67 Remover & PONT.-FIREBIRD— 
hed) Compressor Installer nee 
CHEV. TRUCK— 


1968-70 :10-30 









Leaf Spring Front 
Bushing Remover 


Front Coil Spring 
Compressor (Pair) 


AMER. MTRS.— 


1958-69 :01-30-70 FIREBIRD—1967 








$552 Front Coil Spring 


Remover & 
installer 






Front Coil Spring 
Compressor 


BU.—1961-70 CORVETTE—1968-70 



















Front Coil Spring 
Remover & 
Installer 





J 21689 CHEV.—1968-71 


Front Leaf Spring ALL PONT.—1968-71 


Compressor 


OPEL KADETT— 
thru 1970 











E2 — 
J 23123-01 | Front Coil Spring uEe wee 
7 7 Remover & 1958-69:10-80 
Installer 
J 23474 Front Coil Spring AMER. MTRS.— 
Compressor 1971 All 
J 23740 Front Coil Spring | py _1971 
Compressor 








21999 Automatic Lever 
Control Valve 
Assembly Set 


(Part of 22124) 






CAD.—1965-70 
CHEV.—1965-68 
OLDS.—1966-67 
BU.— 1966-70 


/ \) 
ala 








22124 Automatic Lever 
Control Pressure 
Gauge Assembly 
(See J 21999) 


(0-300 Ibs.) 











CAD.—1965-70 
CHEV.—1965-68 
BU.— 1966-70 
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i 














1644-02 


7i3s7 


J 554-C 


—_ 


8148 
J 8349 
8351 


8456 


8458 





























with J 7079-2) 




















Hub & Drum Bolt 
Peening Tool 

Includes Punches 
J 554-3-%._" 
J 554-4-7,," 
J 554-11-34” 
J 5554-18-14" 


Rear Wheel Hub 
Puller 


Front Hub Inner 
Bearing Installer 
(Use with J 8092) 


Bearing Cup 
Inserter (Use with 
J 8092) 


Front Hub Inner 
Race Installer 
(Use with J 7079-2) 


Front Hub Outer 
Race Installer (Use 


Front Hub Grease 
Retainer Installer 
(Use with J 8092) 


Front Hub Outer 
Bearing Cup 

Installer (Use with 
J 8092) 


Front Hub Inner 
Bearing Cup 
installer (Use 
with J 8092) 





















8849 


ALL CARS 
8850 


8914 





AMER. MTRS.—AIl 





21010 





P.—1961 
TRUCK—1969 


21011 





CHEV.—1946-58 
CORVAIR—1960-63 









CHEVY I1—1962-63 22214-02 


CORVAIR—1960-63 








22823 






CHEVY II—1962-63 
CORVAIR—1960-63 





CAD.—All 23054 
J 23672 

CAD.—All 

CAD.—All 


SUSPENSION 


CHASSIS ¢ WHEELS 


Front Wheel Outer 
Bearing Cup 


Installer (Use with 
J 8092) 






Front Wheel Inner 
Bearing Cup 


Installer with 
J 8092) 


Front Wheel Inner 
Bearing Cup 
Installer (Use with 
J 8092) 


Rear Wheel 
Bearing Oil Seal 
Remover 


Rear Wheel 
Bearing Oil Seal 
Installer 


Front Hub Wheel 
Bearing Remover 


Front Wheel 
Grease Retainer 
Installer 





Radial Run Out 
Gauge 


Radial Run Out 
Dial Indicator 
Adapter (Use 
with J 8001) 





CHEV.—1961-63 
CORVAIR—1961-63 
TE MP.—1961-70 
CAD.—1967-69 


CHEV.—1961-63 
CORVAIR—1961-63 


TEMP.—1961-70 


CAD.—1963-69 


CAD.—1962-69 


ELDORADO— 
1967-71 
TORONADO— 
1966-68 


AMER, MTRS,— 
1965-70 


PONT,—1968-71 


(UNIVERSAL) 
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J 628 Brake Bleeder 
Tube #10-32 Thd. 


Fitting 


CHEV.—thru 1963 


Cat 
eid 
lala 
aa 
=a 
a= 





Brake Adjusting 
Tool 













CAD.—thru 1962 
OLDS.—thru 1963 
PONT.—thru 1968 





Brake Adjusting 
Tool 








Brake Adjusting 


BU.—thru 1970 
Tool 





Power Brake Push | Benbix 1 195-1200 
Rod Height Gauge | CAD.—1968 


=o 












Brake Cylinder 
Clamps—(Set of 4) 


ALL CARS—except 
disc brakes 





Brake Spring Pliers 










Power Brake Push 
Rod Height Gauge 


DELCO MORAINE— 
1.834-1.832 





PONT.—1961 


J 8915 Brake Adjusting 
Tool 

J 9477-01 

J 9485 
— 

J 9540 

J 9571 

J 9746 Press Plate 








Brake Bleeder 
Adapter—Single 
Master Cylinders 














X—1962-63 









Brake Adjusting 
Tool 


TEMP., FIREBIRD, 
PONT.—1961-68 
























Vacuum Power Lae MTRS.— 

Cylinder Spanner DIX 1962. 
BEN DIX—1962-68 

Wrench (See CAD.—1966-68 






DELCO MORAINE— 
1964-68 





J 22676) 











Rear Shell Seal 


BENDIX—1962-67 
Installer 








Power Brake Push 


BEN DIX—.995-.990 
Rod Height Gauge 








DELCO—1964-68 
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Drum to Brake Shoe 
Clearance Gauge 
(7” to 12” Drums) 





ALL CARS 





Power Brake Push 
Rod Height Gauge 


DELCO MORAINE— 
1.218 1.223 


Brake Self 
Adjusting Lever 
Unlocking Tool 





BU.—thru 1970 





Brake Bleeder 
Wrench—%_" & 
3" Hex 





DELCO MORAINE— 
BEN DIX—1962-70 













Brake Bleeder 
Adapter—Single 
Master Cylinder 





0 MORAINE— 


DELC 
BEN DIX—1964-66 


Brake Bleeder 
Adapter— Dual 
Master Cylinder 





DELCO MORAINE— 
CAD.—1964-66 


Power Brake Piston 
Remover & Installer 


DELCO MORAINE— 
1964-68 


Power Brake 
Retainer Installer 


DELCO MORAINE— 
1964-68 


Brake Backing Plate 
Aligning Arbor 
(2 req’d.) 


OPEL KADETT— 
thru 1971 


Master Cylinder 
Piston Installer 


OPEL KADETT— 
thru 1971 


Brake Bleeder OPEL KADETT— 


Adapter thru 1971 
Brake Drum BENDIX 
Spring Installer AMER. MTRS. 


Power Brake 
Piston Retainer 


DELCO MORAINE 
CORVETTE—1965-67 


Power Brake Front | DELCO MORAINE 
Piston Seal Installer| CORVETTE—1965-67 


Power Brake Piston 
Rear Seal Installer 


DELCO MORAINE 
CORVETTE—1965-67 





D BRAKE ‘cominuee 


i | | J 21994 


























Brake Bleeder 
Adapter—Single 
Master Cylinders 


Disc Brake Piston 
Dust Seal Installer— 
24" 








CO MORAINE 


EL _— 
ORVETTE—1965-66 BEN DIX—1967-68 


D 
C 












J 22642 






















































J 22364 an to — Shoe J 22644 Power Brake Push _ | pENDIX—1967-68: 
earance Gauge Rod Height Gauge | 1.225-1.220 
(7” to 15” Drums) g g 
J 22385 Stop Light Sending 
Unit Socket, Oil AMER. MTRS.— J 22647 Power Brake Push | fr¢0, MORAINE— 
Pressure Sending 1966-67 Rod Height Gauge _ | .1875-..1885 
Unit Socket 
va 
| J 22429 Disc Brake Piston OPEL KADETT— J 22651 Power Brake Push | MIDLAND ROSS— 
Retaining Tool thru 1971 disc brakes Rod Height Gauge 1967-68: 1.097-1.100 
J 22430 Disc Brake OPEL KADETT— 


Expander thru 1971 


J 22657 Power Brake 
Bushing Retainer | jgg7.cgNP ROSS— 
Socket 
J 22658 Power Brake Valve 
Body Remover & =| {j,DLAND ROSS— 
Installer 
J 22664 Power Brake AMER. MTRS.— 
i i 1965-7 
Ancinehie BENDIX—1967-68 
J 22674 
J 22677 


AMER. MTRS,— 
; 1968-70 
J 22733 Diaphgram Seal CHEV,—1968 
Protector (Bendix | Bendix Dual 
PONT.—1967-70 
Dual) CAD.—-1968-69 
OLDS.—1967 


J 22742-01 
J 22793 


J 22801 









Brake Bleeder 
Adapter— Dual 
Master Cylinders 






DELCO MORAINE— 
BEN DIX—1967 -70 


















Brake Bleeder 
Adapter (Dual 


J 22489-01 

J 22489-1 
Master Cylinder) 
(Part of J 22489 -01) 

J 22489-12/| Bleeder Adapter 
Cables (Use with 
J 22489-1) 

J 22591 

J 22592 

J 22626 

J 22628 

J 22629 

J 22638 

J 22639 Disc Brake Piston 
Ring Compressor— 
134" 







DELCO MORAINE— 
BENDIX 
CAD.—1967-71 














Disc Brake Piston 
Retainer 


DELCO MORAINE— 
1967-68 








CAD.—1967-71 

























Vacuum Power 
Cylinder Bolt Set 
(Use with J 9504) 


Disc Brake Piston 
Ring Compressor— 
26" 






DELCO MORAINE— 
1967-68 





OLDS.—1967 






























Power Brake Shell 
Seal Installer 


Disc Brake Boot 
Seal Installer—2'4," 


DELCO MORAINE— 


1967-68 BEN DIX—1967 69 






Disc Brake Piston 
Ring Compressor— 
24%" 





BEN DIX—1967-68 


















Disc Brake Boot 
Seal Installer—17,” 


DELCO MORAINE— 
1967-68 
















Disc Brake Piston Disc Brake 
Ring Compressor— epee MORAINE— Metering Valve CAD.—1967-70 
1%" Retainer 










PONT.—1967-69 




















Disc Brake Boot DELCO MORAINE Molerity Vales Ute Gt ag da 
Seal Installer— 13g” | CORVETTE—1967-68 Avtostar BU.— 1968-70 






BENDIX & DELCO 





Disc Brake Pad 
Spacer 





DELCO MORAINE 


CORVETTE—1967-68 PONT.—1967 -69 
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BRAK E- continued) 
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J 22805-01 


22835 





22839 


22884 


= 


22893-01 


22904 


23017-01 


23101 


23108 


23175 


23188 













Power Brake 
Vacuum Booster 
Holder 


Caliper Sleeve 
Seal Protector 


Power Brake 
Diaphgram Plate 
Holding Fixture 


Brake Booster 
Compressing 
Fixture 


Brake Vacuum 
Booster Separating 
Adapter 


Disc Brake Dust 
Boot Installer 







Serrated Bit 10 mm 


Diaphgram Plate 
Separator 


Internal Vacuum 
Leak Tester 
0-30 Ibs. 


Control Valve 
Installer 


Bearing Seal 
Protector 




























AMER. MTRS.— 
1965-70 
PONT.—1968-71 
CHEV.—1968-71 


CAD.—1968 


CHEV.—1968-71 
BENDIX—Dual 
Diaphragm 
CAD.—1968 


CAD.—1968-71 


CHEV.—1968-71 
PONT.—1968-71 


CHEV.—1968-71 
Single Piston 
disc brake 
PONT.—1968-71 
CAD.—1969-71 


OPEL—disc brakes 


DELCO—1969-71 
dual Disphragm 







CAD.—1966-71 









DELCO—1969-71 
dual diaphgram 










DELCO—1969-71 
dual diaphgram 






























SB _ 





















J 23470 
J 23518 


J 23572 


J 23709 


J 23730 















Reaction Piston 
Gauge 








Reaction Piston 
Gauge 





Metering Valve 
Depressor 





Brake Booster 
Separating Fixture 





Park Brake Cable 
Adjusting Gauge 





Reaction Piston 
Gauge 





Brake Bleeder 
Adapter 


Dust Boot Installer 





Combination Valve 
— Metering Valve 
Actuator 


Self Adjusting 
Drum Brake 
Releasing Tool 








CAD., DELCO 
MORAINE—1969-71 


PONT.—1969-71 
CHEV.—1971 


CAD.—1970 
disc brakes only 


BENDIX & DELCO— 
dual diaphragm 


AMER. MTRS.— 
1970-71 


OLDS.—1970-71 


ALL G.M. 





VEGA 2300 


ALL—Delco, Kelsey- 
Hayes & Bendix 
Valves 


VEGA 2300 





BODY AND 


BATE- MAKER, ACCESSORIES 
peoor & TRIM TOOLS 


=~ , J 21688 Door Hinge Pin OPEL KADETT— 
ALL CARS 
if Se El cae _— _ 
eos J 21928 Front Compartment 

J 2772 a ALL CARS Torque Rod CORVAIR—1965-68 

seid Adjusting Tool 

J 22213 Remote Mirror 

ALL CA .—1963-71 
_ eae: | sca = 
al _ 


J 22382 






Trim Pad Remover 









Rear Deck Lid 
Torsion Rod 
Adjusting Tool 


Trim Nut Drive 
Socket—5" 






BU., OLDS., 
PONT. —thru 1963 


U., OLDS.— 
Bo dy, 1966-70 











B 
E 





















Trim Nut Drive 
Socket—14" 









BU., OLDS., 


Open Hood Safety 
PONT.—thru 1963 


Stop (Set of 6) 


J 22413 Door Hinge Screw | AMER. MTRS.— 
Driver Bit— PONT. FIREBIRD— 
#4 Posi-drive 1967 

J 22585 Door Hinge Bolt HEV. TRUCK—196 

J 22675 Door Hinge Bolt 
Wrench—_" CORVAIR—1968 
Loc-rite 

J 22710 


J 22729 


CHEV.—1965-71 









Door Hinge Socket 
& Ratchet 





CORVAIR—1960-63 




















Hood Hinge Spring 
Remover & Installer 


F-85, PONT.— 
thru 1965 


UNIVERSAL 
UNIVERSAL 


CHEVY Il, 
BU. SPEC., 
TEMP.—1962-63 


ALL CARS 
ALL CARS , 


ALL—Bath Tub 





Spot Weld Cutting 
Tool (With 3 extra 
blades) 









Replacement 
Blades for 
J 8943-01 
(Set of 6) 








Vinyl Roof 
Molding Installer 






ALL GM—thru 1968 
















Rear Deck Lid 
Torsion Bar 
Remover & Installer 


ALL GM—(B,C&E 
Body) 1967-71 
GM—(E Body) 1970 


J 22732 Door Lock Striker AMER. MTRS.— 
Wrench 1967-71: 10-30-70-80 

J 22810 Door Hinge A Body 1988 F 
Wrench—4” B & C Bodies, 1969 

J 22901 Glove Box Nut PONT.—1968-70 
Wrench 









Front Door Hinge 
Bolt Wrench—%_" 













Door Handle Clip & 
Trim Pad Remover 














Fabric Roof Cover 
Trim Knife 





7 
J 21092 
J 21214 








Rocker Panel 











































Moulding Clip Pliers | Type Clips 
J 21412 el ok ta ALL @M—CA body) J 22977 | Lock Tumbler AMER. MTRS.— 
1964-68 Filing Fixture 1968-71 
Remover & Installer thes 
: ALL GM—(A body) ; 
Front Door Hinge 1964-67 J 22993 Mirror Spanner CAD.—1967-69 





ALL GM—F, X &Z 


Wrench—1,” 
2 Body, 1969-70 





Wrench 










J 21550 
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BODY AND 
ACCESSORIES 





BODY & TRIM TOOLS —continuea) 


le — 













Door Hinge Spring 
Compressor 











Door Lock Striker 
Wrench 


CHEV.—1970-71 
































i J 23408 | Trunk Lid Torque | pugy — 1969-70 J 23554 | Arm Rest Nut Tt 
Rod Adjuster on Wrench sia 
| 
: 1971 B Wagons with 
| J 23457 Door Lock Striker | Bu., CHEV., J 23719 Torque Rod Aluminum Shell 
i Wrench PONT.—1970 Adjuster Rear Row 

J 23495 Door Hinge Wrench |,wer mtrs.— Trunk Lid Torque =| cap —1971 





(74" Size) 1970: 01 Rod Adjusting Tool 


— 


WINDSHIELD WIPER TOOLS 


PONT.—thru 1965 


PANEL & 


f 








Ignition Switch BU. 


ignition Switch 
Nut Wrench 


Nut Wrench 


instrument Panel 




















































































J 6481 etd CAD.—thru 1962 Escutcheon Nut BU. 
Wrench 
J i i i BU.—thru 1963 
q SESEe win al CAD — thr 1967 Instrument Panel PONT.—1954-67 
Remover & Installer| thru 1963 ee Nut Wrench 
_ ‘ Windshield Wiper | 
J 7607-01 < recone a CHEV, PONT.— gem Remover & CAD.—thru 1967 
Installer 
J 7673 Windshield Wiper — ; 
& Light Switcli CHEV.—thru 1962 J 21109 | Ignition Switch CAD.—thru 1966 
Control Nut Wrench Nut Wrench 
: a> ; - J 21233 | Windshield Wiper 
Tw + 720EGS ee CAD.—thru 1962 & Light Switch BU. 
Nut Wrench 
, ; J 21258 Windshield Wiper 
J 7778 i! Co & Light Switch PONT.—1963-65 
Nut Wrench 
J 7844 Windshield Wiper J 21724 Light Switch Nut OPEL KADETT 
Field Coil Remover Wrench 
——— 
#888 Windshield Wiper J Zi9s2 Switch Bezel and 
Motor Brush ALL CARS 
Retaining Spring Ferrule Nut Wrench 
: J 22128 Windshield Wiper 
J 8074 Hydraulic Pressure Aven Remover & PONT.—1966-67 


Gauge (0-60 Ibs.) 





Installer 
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BODY AND 
S : ACCESSORIES 





D INSTRUMENT & WINDSHIELD WIPER TOOLS continuec 


J 22305 | Ignition Switch _ 
| husk Wrench CHEV.—1966-67 
J 22374 Instrument Panel 
aE Bezel Removing PONT.—1966-68 
Tool = 
Ww 
XOr 
J 22547 Ignition Switch . Ses. | J 23373 











Windshield Wiper 


CHEV.—1968 
Switch Bezel Socket a 














Instrument Panel 
Accessory Switch 
Punch 


PONT.—1969-70 





Key Identification 



































ALL G.M, 
Plug Remover 
GLASS AND WEATHERSTRIP SERVICE TOOLS 
J 21549-5 lal Moulding 
= Seal Insert Installer | 20" CAD» OLDS. Right Hand Blade window gies: 
J 21549-1) 
J 21549-6 | Reveal Moulding 
sm Gilp Remover— ALL—caulked 
J 3296 Body Cement Gun_ | ALL CARS Left Hand Blade window glass 
(Use with 
J 21549-1) 




























J 21549-10) Reveal Moulding 
J 5742-01 Windshield i oe CARS— Clip Remover— a a 
os ie iawn Blade mouldings 
J 21549-1) 


















J 21549-11) Reveal Moulding 
J 5757 Mechanical Clip Remover— 
Weatherstrip ALL CARS Left Hand Blade ae 
Installer (Use with 


J 21549-1) 

















Reveal Moulding 
Clip Installer (Use 
with J 21549-1) 





Reveal Moulding 
Remover 


ALL GM CARS— 


thru 1965 OPEL—thru 1970 














ce 
S94 | 4s 8942 
O94 
















Windshield acc Ae bERe~ Door & Quarter 
Aligning Blocks thru 1965 Window Roller ALL GM—1965-70 
(Set of 6) Nut Socket 
























Weatherstrip Windshield 

























BEL ARS Aligning Blocks wa 
Remover (Set of 6) 
J 21104 | Weatherstrip Tet J 23394 | GlassAlignment | gm—1970 
Remover Gauge Blocks Ventless windows 
Use with J 21549-3- J 237i Glass Alignment G M—1971 





4-5-6-10-11 Ventless windows 







Gauge Blocks 


J 21549-3 


J 21549-4 







Reveal Moulding 
Clip Remover— 

Angle Blade (Use 
with J 21549-1) 











ALL—caulked 
window glass 


J 23711-5 





Glass Alignment 
Gauge Blocks 





CAD,—1971 
















Windshield 
Adhesive Cutting 
Knife (Use with 
J 21549-1) 





ALL—caulked 
window glass 
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BODY AND oe ee 
ACCESSORIES -KENT-I RATE: VARER 


Clock Remover & BU.—1963-64 
Installer Series 44, 46, 47, 48 
























Vacuum Systems 


Hand Operated 
Tester 


Vacuum Device 








(UNIVERSAL) . 


J 23309 
J 23418 


HEADLIGHTS 


Carburetor Vacuum | Bu.—Rochester 
Break Actuator Carburetors 


J 22630 | Guide-Matic | 

eee | Sensitivity Tester | ®¥-—1968-71 | 

J 21529 J 22837 Guide-Matic | 

— Pf 
CAD.—1967 


RADIO—STEREO TAPE—ANTENNA 
J 22889 Antenna Nut - 
Antenna thru 1968 
J 23106 Antenna Nut BU.— 1968-69 
Wrench A Body 
AMER. MTRS.— 
J 23505 Stereo Test Tape 197031 _ 
ALL G.M. 
Zi —-Z J 23520 Windshield Antenna| amer. MTRS.— 
ei: bi Tester 1970-71 
ley 
My J 23724 Cassette Test Tape hn Tape 









J 6878-01 | Split-Image 
Headlight Aiming 


Device 



















Guide-Matic 
Analyzer 





Guide-Matic Test 
Adapter 












CAD.—1957-67 
CHEV.—1970 







Radio Control Knob 
Nut Wrench 













Antenna Nut 
Wrench 


PONT.—with Mast 
Antennas 










Antenna Nut 
Wrench 







OLDS.—with Mast 
Antennas 

















Radio System 
Checker 





ALL GM—thru 1971 





J 22194 
J 22276 
J 22683-01 







Antenna Lead-in 
Extension (Use 
with J 22194) 






BU.—1966-71 
PONT.—1966-67 










BU.—1967-71 
CHEV.—1967-71 
PONT.—1967-71 
OLDS.—1967-71 
CAD.—1969-71 







Stereo Test Tape 
Cartridge 





93 





aie < sss is res Bi SRSA BN tr OREN GaSe Ra Ue ~ Bees NN Rees eda ye 3 K 5 
S j So : ee, 
sr 
S : 
ii a es se 
. oo 
: Se Oe 
es oy is oe 
Bie RE Br eee 
ee é ee, e LIBS 
z Nee eee LOPE REE: 
: . / : : | B 0 D Y \I D 
me ss ie 
eee a Paes : 
a: fe ee ee 
KS is SB os 
Beord SBE: is ye ac 
at " 4 oopocrizA ee 3 Y 
af 3 se a “ae ee : 4 ee 8 
a Youd Oe w@ 
® : ee ee 
ie ie 3 . LN Se 
Aa a NS eS Piste 2 
: o a ee 
3 2 i Yee See LDERE TOE ROLES TOOT IGE 3 


J 22375 Cruise Control 
Cable Adjusting CHEVELLE 1966-67 
Gauge 


Cruise Control CAD.—1959-66 


Cable Adjusting PONT.—1963 
Gauge OLDS.—1963-65 





' CAD.—thru 1965 i 
J 8547 Cruise Control CHEV.—thru 1965 re itl etree an CAD.—1967 


Governor Wedge OLDS.—thru 1965 
g PONT.—thru 1965 Gauge 





J 22280 Cruise Control CAD.—1966 
Cable Setting OLDS.—1966-67 
Tool Gauge 
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BODY AND 
ACCESSORIES 





RATE- MAKER 


«GENERAL 
















































FEATURES 


Vacuum Pump—dquick, efficient, 
durable—pulls practically abso- 
lute vacuum on any car condi- 
tioner, facilitating removal of 
moisture and contamination. 


J 23500 Portable Air Conditioner 
Service Station (HEATED) 


J 23500 is a compactly styled portable service station of evac- 
uating and charging equipment. It is designed to allow service Control Panel Assembly—com- 


technicians to easily do a first rate job of servicing automotive plete with maniteld. 500 povad 
. ss and combination low pressure 
air conditioners. 


vacuum gauges. Five U. S. Rub- 
ber high-strength hoses, quick 
connect adapters, control valves 
and readily visible, compact in- 
structions. Refrigerant Drum 
Adapter—J 8695-18 and Gauge 
Adapters J 5420 and J 9459 for 
Schrader valves included. 


This station is equipped with a controlled heated cylinder which 
assures a complete charge into the high pressure side of the com- 
pressor. This feature reduces the charging time considerably and 
enables a complete and accurately measured charge without 


running the car! 
Charging Cylinder—Eliminates 
weighing refrigerant. Completely 
shielded with high’ strength 
plastic for complete safety. 


J 23500 service station is supplied with a cylinder pressure gauge 
and a sight glass which is graduated so that compensation for 


refrigerant expansion can easily be made. ; 
Sturdy Construction— Big wheels 
This equipment reduces air conditioner servicing to a simple ae, 1G SHEE See Ce Ee 
unit completely portable and 


hook-up and manipulation of clearly labelled valves. practical. 





J 22110 Air Conditioner Service Center 





diameter charging lines come complete with 
angle adapters. 

« A high Capaely single stage vacuum pump 
with vented exhaust is of highest quality. 


The increased volume of automotive air 
conditioner service work has created the 
need for a faster and more efficient method 
of diagnosing the complete system for maxi- 
mum trouble free-operation. COMPRESSOR OIL SERVICE ON 

The J 22110 Service Center incorporates all FACTORY INSTALLED G.M. SYSTEMS: 


the desired operational features to make it J 22110 includes a method to remove, ex- 
the ultimate in equipment now available to amine, and replace compressor oil without 


: ’ =e . removing the compressor. The oil charging 
the automotive air conditioner service cylinder is graduated in easy to read one ounce 
industry. 


increments and has a 32 ounce capacity. 


CABINET ASSEMBLY 


* The attractive cabinet is sturdily constructed 
of 18 gauge steel 67” high x 35” wide x 36” 
deep—Big 10” rear wheels for complete 
portability to move around shop—gray ham- 
merloid finish—Chrome door latches and 


AIR CONDITIONING CHARGING AND 
EVACUATION SYSTEM: 


¢ Completely controlled from the illuminated 
front panel of the Service Center. 

e The gauge manifold system consists of a new , 
Teflon nated Neatcla with 214” Dial Faced handle bar—Black control panel with color 


Gauges. A 0-500 Ib. high pressure gauge and coded knobs. 
a (0-30” mercury vacuum 0-120 p.s.1.) ¢ The rear of the cabinet has a full length 








J 23510 Portable 
Air Conditioner 
Service Station 
Conversion Kit 


to convert Non-heated 
charging station 





Compound Gauge—Both gauges have silicon 
treated movements. 


e An accurately calibrated 5 Ib. charging cyl- 
inder with a controlled heating element, 
automatically compensates for refrigerant 
expansion at various pressures. Has easy to 
read l |b. graduations. The extra large %" 


Those presently equipped with a J 8393, 
J 8393-01 or J 8393-02 Charging Station 
now have the opportunity to update their 
stations to incorporate the controlled heated 
cylinder features. With this simple to ““hook- 
up’ conversion kit you will upgrade your Air 
Conditioning Service capabilities consider- 
ably ! 








piano hinged door to accommodate even the 
largest of refrigerant drums (145 Ibs.) on a 
unique pivoting tank cradle. 


e A handy vacuum molded plastic tool ay is 
located below the front controi panel. The 
lower portion of the cabinet provides a 
spacious tool and parts storage area. 








€ pygmy 
RICE KORN ROPITEMS 
wae Ao gRE CERO co 








. BA RATE-MAKER ‘seecia penne Tools AIR CONDITIONER 


J 5725-04 | Deluxe Manifold and Gauge Set 
Consists of: J 5725-5 Compound 

: Gauge, J 5725-6 Pressure Gauge, 

J 5725-7 Manifold Assembly 

jee J 6076 Humidicator 

aD J 6084 Leak Detector—Liquid Propane 


J 6105 Refrigerant Ratchet Wrench 
((4" Ratchet) 






Replacement Rubber Grommets for 
Charging Lines—Pkg. of 12 






CoEag J 5418-1 









Replacement Valve Release Keys 
for Charging Lines—Pkg. of 6 











5418-36B 





Charging Line—36” Blue 


















5418-36R 


Charging Line—36” 





6271-01 





Refrigerant Can Opener Fits— 


5418-48W All Valve 


Charging Line—48” 


6272-02 









Multi Refrigerant Can Opener 


5418-72B |Charging Line—72” Blue Handles—4 Cans 


Thermometer—Dial Type (25°-125°) 
Shock Resistant 


5420 Gauge Adapter—Straight Tube Wrench (114") 

Oil Injector 

Hot Gas Bypass Valve Adjuster 

GD oe Gauge Adapter—90° 

ime Suction Throttling Valve Adjuster 
ve 7 Air Conditioner Hose Remover 


York & Tecumseh Compressor 
Tool Kit 


5418-72R |Charging Line—72” Red 


5418-72W| Charging Line—72" White 





fe _) ° 5 
5421-01 |Pocket Thermometer (25°-125°F) 
White Background 


















. 8) 


5424-1 Tube Wrench—7"-%5" 








5424-2 Tube Wrench—34"-73" 


5428-03 | Vacuum Pump (In Metal Carrying 
Case) includes J 5428-11 Oil 


5428-11 | Low Viscosity Refrigeration Oil (1 qt.) 
for J 5428-03 & J 23178 
Vacuum Pump 


5453 Safety Goggles 
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AIR CONDITIONER | RATE: WATER, 














J Zizis Temperature Tester (—50° +150°F) 


21530 Control Knob Adjuster (Comfortron) 





21974 Automatic Temperature Control 


Gauge Set (Pontiac) 


Suction Throttle Valve Guide 


22083 
Pin Set 


Eh 


Schrader Valve Core Remover and 
Installer 


J 22132-02 














22368-01| Automatic Temperature Control 
Tester (Olds., Chev.) (See J 22655) 


(Cad. thru 1968) 





22555 Pocket Thermometer (—50° to 


—120°F) Yellow Background 


Comfortron Circuit Board 
Amplifier Adapter (Used with 
J 22368-01—Olds. 1967-68) 


22655 





Automatic Air Conditioner Door 
Adjuster (Pontiac) 


J 22667-01 














22684-02/| Automatic Tempeature Control 


Tester (Pontiac) 


22684-51/| Automatic Temperature Control 


Adapter (Pontiac, 1970) 


22705 Leak Detector Electronic H-10; 


220 Volt Cycle 





22860 Automatic Climate Control Vacuum 


Regulator (1969-70 Buick) 
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J 23124 


J 23178 


om 


23187 


23189 


23390 


23400 


23471 


23640 


23678 


23713 


Comfortron Circuit Board 
Amplifier Adapter (Used with 
J 22368-01) (1969 Chev.) 


Vacuum Pump (Universal) 


Automatic Temperature Control 
Lever Adjuster (1969 Pontiac) 


A/C Tester Adapter (1969 Cadillac) 


12 lb. Disposable Can Control 
Opener 


Electronic Leak Detector 


Automatic A/C Temperature Control 
Tester Adapter (1970 Chev.) 


Complete Manifold Assembly 
(Includes Hoses) 


Domed Refrigerant Can Opener 


Belt Tension Gauge 


Thermometer Dial Type (0-220°) 


A/C Comfortron Tester 
(All G.M. 1971) 


Programmers Test Harness 





| 
| 


7 


Oil Pick-Up Tube Remover 


—Y) J 5139 
> Oa 5403 
S| J 6435 


Snap Ring Pliers (#21 Internal) 


Snap Ring Pliers (#26 External) 


7151-02 
(.025”", 032", 035", .045”) 


8092 Driver Handle 


| 


8433 Compressor Pulley Puller 


9392 Shaft Seal Remover & Installer 


Seal Seat Remover & Installer 
(Carbon Seat) 


9393 


S395 


9396 Compressor Holding Fixture 


(Use with J 9397) 


9397 


(3 9398 


Compressing Fixture 





Pulley Bearing Remover 
(Use with J 8092) 


9399 Compressor Shaft Nut Socket 
(%6" Thin Wall Hex) 


9401 Hub & Clutch Drive Plate 


t | 


Assembly Remover 


J ier a a 
ahedaT Vl 9402 Piston Assembly Tray 







Feeler Gauge Set (non-magnetic) 








in 












Pulley Pilot (Use with J 8433 Puller) 








J 22974 





9403 


9432 


9433 


9443 


9480-01 


9481 


9544 


9553 


9564-01 


9625 


9661-01 


21352 


J 21508 


23128 


AIR CONDITIONER 


Clutch Hub Holding Tool 


Needle Bearing Installer 


Suction Cross-Over Cover Seal 
Installer 


Pulley Puller Screw 
(Use with J 8433) (Olds. 1961) 


Hub & Drive Plate Assembly 
Installer 


Pulley Bearing & Pulley Installer 
(Use with J 8092) 


Dial Indicator (.0005” Increments 
Checks Compressor Shaft End Play) 


‘‘O'’ Ring Remover 


Feeler Tension Gauge Set Includes: 
(.012”, .005”, .006”, .007”, .008”, 
G09", .010", .011", 015", .017°, 
018", .019", .020*, .021", .022”) 


Pressure Test Set with Schrader 
Valves 


Feeler Tension Gauge Set Includes: 
(.017", .018", .019", .020", 
021", .022”) 


Compressor Support Block 


‘‘O’’ Ring Installer 


Compressor Shaft Oil Seal 
Protector 


Compressor Shaft Seal Seat 
Remover & Installer (Ceramic Seat) 
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AIR CONDITIONER 











J 7605-03 | Compressor Oil Injector 


J 6320 Compressor Seal Protector (2 oz. Capacity) 


J 6322-02 | Compressor Clutch Plate Remover Clutch Plate & Pulley Installer 


J 6402 Compressor Seal Protector Air Gap Gauges (.022 & .037) 





J 7151-02 | Non-Magnetic Feeler Gauges 
(,025%, .032", 035", .045") 





gaan 
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47," & 6" dia. Press Plate Holder 





47%," Press Plate Holder 





PLIERS (SNAP-RING) 


_ wm 
J 5172 Needle Point 


Modified Vacuum Grip 





Parallel Opening Jaws 


Modified Vacuum Grip 


J 5586 





PLIERS (TRU-ARC) 


#23 Internal #23 Internal—45° Tips 


J 4646 #5 Internal 
J 4880 #22 External 
#25 Internal 


#21 Internal 


J 21157 


J 6083 #23 External 
J 22380 


J 6435 #26 External 
J 8871 
J 8872 


#9 Internal—90° Tips 


#22 External—90° Tips #8 External—90° Tips 


ll 





#24 External—90° Tips 





#25 Internal—90° Tips 





a 
ul 
: = 
o 
Ww 


Band-It-Hose Clamp Pliers 


—e— J 22716 


LI 
J 23373 
>. 


Key Identification Plug Remover 


Keystone Clamp Pliers 


J 22610 











GENERAL 









0-200 ft. Ibs. J 7754 ¥%," Souare Drive 0-25 in. Ibs. 


J 8058 1" Square Drive 0-50 ft. Ibs. 
J 8398 344," Square Drive 0-500 ft. Ibs. 
J 8603 344" Square Drive 0-600 in. Ibs. | 
| 
0-50 in. Ibs. J 9187 34" Square Drive 0-300 ft. Ibs. | 
: 


| 
SPECIAL BITS | 
| 


J 1264 14" Square Drive 


GENERAL xorove wrencues b 
| 
| 
| 







i J 1313 1%" Square Drive 0-15 ft. Ibs. 


v 
C) 


7A 


J izi5 344" Square Drive 


—_ << 


S 






J 5853 344" Square Drive 0-100 in. Ibs. 


J 6459 344" Square Drive 





J 22413 #4 Posi-Drive Screwdriver Bit— | 
American Motors | 


12mm 7%" Drive 1.5 & 1.9 Liter J 23457 Door Lock Striker—All G.M. 1968-71 
Head Bolts—Opel 


6 mm ¥” Drive Oil Pump 
1 22059 Return Line Retaining 
Bolts—Opel 


10mm 14” Drive 1.1 Liter Head ie J 23659 5mm x 3%” Drive Hex Key Socket— 
Bolts—Opel : Opel Door Striker—1971 


TORQUE WRENCH ADAPTERS 
J 9639 14" Square Drive—*%”" Square 
(1” Between Centers) 

14" Square Drive—*4” Double Hex— a J 21047 14" Square Drive—52” Double Hex— 
— _ es |e a om 

J 21881 14" Square Drive—5¥4"” Double Hex— 

41" Long 

¥," Square Drive—'/2" Double Hex Ques J 23410 Torque Wrench Multiplier ; 
(1!4,” Between Centers) (See J 23413 on page 63) 


J 7595 


#2 Phillips Screw Driver Bit 





8mm %" Drive—Opel—All Engines 





J 23017-01 


i : | a 
NO NO 
WwW NO 
oO wo 
be = 
m a 
© oO 
e = 





J 5583 14" Female to 34” Male 





J 8004-01 





J 8068 


34" Female to 42” Male 


J 9113-01 


i/o Jog 
bg 
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ENT-MOORE ATE-AANER SP GENERAL 


Adapter /4,— 20 Part of J 6471-02 
Adapter 4;— 18 Part of J 6471-02 
Adapter ¥,—11 Part of J 6471-02 
Adapter 72—14 Part of J 6471-02 
Adapter 7,—9 Part of J 6471-02 | 
Adapter 2 Pipe Part of J 6471-02 
Adapter 4 Pipe Part of J 6471-02 


/Ag-14 Thread with %¢-18 Adapter 
(Set of 2) 


GENERAL SLIDE HAMMERS 
™ 2619-01 | %-18 Thread with 14-13 Adapt 
Up —0=0— J P read with 4 apter 


=~ 

—}———- 

(jp -=0— J 6471-02 
i 


J 6471-7 


J 6471-8 


DRIVER HANDLES & EXTENSIONS 


J 7079-2 

















‘45-18 Thread with %-16 Adapter 
(Set of 2) 








%¥3-18 Thread Slide Hammer 
Puller & Adapters. Adapters listed 
below are included. 







Adapter %—16 Part of J 6471-02 









Adapter ¥%—24 Part of J 6471-02 







Adapter 42—20 Part of J 6471-02 







Adapter % —10 Part of J 6471-02 






J 6585-01 






Adapter %,—16 Part of J 6471-02 














Adapter 1— 14 Part of J 6471-02 ¥g-16 Thread (Set of 2) 


Adapter ¥2—13 Part of J 6471-02 






— J 8117 Adapter 1-10 Female to 44-20 Male 









Driver Handle (For Non-Threaded 
Type Drivers) 





J 21054-1 | Driver Handle 






J 21465-13) Driver Handle Extensions 
%4x 10 Male & Female Thread 


102 








GENERAL RATE- MAHER. 





Dial Indicator Set 


Dial Indicator Plunger Extension 
(.001” Increments—.100 Travel) 


134" long (Use with J 8001) 


Dial Indicator Plunger Extension 7) J 9544 Dial Indicator (.0005” Increments— 
214" long (Use with J 8001 or \ y .100 Travel) 
J 9544) ) 


Magnetic Base Indicator Set 
















MIPINTT 


cHeog Utility Puller Set 


Five Ton Hydraulic Puller with 
2—6” Legs 

Side Bearing Puller & Adapters 

Side Bearing Puller 

Side Bearing Puller with Adapters 


—_ J 23531 Slip-on Tube Bender 
Re %6" Bending Spring 


i) 


3” Legs (Use with J 9216 or 
J 9010) 3 Required 


et i ti tl i el ee ht i i i il i 


6” Legs—Set of 2 (Use with J 9010) 





Ten Ton Ram—Less Legs 





TUBE FLARING TOOLS 


ro) . 
K Se J 2185-A 
i= , wt 
CE 

ton © 
8 ve. J 2185-B 
Cc» 3 : 
= eS 
ees ee J 6892 

= 

ao J 23530 

























Double Lap Flaring Tool Set 

37 Degrees for “6, “4, “6, ¥% and 
14" diameter tubing (Complete 
in metal box) 


Double Lap Flaring Tool Set 

45 Degrees for “6, %4, “Ac, ¥% and 
14" diameter tubing (Complete 
in metal box) 


J 23532 Slip-on Tube Bender 


14" Bending Spring 


Double Lap Flaring Tool— 
45 Degrees for %6, % and %¢ 
diameter Tubing 


J 23533 Tube Cutter 


~ 


Flaring Tool 45° Single & 
Double Flare 


J 23673 Mechanical Tube Bender *¢, 
14, 5 and % inches 
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PART NO. 


J270-6 
J270-13 


J816-4 
J1365-A 
J1S92 
J2044 
J2182 
J2245 
J2545 
J2586 
J2595 


J2681 
J2996 
J2997 
J3066-A 
J3197 
J3361-01 


J4262 
J4270 


J4274 
J4285 
J4485 
J4490 
J4583 
J4637 
J4653 
J4869 
J5182 
J5186-A 
J5190-01 
J5191 


J5224 
J5238 
J5259 
J5297-01 
J5386-01 
J5405-01 
J5406 
J5430 
J5433-01 
J5454 
J5457 
J5463-01 
J5470 
J5472 


J5494-01 
J5502 
J5503 
J5514 
J5610 
J5747 
J5794 
J5804 
J5805 
J5865 
J5913 
JIS922 
J5943 
J5946 








DESCRIPTION 


Driver Head 
Axle Shaft Oil Seal 
Installer 
K’’ Screwdriver Bit 
Spanner Wrench 
Bearing Lock Wrench 
Support Arm Spreader 
Retainer Remover 
Bearing Remover 
Checking Gauge 
Hub Check Gauge 
Transmission Band 
Installer 
Servo Adjusting Tool 
Bushing Replacer 
Bushing Remover 
Valve Guide Installer 
Bushing Remover 
Transmission Assembly 
Fixture 
Transmission Sling 
Transmission Press 
Gauge 
Valve Lifter Tool 
Brake Adjusting Tool 
Oil Seal Installer 
Pitman Arm Puller 
Windshield Seal Breaker 
Trim Panel Remover 
Governor Wrench 
Speedo Gear Remover 
Retainer Collar 
Piston Ring Compressor 
Bearing Remover 
Lower Worm Shaft 
Bearing Installer 
Front Spring Compressor 
Lifter Disassembly Tool 
Bearing Nut Wrench 
Autronic Tester 
Oil Seal Driver 
Seal Installer 
Piston Assembly Ring 
Ignition Nut Wrench 
Power Brake Stand 
Spanner Wrench 
Float Level Gauge 12” 
Bearing Installer 
Belt Tightener 
Bushing Remover & 
Replacer 
Valve Spring Remover 
Drive Shaft Remover 
Oil Seal Remover 
Yoke Remover 
Light Switch Remover 
Seal Installer 
Spanner Wrench 
Transmission Gauge 
Skin Depth Gauge 
Tube Remover 
Bushing Installer 
Oil Seal Installer 
Spring Compressor 
Oil Seal Remover 


PAST MODEL TOOLS — NOT ILLUSTRATED 


PART NO. 


J5948 
J6058 
J6086 
J6134 
J6177 


J6281 


J6185 
J6192 
J6213 
J6245 
J6251 
J6255 
J6281 


J6285 
J6310 


J6405 
J6424 
J6504 


J6506 


J6509 


J6556 
J6557 
J6560 
J6584 
J6660 
J6838 
J6848 
J6850 
J6965 
J7009-01 


J7OI3 
J7053 


J7108 


J7120 
J7132 
J7143 
J7150 
J7181 
J7296 
J7392 
J7411-02 
J7504 
J7559 


J7574 
J7575 
J7585 
J7586-01 
J7589 
J7663 


J7687 


DESCRIPTION 


Dust Seal Installer 

Bending Tool 

Compressor Installer 

Speedo Gear Gauge 

Differential Carrier Hold- 
ing Fixture 

Over Center Adjusting 
Adapter 

Axle Housing Spreader 

Pin Socket Wrench 

Bearing Seal Guide 

Pinion Nut Tool—2” Hex 

Guide Studs 

Bearing Cup Installer 

Over Center Adjusting 
Adapter 

Staking Tool 

Housing Alignment 
Fixture 

Spring Holder & Remover 

Alignment Gauge 

Remover & Installer 
Screw 

Hood Spring Removing 
Tool 

Spring Remover & 
Installer 

Bending Tool 

Selector Gauge 

Pump Assembly Sleeve 

Oil Seal Installer 

Electric Tachometer 

Wire Gauge .76 x .230 

Antenna Wrench 

Positioning Gauge 

Oil Seal Remover 

Transmission Holding 
Fixture 

Bearing Driver Set 

Bushing Remover & 
Installer 

Slide Hammer Puller 
Assembly 

Bearing Cup Installer 

Oil Seal Installer 

Air-Ride Fittings 

Spring Compressor 

Protractor Gauge 

Oil Seal Installer 

Tubing Cover Remover 

Lock Nut Wrench 

Carter Carburetor Gauge 

Transmission Bushing 
Installer 

Bushing Remover & 
Installer 

Bellows Compressor 

Bearing Installer 

Seal Protector 

Air Conditioning Hose 
Clamp 

Power Steering Pump 
End Plate 

Linkage Pin 


PART NO. 


J7706 
J7714-08 
J7781 
J7794 
J7828 
J7894 
J8029 


J8076 
J8142 


J8333 
J8345 


J8346 


J8361 
J8368 
J8370 
J8438 
J8450 
J8534 
J8613 
J8626 
J8662 
J8670 
J8765 


J8879-01 


J8885 
J8890 
J8891 
J8892 
J8893 
J8913 
J8954 
J8957 
J8974 
J9160 
J9164 


J9177 
J9194 
J9213 
J9269 
J9270 
J9277 


JI9Z93 
gO31i 
J9367 
J9406-01 
J9435 
J9439 


J9442 
J9451 
J9478 
J9513 


J9528 


J9550-02 
J9559 


DESCRIPTION 


Bearing Remover 

Carburetor Gauge Set 

Seal Protector 

Shim Gauge 

Pinion Bearing Remover 

Jacking Fixture 

Piston Ring Remover— 
36” 

Bearing Adjuster Bit 

Piston Ring Remover— 
Be” 

Bushing Installer 

Buhing Remover & 
Installer 

Bushing Remover & 
Installer 

Clutch Gear Puller 

Spark Plug Gauge 

Carburetor Chain Gauge 

Nut Wrench 

Muffler Chisel 

Bushing Service Set 

Pinion Oil Seal Installer 

Adapter Set 

Conversion Kit 

Puller & Adapter 

Neutral Clutch ‘C’ 
Washer 

Rochester Carburetor 
Gauge Set 

Pump Bushing Remover 

Spanner Wrench 

Speedo Gear Remover 

Pin Bearing Installer 

Pin Bearing Remover 

Pinion Oil Seal Installer 

Moulding Clip Tool 

Water Pump Adapter 

Engine Support Hooks 

Transmission Gauge 

Transmission Bearing 
Installer 

Spacer Set 

Axle Shaft Seal Installer 

A/C Nut Wrench 

Throttle Lever Gauge 

Throttle Lever Gauge 

Companion Flange 
Adapter Set 

Carburetor Chain Gauge 

Carburetor Chain Gauge 

Balance Weight Set 

Carburetor Chain Gauge 

Idler Bushing Installer 

Axle Bearing Remover 
Adapter 

Weatherstrip Tool 

Oil Seal Installer 

Brake Band Pliers 

Bushing Remover & 
Installer 

Propellor Shaft Bearing 
Remover 

Carburetor Gauge Set 

Hood Spring Remover 





PART NO. 


J9563 


J9565 
J9577-01 
J9580 
J9622 
J9627 
J9628 
J9629 


J9630 


J9657 
J9719-01 
J9732 
J9773 
J9774 
J10189 
J10208 
J10241 
J21004 


J21052-7 


J21138 
J21172 
J21179 


J21207-01 
J21215-01 
J21216-01 
J21252 
J21262 
J21607 


J21608 


J21611 
J21615-01 
J21622 


J21623 


J21624 


J21625-01 
J21773 
J21944 
J21945 
J21946 
J21947 


J22309 
J22381 
J22507 
J22508 
J22509 


J22579 


DESCRIPTION 


Countershaft Assembly 
Tool 

Pitman Arm Remover 

Carburetor Gauge Set 

Carburetor Gauge Set 

Pressure Test Fixture 

Brush Retainer 

Support Block 

Head & Bearing 
Installer 

Needle Bearing Remover 
& Installer 

Wire Harness Remover 

Seal Protector 

Seal Installer 

Yoke Bearing Installer 

Seal Installer 

Guide Pins 

Carburetor Gauge Set 

2%.” Float Level Gauge 

Assembly & Disassembly 
Fixture 

Harmonic Balancer 
Template 

Carburetor Chain Gauge 

Brake Wrench 

Pivot Pin Remover & 
Retaining Ring 

Carburetor Guage Set 

Carburetor Gauge Set 

Carburetor Gauge Set 

Carburetor Gauge Set 

Brake Bleeder Adapter 

Carburetor Chain 
Gauge Set 

Carburetor Chain 
Gauge Set 

Stamp Set 

Carburetor 

Carburetor 
Set 

Carburetor 
Set 

Carburetor 
Set 

Carburetor Gauge Set 

Stamp Ext. Holder 

Carburetor Chain Gauge 

Carburetor Chain Gauge 

Carburetor Chain Gauge 

Carburetor Chain Gauge 
Conversion Kit 

Clutch Bearing Pin 
Staking Tool 

Carburetor Gauge Set 

Valve Guide Cutter 

Valve Guide Cutter 

Valve Guide Seal 
Installer 

Carburetor Gauge Set 


Chain 
Chain 


Gauge 
Gauge 
Chain Gauge 


Chain Gauge 





KENT-MOORE 
RATT MAREN. 
Service Tools 








